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INTRODUCTION

The Demonstration Problem Manual is one of four manuals that constitute the documentation
for NASTRAN. The other three are the Theoretical Manual, the User's Manual, and the Programmer's

Manual.

The Theoretical Manual contains discussions of the mathematical cperations and the under-
lying theory relative to the engineering equations used. Thers is some discussion relative to
data processing technigues, software organization, and accuracy achieved.

The User's Manual is an instructioral and encyclopedic reference that describes tne finite
element modeling features available, defines the input data formats, and shows how to prepare

data tc ¢btain solutions in saveral angineering disciplines.

The Programmer's Manual contains descriptions of the Functional Moduies, subroutines, and
operating systems from a software point of view. It also contains detailed derivations of the

mathematical equations employed by the program.

The Demonstration Problem Manual provides the NASTRAN user with simple solutions to specific
oroblems illustrating apolications of all rigid formats. The oroblems ars nresantad so that the
translation of the engineering problem data into a NASTRAN formulation is explained. Thecretical
solutions to the problems are included where possible to serve as validation of the NASTRAN

results.
This manual is organized into the following main sections:

1. NASTRAN Demonstration Problems on UMF Tape - a list of the problems demonstrated
2. Demonstrated Features of NASTRAN - tables of the features and characteristics of the
problems

3. Demonstration Problems by Rigid Format - detailed discussions of each problem

The problems included in the Demonstration Problem Manual illustrate nearly all the available

elements, coordinate system types, copstraints, loadings, and analytical capabilities available

o
N .

with NASTRAN. A complete 1isting of NASTRAN features and tabular displays of features versus

demonstration problem number are provided for ease of user reference.

The Demonstration Problems by Rigid Format discussions are organized into five subsections.

The Description section provides a surmary of the engineering aspects of the problem and relates
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the problem to the appropriate NASTRAN rigid format for solution. The Input section presents the
key parameter values for the problem including structural dimensions, material properties, boundary
conditions, and loading conditions. The Theory section summarizes theoretical and/or experimental
solutions for the problem if available. The Results section provides a summary of answers computed
by NASTRAN and results of theoretical calculations or experiments. Under the Driver Decks and
Sample Bulk Data section, are the Executive Control, Substructure Control, and Case Control decks
for each problem followed by a sample of the bulk data cards used to formulate the model. The

bulk data card lists are not complete since this data is not input in card form but is obtained

from the UMF tape.

The input data for the demonstration oroblems described herein are provided to the user on a
NASTRAN User Master File (UMF) which is a part of the NASTRAN system delivery. This file is pro-
vided so that users may check the system installation by executing characteristic problems with
NASTRAN. (The method of accessing these data is described in the UMF Tape section of this manual
and in Section 2.5 of the User's Manual.) When executing a problem frcm the UMF, the user must

allocate required operating system resources for necessary tape and disk files.
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NASTRAN DEMONSTRATION PROBLEMS ON UMF TAPE

The Bulk Data Decks required to execute the demonstration problems are provided on tape as a
NASTRAN User's Master File (UMF). Other files provided as part of the NASTRAN system tape delivery
include the driver decks which contain the Executive Control, Substructure Control, and Case Con-
trol Decks and a print file of the execution results. The delivery tapes are made compatible with
each of the three computer systems used. See the Programmer's Manual Section 5 for descriptions

of the delivered tapes for each computer system.

The UMB provides a convenient means for storing large volumes of NASTRAN bulk data in a stan-
dardized format. Since there is a data edit capability, the complete bulk data card listings may
be obtained by printing the contents of the UMF. A complete description of how to use the UMF ds
found in Section 2.5 of the User's Manual. Executing any of the demonstration groblems described
in this manual requires the corresponding driver decks from the delivered tape and then running a
standard NASTRAN job using the UMF file as described in the User's Manual. ({An alternative to
executing a NASTRAN UMF job is to output the delivered print file for the problem via operating

system utilities.)

fach demonstration prcblem is assigned a problem number to key it to the Rigid format. The
UMF problem identification (pid) is an adaptation of that problem number. The UMF tape identifi-
cation (tid) is the year in which the set of demonstration problems was generated. This would
tend to change from one release of NASTRAN to the next as new capabilities are introduced into the
system. Furthermore, it may not always be possible to execute a given UMF on a previous level due

to changes in data handling techniques.

The UMF problem identification number (pid) is made up of four elements: The Rigid Format
number, the problem number, the version number, and a trailing dummy zero. Thus, the general UMF
number is xxyyz0. The Rigid Format number is the first one or two digits (easily seen by ignoring
the last four digits); the problem number is always two digits; the version number is always one
digit; and the 0 always trails to allow insertion of additional problem versions in the future. A
UMF pid of 10210 means the problem runs on Rigid Format 1 (xx = 18238), it is the second demonstra-
tion problem on that Rigid Format (yy = 02), and it is version 1 {z = 1) of that problem. Another
example, 110110, is a problem for Rigid Format 11, problem 1, version 1. A table of pid numbers

for each demonstration problem follows:

Restart problem driver decks do not contain a UMF card because the data is already stored on
a checkpoint tape which must have been created by the user. The restart problems thus do not have
a pid and are indicated by RESTART in the table. For the restart problems, all changes to the
sorted UMF bulk data cards are shown with the driver decks.
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UMF pid NASTRAN DEMONSTRATION PROBLEMS ON UMF TAPE

10110 Delta Wing with Biconvex Cross Section, Load on Trailing Edge

RESTART Delta Wing with Biconvex Cross Section, Load on Leading Edge

RESTART Delta Wing with Biconvex Cross Section, Switch to Rigid Format 3

10120 Delta Wing with Biconvex Cross Section Using QDMEM] and QDMEM2 Elements
10130 Delta Wing with Biconvex Cross Section Using QDMEM! Elements

10140 Delta Wing with Biconvex Cross Section Using QDMEM2 Elements

10210 Spherical Shell with Pressure Loading, No Moments on Boundary

RESTART Spherical Shell with Pressure Loading, Clamped Boundary

10310 Free Rectangular QDMEM Plate with Thermal Loading

10320 Free Rectangular QDMEM] Plate with Thermal Loading

10330 Free Rectangular QDMEM2 Plate with Thermal Loading

10410 Long, Narrow, 5x50 Orthotropic Plate

RESTART Long, Narrow, 5x90 Orthotropic Plate, Modified Model

10420 Long, Narrow, 5x60 Orthotropic Plate

10430 Long, Narrow, 5x50 Orthotropic Plate (via INPUT Module)

10440 Long, Narrow, 5x60 Orthotropic Plate {via INPUT Module)

10510 Nonsymmetric Bending of a Cylinder of Revolution

10610 Solid Disc with Radially Varying Thermal Load

10710 Shallow Spherical Shell Subjected to External Pressure Loading

10819 8ending of a Beam Fabricated with HEXA] Solid Elements

10910 Thermal and Applied Loads on HEXA? Solid Elements

10920 Thermal and Applied Loads on TRIMG Higher Order Membrane Elements

11010 Thermal Bending of a Bar

1110 Simply-Supported Rectangular Plate with a Thermal Gradient

11120 Simply-Supported Rectangular Plate with a Thermal Gradient (via INPUT Module)
11210 Linear Steady State Heat Conduction Through a Washer Using Solid Elements
11220 Linear Steédy State Heat Conduction Through a Washer Using Ring Elements
11310 Thermal and Pressure Loads on a Long Pipe Using Linear Isoparametric Elements
11320 Thermal and Pressure Loads on a Long Pipe Using Quadratic Isoparametric Elements
11330 Thermal and Pressure Loads on a Long Pipe Using Cubic Isoparametric Elements
11410 Static Analysis on a Beam Using General Elements
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UMF pid NASTRAN DEMONSTRATION PROBLEMS ON UMF TAPE

11510 Asymmetric Pressure Loading of an Axisymmetric Cylindrical Shell

11610 Fully Stressed Design of a Plate with a Reinforced Hole

11710 Rectangular Plate with Variable Moduli of Elasticity

20110 Inertia Relief Analysis of A Circular Ring Under Concentrated and Centrifugal
Loads

20210 Windmill Panel Sections for Multi-stage Substructuring (Run 1, Phase 1)

20220 Wwindmill Panel Sections for Multi-stage Substructuring (Run 2, Phase 1)

20230 Windmill Panel Sections for Multi-stage Substructuring (Run 3, Phase 1)

20240 Windmill Panel Sections for Multi-stage Substructuring (Run 4, Phase 2)

20250 Windmill Panel Sections for Multi-stage Substructuring {Run 5, Phase 3)

20260 Windmill Pane! Sections for Multi-stage Substructuring {Run 6, Phase 3)

20270 Windmill Panel Sections for Multi-stage Substructuring (Run 7, Phase 2)

30110 Vibration of a 10x20 Plate

30120 Vibration of a 20x40 Plate

30130 Vibration of a 10x20 Plate {via INPUT Module)

30140 vibration of a 2020 Plate {via INPUT Modulz,

30210 Vibration of a Compressible Gas in a Rigid Spherical Tank

30310 Vibration of a Liquid in a Half Filled Rigid Sphere

30410 Acoustic Cavity Analysis

30510 Nonlinear Heat Transfer in an Infinite Slab

30610 Nonlinear Radiation and Conduction of a Cylinder

30710 Vibrations of a Linearly Tapered Cantilever Plate

30810 Helicopter Main Rotor Pylon on a Rigid Body Fuse1a§e

40110 Differential Stiffness Analysis of a Hanging Cable

50110 Symmetric Buckling of a Cylinder

50210 Buckling of a Tapered Column Fixed at the Base

60110 Piecewise Linear Analysis of a Cracked Plate

70110 Complex Eigenvalue Analysis of a 500-Cell String

70120 Complex Eigenvalue Analysis of a 500-Cell String (via INPUT Module)

70210 Third HarmonicVComplex Eigenvalue Analysis of a Gas-Filled Thin Elastic Cylinder

70220 ' Fifth Harmonic Complex Eigenvalue Analysis of a Gas-Filled Thin Elastic Cylinder

80110 Frequency Response of a 10x10 Plate

80120 Frequency Response of a 20x20 Plate

3 (12/31/77)



UMF pid NASTRAN DEMONSTRATION PROBLEMS ON UMF TAPE

80130 Frequency Response of a 10x10 Plate (via INPUT Module) .

80140 Frequency Response of a 20x20 Plate (via INPUT Module)

90110 Transient Analysis with Direct Matrix Input

90210 Transient Analysis of a 1000-Cell String, Traveling Wave Problem

90220 Transient Analysis of a 1000-Cell String, Traveling Wave Problem (via INPUT Module)

80310 Transient Analysis of a Fluid-Filled Elastic Cylinder

90410 Linear Transient Heat Transfer in a Plate

100110 Complex Eigenvalue Analysis of a Rocket Control System

100210 Reroelastic Flutter Analysis of a 15° Swept Wing

110110 Frequency Response and Random Analysis of a Ten Cell Beam

RESTART Frequency Response and Random Analysis of a Ten Cell Beam, Enforced Deformation
and Gravity Load

110210 Frequency Response of a 500-Cell String

110310 Jet Transport Wing Dynamic Analysis, Frequency Response

110320 Jet Transport Wing Dynamic Analysis, Transient Response

120110 Transient Analysis of a Free One Hundred Cell Beam

130110 Normal Modes Analysis of a One Hundred Cell Beam with Differential Stiffness

140110 Static Analysis of a Circular Plate Using Dihedral Cyclic Symmetry

150110 Normal Modes Analysis of a Circular Plate Using Rotational Cyclic Symmetry
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DEMONSTRATED FEATURES OF NASTRAN

This section provides a summary of the modeling, execution, and output control features
which are demonstrated. Tables are provided to give the user a convenient reference for
jocating the Demonstration Problem Number for a problem which illustrates a particular feature.

The features are categorized according to:

A. Physical Problems

B. Solution Methods

C. Element Types

D. Constraints

E. Geometry and Property Definitions
F. Special Matrix Options

G. Loading Options

H. Execution Options

I. Output Options

Tach of these categories is expanced to ineclude availabie options which may be correlated to the
demonstration problem{s} illustrating the feature. The demonstration problem numbers are indica-
ted by two- or three-digit reference numbers. A two-digit number is used to indicate there is
more than one demonstration problem version exhibiting the same feature. A three-digit number
means the demonstration problem is the only one used to illustrate a particular feature. For
example, there are three versions of NASTRAN Demonstration Problem No. 1-13 (1-13-1, 1-13-2, and
1-13-3). Since all three versions use solid elements, the entry for this modeling feature is
indicated by the series designation, 1-13. However, since only two of these versions use element

congruency, that feature is indicated by referencing the problem versions 1-13-1 and 1-13-2.
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DEMONSTRATED FEATURES OF NASTRAN

PHYSICAL PROBLEMS

Structures
1. Line
2. Plate or Shell
3. Solids

4. Rotational Symmetry

Fluid Dynamics

5. Flexible Boundary
6. Rigid Boundary

7. Sloshing

8. Acoustic

9. Aeroelastic

Heat Transfer
10. Conduction
11. Convection

12. Radiation

SOLUTION METHODS

Steady State

1. Linear Statics
Inertia Relief

Nonlinear Geometry

»owN

Material Plasticity
5. Fully Stressed Design
6. Linear Heat Transfer

7. Nonlinear Heat Transfer
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DEMONSTRATED FEATURES OF NASTRAN

figenvalue Analysis

8. Real Modes

9. Complex Modes
10. Inverse Power
11. FEER

12. Determinant
13. Givens

14. Upper Hessenberg

Dynamic Response

15. Direct Formulation
16. Modal Formulation
17. Transient Response
18. Frequency Response
19. Random Analysis

20. Flutter Analysis

ELEMENT TYPES

1. Bar, Rod, Tube or Conrod
2. Shear or Twist Panel

3. Plate or Membrane

4, Scalar Springs, Mass and Dampers
5. Concentrated Mass

6. Viscous Dampers

7. Plot (PLQTEL)

8. General (GENEL)

9. Conical Shell

10. Toroidal Shell

11. Axisymmetric Solids

12. Linear Solids

13. Isoparametric Solids
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14.
18.
16.
17.
18.
19.

DEMONSTRATED FEATURES OF NASTRAN

Solid Heat Conductors

Heat Transfer Boundary Elements
Fluid Elements

Acoustic Elements

Aerodynamic Elements

Rigid Elements

D. CONSTRAINTS

1.

w

~ (o)} [8,) >
. . . .

Single-Point Constraints
Multipoint Constraints
Omitted Coordinates
Free-Body Supports

Fluid Free Surface
Symmetry Used on Boundary

"Grounded" Stiffness Terms

E. GEOMETRY AND PROPERTY DEFINITIONS

-

Property 1D Default

Local Coordinate System
Resequenced Grid Points
Thermal Dependent Materials
Nonlinear Materials
Anisotropic Materials
Offset BAR Connections
Structural Mass
Nonstructural MasS
Structural Element Damping
Compressibility of Fluid
Fluid Gravity Effects
Multiple Fluid Harmonics
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DEMONSTRATED FEATURES OF NASTRAN

F. SPECIAL MATRIX OPTIONS
1. General Element (GENEL)
Direct Input Matrices

Transfer Functions

> (%) ~N
. . .

Extra Points

wn

Direct Damping Matrix Input
Modal Damping
Substructuring

Cyclic Symmetry

Uniform Structure Damping

o ¥ o] ~ o
. . . . .

Element Congruency

G.  LOADING OPTIONS

Static

1. Concentrated Loads
Pressure Loads

Gravity Loads
Thermal Loads

Harmonic Loads
Centrifugal Field Loads

Enforced Element Deformation

=] ~ o0 o » w ~N
. . . . . . .

Enforced Displacement

Dynamic Excitation

9. Tabular Loads vs. Frequency or Time
10. Direct Time Function Loads

11. Loading Phase Angles

12. Loading Time Lags

13. Lload Combinations (DL@AD)

14. Transient Initial Conditons

15. Random Analysis Power Spectral Density Functions
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16.

DEMONSTRATED FEATURES OF NASTRAN

Aerodynamic Gust

Heat Transfer

17.
18.
19.
20.

Volume Heating
Area Heating
Radiation Heating

Enforced Boundary Temperature

EXECUTION OPTIGNS

Multiple Solution Techniques

1.

= W N

Loads

Boundary Constraints
Cyclic Symmetry
Direct Input Matrices

Aerodynamic Coefficients

Operational Techniques

6.
7.
8.
9.
10.
1.

Checkpoint

Restart with Modified Case Control

Restart with Rigid Format Change

Restart with Modified Bulk Data

Altered Rigid Format Using DMAP Statements

Multi-stage Substructuring

OUTPUT OPTIONS

Print and/or Punch

1.

> w n
. . N

Point Output Selections
Element Output Selections
Subcase Level Request Changes

Sorted by Frequency or Time (SPRT2)
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DEMONSTRATED FEATURES OF NASTRAN

Magnitude and Phase of Complex Numbers
Mode Acceleration Data Recovery
Solution Set Qutput Requests

frequency Set Selections

punched Output Selections

Weight and Balance

Grid Point Force Balance

Element Strain Energy

Flement Stress Precision

Structures Plot of Undeformed Structure
Structures Plot of Deformed Structure
Curve Plotting vs. Frequency

Curve Plotting vs. Time

Curve Plotting vs. Subcase
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RIGID FORMAT No. 1, Static Analysis

Delta Wing with Biconvex Cross Section (1-1-1)
Delta Wing with Biconvex Cross Section Using QDMEM1 and QDMEM2 Elements (1-1-2)
Delta Wing with Biconvex Cross Section Using QDMEM1 Elements (1-1-3)
Delta Wing with Biconvex Cross Section Using QDMEM2 Elements (1-1-4)

A. Description

This series illustrates the use of various NASTRAN elements in the solution of an actual
structural problem. Figure 1 shows the deita wing tc be modeled and Fiaures 2 and J shows the
finite element model. The delta wing model is composed of membrane, shear panel and rod elements.
Due to the existence of symmetry or antisymmetry in the structure and loading conditions, only
one-quarter of the wing needs to be modeled. The midplane of the wing {the plane divicing the wing
into upper and lower haives) is a plane of symmetry as is the center plane (the plane that Jdivides
“the wing into left and right halves). The loading conditions are antisymmetrical with respect to

the midplane of the wing and symmetric with respect to the center plane.

B. Input

The surface skin of the wing is modeled with membrane elements while the ribs and spars zare
modeled with a combination of shear panels and rods. The shear load carrying capability of ribs
and spars is represented by shear panels. The bending stiffness of the ribs and spars is modeled

with rod elements placed in the plane of the skin surface.

Since a quarter model is used, the loading conditions require that an antisvmmetric boundary
be provided on the midplane and a symmetric boundary must be provided on the center plane. These
boundary conditions are provided by constraining all grid points on the midplane in the x and y
directions and all grid points on the center plane in the x direction. Supports for the structure
are provided by constraining grid points 13, 33, 53, 73 and 93 in the z direction. Since no rota-
tional rigidity is provided by the elements used in the model, all rotational degrees of freedom

have been removed by the use of the GRDSET card.

Figure 4 shows the two loading conditions analyzed. The problem is first modeied (Problem
1-1-1) with a load on the trailing edge and a checkpoint is requested. The modified restart
(Problem 1-1-1A) capability is used to perform the analysis associated with the leading edge loading
condition. The ability of NASTRAN to change rigid formats on a restart is demonstrated by the

third case (Problem 1-1-1B). The natural modes of the structure are extracted using the Inverse

1.1-1 (12/31/77)
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Power method. ancé the symmetric boundary conditions are used, only the modes with symmetric
motion about the center line will be extracted. If the unsymmetric modes were required, a separate

run with the appropriate boundary conditions could be submitted.

A second variation (Problem 1-1-2) of the basic problem is obtained by replacing the quadri-
lateral membrane elements (QDMEM) with the QDMEM1 and QDMEMZ elements. This modification demon-
strates the ability to reproduce previously derived theoretical results. The SORT2 format of the
printed output allows the results obtained with a leading and trailing load to be compared. A
third case (Problem 1-1-3) is modeled with all QDMEM elements replaced by QOMEMI (Reference 26)
elements. A grid point force balance is requested to verify the static equilibrium of forces at
a grid point (due to the load, constraints, and element forces) is zero. A fourth modeling of
the wing (Problem 1-1-4) uses QOMEMZ elements in place of the QOMEM elements. iIn this case,
element strain energy is requested to exhibit the energy transmitted by each of the elements due

to the load and resultant deflections.

1. Parameters

E = 10.4 x 105 1b/in? (modulus of elasticity)
G = 4.0 x 105 1b/4n2 (shear modulus)
o = 2.523 x 107* 1b sec/in®  (density)

2. Constraints

ex = Qy = ez = 0.0 AN grid points
UZ = 0.0 Grids 13, 33, 53, 73 and 93
u, = 0.0 Grids 11, 31, 51, 71 and 91
u, = Uy = 0.0 Grids 1, 2, 3, 4, 5, 6, 21, 22, 23, 24, 25, 26, 41, 42,
43, 44, 45, 61, 62, 63, 64, 81, 82 and 83
3. Loads

Problems 1-1-1, 1-1-2, 1-1-3, 1-1-4

Grid 16 Fz = -500.0 (trailing edge)
Problem 1-1-2
Grid 36 Fz = -500.0 (leading edge)
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4. Eigenvalue extraction data

Method: Inverse Power
Region of interest: 30.0 < f < 160.0
Number of desired roots: 3

Number of estimated roots: 1
C. Results

No closed-form or theoretical solution exists for this problem. However, a passive analog
computer simulation (Reference 1) and a laboratory test {Reference 2) have been performed for
this structural model. The displacements calculated by NASTRAN and the experimentally measured
and simulated displacements are shown in Tables 1 and 2. The natural frequencies and modal dis-
placements are shown in Tables 3 and 4. Table 5 presents the displacements for the static loading
conditions when elements 1 through 9 are CQDMEM] elements and the other quadrilaterals are

CGDMENM2 elements.
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D. Driver Decks and Sample Bulk Data

Card
No.
0  NASTRAN FILES=(UMF,NPTP)
1 1D DEMI011,NASTRAN
2 UMF 1977 10110
3 CHKPNT  YES
4 APP DISPLACEMENT
5 SPL 1.1
6 TIME . 5
7 CEND

8 TITLE = DELTA WING WITH BICANVEX CR@SS SECTION
9 SUBTITLE = NASTRAN DEMPNSTRATIPN PREBLEM N@. 1-1-1
10 LABEL = L@PAD @N TRAILING EDGE

1 SPC =1
12 LPAD = 1
13 QUTPUT
14§ SET 1 HAS GRIDS ON THE UPPER SURFACE * * * % % % % * % % % % % %
15 8 SET 2 HAS TOP SURFACE ELEMENTS. SHEAR(TRAILING AND LEADING EDGE).
16§ SHEAR(CENTERLINE - B@TH DIRECTIPNS). SHEAR(TIP) * * * * * x »  «
17 3
18 SET 1 = 11 THRU 16,31 THRU 36,51 THRU 55,71 THRU 74,91 THRU 93
19 s SET 2 = 1 THRU 22,28 THRU 31, 35, 36, 41, THRU 44, 50
20
21 DISPLACEMENTS = 1
22 SPCFPRCE = ALL
23 ELSTRESS = 2
24 BEGIN BULK
25  ENDDATA
1 2 3 4 5 6 7 8
CANR@ED (100 11 12 1 .035
COQDMEM 11 1 11 12 32 N
CR@D 60 5 1 1 61 6 2
CSHEAR |18 2 1 2 12 11
CTRMEM |10 3 35 36 55
F@RCE 1 16 0 -1. .0 .0 500.
GRDSET ‘ 456
GRID 1 .0 .0 0
MATY 1 10.4+6 [4.46
PARAM IRES 1
PQDMEM |1 2 .16 .0
PR@AD 5 1 2.1
PSHEAR |2 2 .14 .0
PTRMEM |3 2 .16 .0
SPCH ] 1 n K] 81 Al 91
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No
0  NASTRAN FILES=PPTP
1 1D DEM1011A,RESTART
2 APP DISPLACEMENT
3 spu 1.1
4 DIAG 14
5 TIME 5
6 CEND
7 TITLE = DELTA WING RESTART
8 SUBTITLE = NASTRAN DEMINSTRATIGN PRPBLEM Np. 1-1-1A
9  LABEL = LPAD @ LEADING EDGE
10 ECHP = SPRT
11 LPAD = 2
12 SPC =1
13 QUTPUT
14 % SET 1 HAS GRIDS @N THE UPPER SURFACE * * * * * x * % ok ok ok ok kX
15§ SET 2 HAS TOP SURFACE ELEMENTS. SHEAR(TRAILING AND LEADING EDGE).
16 3 SHEAR(CENTERLINE - B@TH DIRECTIQNS). SHEAR(TIP) * * * * % * * &
17 8
18 SET 1 = 11 THRU 16,31 THRU 36,51 THRU 55,71 THRU 93
19 SET 2 = 1 THRU 22,28 THRU 31, 35, 36, 41 THRU 44, 50
20 DISPLACEMENTS = 1
21 SPCFPRCE = ALL
22 ELSTRESS = 2
23 BEGIN BULK
24  ENDDATA

Note: The Restart Dictionary from Problem 1-1-1 is required in the Executive Control Deck.
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Card
No.

0 HNASTRAN FILES=@PTP

1 1D DEMIC11B,RESTART
2 TIME 5

3 SpL 3,1

4 DIAG 14

5 APP DISPLACEMENT

6 CEND

7 TITLE = DELTA WING RESTART, REAL EIGENVALUE ANALYSIS
8 SUBTITLE = NASTRAN DEM@NSTRATION PR@BLEM N@. 1-1-1B
9 LABEL = RIGID F@RMAT SWITCH FROM 1 TO 3

10 ECHD = BOATH

11 SPC =1
12 METHDD = 12
13 BUTPUT

14 SET 1 = 11 THRU 16,31 THRU 36,51 THRU 55,71 THRU 74,91 THRU 93
15 s SET 2 = 1 THRU 22,28 THRU 31, 35, 36, 41 THRY 44, 50

16

17 DISPLACEMENTS = 1

18 SPCFPRCE = ALL

19 ELSTRESS = 2

20 BEGIN BULK

] 2 3 4 5 6 7 8 9 10

21 {EIGR 12 INV 30.0 160.0 1 3 0 1.-4 +EIGRIZ |
22 |+EIGR12 |MAX
23 |ENDDATA

Note: The Restart Dictionary from Problem 1-1-1 is required in the Executive Control Deck.
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Card
NO.

oV EBWN O

WO~

10

12
13
14
15
16
17
18
19
20
21

NASTRAN FILES=UMF

ID DEM1012,NASTRAN
UMF 1977 10120
APP DISPLACEMENT

SAL 1,0
TIME 5
CEND

TITLE = STATIC ANALYSIS OF A DELTA WING WITH BICONVEX CROSS SECTIQN
SUBTITLE = NASTRAN DEMONSTRATIBN PROBLEM N@. 1-1-2

LABEL = QDMEMi AND QDMEM2 ELEMENTS

SET 1 = 11 THRU 16,31 THRU 36,51 THRU 55,71 THRU 74,91 THRU 93
SET 2 = 1 THRU 22,28 THRU 31,35,36,41 THRU 44,50

DISPLACEMENTS (SBRT2) = 1

SPCF (SPRT2) = ALL

ELSTRESS (SBRT2) = 2

SPC = 1

SUBCASE 1

LBAD = 1

SUBCASE 2

LBAD = 2

BEGIN BULK

ENDDATA

1 2 3 4 5 6 7 8

10

ZZNR2D | 100
CQOMEMI | 1
CROD 60
CSHEAR | 26

—

12 1 .035
11 12 32 K}

24 25 35 34
CTRMEM | 10 35 36 55
FARCE 1 6 0 -1.0 .0 .0 500.
GRDSET . 456
GRID
MATY
PARAM
PQDMEM1
PQOMEMZ
PRAD
PSHEAR
PTRMEM
SPCY

- RO U = s

10.4+6 | 4.+6

P
m
w

.16
.16

14
.16
n 3

— ) PN (Y et et ey —d 4
—H PN PN —

‘. . .
—O0 O QO

51 n 91

12
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Card

Ho.

—

—
nN-—-=OWwWee =~ NP WN O

-

[ Y R g S S )
OV~ W

NN NN
2 WN —

n N
om

NASTRAN FILES=UMF

1D DEM1013,NASTRAN
UMF 1977 10130
APP DISPLACEMENT

SOL 1,1
TIME 3
CEND

TITLE = DELTA WING WITH BICGMVEX CRESS SECTIGN USING QDMEM1 ELEMENTS
SUBTITLE = NASTRAN DEMNSTRATIGN PR@BLEM N@. 1-1-3
LABEL = L@AD ON TRAILING EDGE

SPC =
LOAD = 1
QuTAUT
S SET 1 HAS GRIDS ON THE UPPER SURFACE * * * * % * % % % % & # & » &
$ SET 2 HAS TGP SURFACE ELEMENTS, SHEAR(TRAILING AND LEADING EDGE),
g SHEAR(CENTERLINE - B@TH DIRECTIONS), SHEAR(TIP) * * % # % * » »
SET 1 = 11 THRU 16,31 THRU 36,51 THRU 55,71 THRU 74,91 THRU 93
. SET 2 = 1 THRU 22,28 THRU 31, 35, 36, 41 THRU 44, 50
DISPLACEMENTS = 1
SPCFGRCE = ALL
GPEQRCE = ALL
FORCE = ALL
ELSTRESS = 2
BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 10
CANR@D | 100 1 12 1 .035
CQDMEM1 | 1 ] N 12 32 31
CROD | 60 5 1 1 61 6 2 12
CSHEAR | 18 2 1 2 12 n
CTRMEM | 10 3 35 36 55
FRRCE | 1 16 0 -1. .0 .0 500.
GRDSET 456
GRID |1 .0 .0 0
MATT |1 10.4+6 | 4.+6
PARAM | IRES |1 _
PQDMEM1 | 1 2 .16 .0
PRED |5 1 2.1
PSHEAR | 2 2 .14 .0
PTRMEM | 3 2 .16 .0
SPCI 1 1 n 3 51 n 91
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Card
ilo.

0  NASTRAN FILES=UMF

1 10 DEM1014 ,NASTRAN
2 UMF 1977 10140

3 APP DISPLACEMENT

4 SPL 1,1

5 TIME 5

6 CEND

7 TITLE = DELTA WING WITH BICONVEX CR@SS SECTIQN USING QDMEMZ ELEMENTS
8  SUBTITLE = NASTRAN DEM@NSTRATIZN PRABLEM NQ. 1-1-4
9 LABEL = LPAD ON TRAILING EDGE

10 SPC = 1

N LPAD =1

12 PUTPUT

13§ SET 1 HAS GRIDS @N THE UPPER SURFACE * *ok ok ok ok ok kok ok Kk kK k

14 $ SET 2 HAS TPP SURFACE ELEMENTS, SHEAR(TRAILING AND LEADING EDGE),
15 § SHEAR(CENTERLINE - B@TH DIRECTIYNS), SHEAR(TIP) * * * * % % * %
$

16
17 SET 1 = 11 THRU 16,31 THRU 36,51 THRU 55,71 THRU 74,91 THRU 93
18 SET 2 = 1 THRU 22,28 THRU 31, 35, 36, 41 THRU 44, 50
19 8
20 DISPLACEMENTS = 1
21 SPCFPRCE = ALL
22 ESE = ALL
23 ELSTRESS = 2
24 BEGIN BULK
25  ENDDATA
! 2 3 4 5 6 7 8
CPNRPD {100 1 12 1 035
CQDMEM? | 1 ) N 12 32 3
CRaD |60 5 ! 1 61 6 2
CSHEAR |18 2 1 2 12 1
FBRCE |1 16 0 R 0
GROSET : . .0 500.
GRID |1 .0 0 0 456
MAT1 |3 10.4+6 [4.46 | ’
l;ggagm IRES |1
1 2 .
PROD |5 1 2 °
PSHEAR |2 2 .14 0
PTRMEM |3 2 16 .0
secl |1 1 n 31 51 7 0
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Table 1. NASTRAN and Experimental Deflections - Concentrated Load on Outboard Trailing Edge.

Z DISPLACEMENT

NOMBER NASTRAN EXPERIMENTAL ANALOG
12 _082 ~.08 ~.0e0
15 -.221 -2 -.210
16 -.424 -.39 -.a0)
34 -.063 -.07 -.061
35 -.162 .16 2157
36 -.293 -.28 -.286
54 -.043 -.05 -.044
55 -.104 .12 -.144
74 -.025 -.03 -.030

Table 2. NASTRAN and Experimental Deflections - Concentrated Load on Outboard Leading Edge.

Z DISPLACEMENT

GRID

NUMBER NASTRAN EXPERIMENTAL ANALOG
14 -.063 -.06 -.060
15 -.163 -.15 -.157
16 --293 -.28 -.286
34 -.057 -.06 -.057
35 -.148 -.15 -.150
36 -.280 -.30 -.290
54 -.046 -.05 -.048
55 -.118 -.13 -.127
74 --030 -.04 -.035
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TABLE 3. NASTRAN and analog computer analysis eigenvalues.

Hode No. | NASTRAN (cps.) | AKALOG (cps. )

1 40.9 41.3
2 115.3 131.0
3 156.2 167.0

TABLE 4. Mode displacements for first mode.

GRID | Z DISPLACEMENT
NUMBER| NASTRAN | ANALOG
14 .250 273
15 .601 .630
16 1.000 1.000
34 .210 .239
35 .504 .558
36 .854 .902
54 .162 .192
55 .391 .462
74 12 .148
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TABLE 5. Comparison of Z Displacements

Trailing Edge Load Leading Edge Load
CQDMEMI and CQUMEM! and

Grid CQDMEM Elements CQDMEM2 CQDMEM Elements CQDMEM2

Point Elements Elements
14 -.082 -.082 -.063 -.064
15 -.22 -.224 -.163 -.167
16 -.424 -.433 -.293 -.300
34 -.063 -.064 -.057 -.059
35 -.162 . -.166 -.148 -.154
36 -.293 -.300 -.280 -.294
54 -.043 -.044 -.046 -.047
55 -.104 -.108 -.118 -.123
74 -.025 -.026 -.030 -.031
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Figure 1. Delta wing with biconvex section..
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Figure 2. Delta wing with biconvex section model.
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O -orid 0

Figure 3. Delta wing with biconvex section model.
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Figure 4. Loading conditions for Delta wing.
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RIGID FORMAT No. 1, Static Analysis

Spherical Shell with Pressure Loading (1-2-1)

A.  Description

This problem demonstrates the finite element approach to the modeling of a uniform spherical
shell (Praoblem 1-2-1). A spherical coordinate system is chosen to describe the location and dis-
placement degrees of freedom at each grid point. Triangular plate elements are chosen to provide
a nearly uniform pattern. Two symmetric boundaries are used to analyze the structure with a

symmetric pressure load. Ffigure 1 describes the quarter model.

Two different sets of boundary conditions ars used on the outside edge to demonstrate the
ability of NASTRAN to restart (Problem 1-2-1A) with different constraint sets by simnly changing
the case control request. The effective boundary constraints are shown in Figure 2. The menbrane
suppert, under a uniform inward pressure load, results in uniform in-plane compression in two
directions. The clamped support produces bendinag moments in addition to in-plane stresses.

The grid point numbering sequence used minimizes the computer time required to perform the

triangular decomposition of the constrained stiffness matrix. This numbering sequence resul=s

in a partially banded matrix with all terms outside the band iocated in a singie column. The

grid points are arranged to form five rings; the center point is sequenced last.

Orthographic and perspective plots of the deformed and undeformed structure are requested.
For the orthographic projections the plots are fully labeled to aid in checking the modei. The
perspective projection uses the symmetric plotting capability to plot all four quadrants of the
shell. A region request is used to find an origin location that will allow all quadrants to be
plotted. The deformed plot uses plot elements to simplify the presentation. Underlays of the

undeformed structure are also shown for both projections.

B. Input

1. Parameters

r = 90.0 in. {radius)

t = 3.0 in. (thickness)

E = 3.0 x 10° 1b/in? (modulus of elasticity)
v = 1666 {Poisson's ratio)
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2. Constraints

Problem 1-2-1

a) Grids at ¢ = 0° and ¢ = 90° are constrained up = 9, = 0.0

b) Grids at © = 35  are constrained u, = 0.0 only

Problem 1-2-1A

|
@O
(]
o
[w]

a) Grids at = 0° and ¢ = 90° are constrained ug =

b) Grids at ©

35° are constrained u. = u, =ug =2 =0 =09, =0.0

3. Loads

A uniform pressure load of 1 1b/in? is applied in the -R direction (acting inward).

C. Theory

Theoretical solutions for the continuum shell were obtained from Reference 4 using the first

20 terms of the series shown in Equation {j) of Section 94.

D. Results

Results obtained using NASTRAN and the theoretical solution for the membrane boundary con-
dition are shown in Figures 3 and 4. Also included on these figures are the NASTRAN answers
obtained using a 10-ring model. Figures 5 thru 7 present the NASTRAN answers and the theoretical

solution for the shell with a clamped boundary.

The slight differences between theoretical and computed answers are due to the combined
effects of the finite element theory and the structural behavior in the region of the clamped
boundary. In the region of the clamped boundary, in-plane stresses and bending moments are pre-
dicted to have large variations. However, the elements used in the model assume a constant
in-plane stress and linearly varying bending moment and do not accurately represent the struc-
tural response. In addition,‘the irregularities of the finite element model cause extra
coupling between bending and membrane action. S$ince the elements are planar, the curvature is
modeled, in effect, by the dihedral angles between elements. Since the elements are different
sizes and shapes, these dihedral angles vary, which results in slight differences in curvgture

that cause small errors.
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E. Driver Decks and Sample Bulk Data

Card
No.
0 NASTRAN FILES=(UMF,NPTP,PLTZ)
1 1D DEM1021 ,NASTRAN
2 UMF 1977 10210
3 CHKPNT  YES
4 TIME 5
5 APP DISPLACEMENT
6 SaL 1,1
7  CEND

8 TITLE = SPHERICAL SHELL WITH PRESSURE LPADING, N@ MPMENTS ON B@UNDARY
9  SUBTITLE = NASTRAN DEMENSTRATIQN PRPBLEM N@. 1-2-1
10

LPAD = 1
1 SPC =2
12 QUTPUT
13 DISP = ALL
14 SPCF = ALL

15 STRESS = ALL

16 PLATID = NASTRAN DEMONSTRATI@N PRPBLEM N@. 1-2-1
17 PUTPUT(PLAT)

18 PLPTTER SC

19 MAXIMUM DEF@RMATIQN 6.0
20§

21 $  ALL ELEMENTS

22 SET 1 = ELEMENTS TRIA2

23 3%

24 S PLQTEL - EDGES AND CENTERLINE
25 SET 2 = PLOTEL

26§

27 VIEW 20.0, 30.0, 0.0

28 FIND SCALE PRIGIN 1 SET 1

29  PTITLE = UNDEFPRMED SECTI@N TRIA2 ELEMENTS

30 PLQT LABEL(BOTH), SYMBALS 6

31 PTITLE = SECTIPN TRIA2 ELEMENTS WITH UNDERLAY

32 ; PLAT STATIC DEFPRMATI@PN 0,1, SET 1, PRIGIN 1,SHAPE, LABELS

kT

35 PERSPECTIVE PRAJECTIDN

36 3

37 FIND SCALE, SET 2, @RIGIN 1000

38 FIND SCALE,QRIGIN 1000, SET 1,VANT P@INT,REGI@N 0.35,0.1, 0.9, 0.8

39 PTITLE = SECTI@N PL@TEL ELEMENTS (PERSPECTIVE PR@JECTION)

40 PLQT SET 2, ORIGIN 1000, LABELS

41 PTITLE = FULL MPDEL (VIA SYMMETRY) TRIAZ ELEMENTS - PERSPECTIVE
42  PLPT SET 1, ORIGIN 1000, SYMBPLS 9, SHAPE,

43 SET 1, PRIGIN 1000 SYMBOLS 9 SHAPE SYMMETRY X,
44 SET 1, ORIGIN 1000 SYMBOLS 9 SHAPE SYMMETRY Y,
45 SET 1, @RIGIN 1000 SYMBALS S SHAPE SYMMETRY XY

46 PTITLE = FULL MPDEL (VIA SYMMETRY) PL@TEL ELEMENTS - PERSPECTIVE
47  PL@T STATIC DEFPRMATION 0,1,

48 SET 2, PRIGIN 1000, SHAPE,

49 SET 2, QRIGIN 1000, SHAPE, SYMMETRY X,
50 SET 2, QRIGIN 1000, SHAPE, SYMMETRY VY,
51 SET 2, QRIGIN 1000, SHAPE, SYMMETRY XY
52 BEGIN BULK

53 ENDDATA
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1 2 3 4 5 6 9 10
CPRD2S ] 2 {.o 0 .0 .0 .0 1. +CPR1
+CPR1 | 1.000 |.000 l.ooo
CTRIA2 ! 1 N 1 6 26 )

GRDSET | 2 0. : . 2
GRID 1 0. 7. )
MATT ’ 1 3.+6 } |.1666
PLPADZ | 1 -0 i 12 3 4 5 6
PLATEL | 50 26 ‘1 | 51 1 2
PTRIA2 | 31 1 ,3é = ;
SPC i1 26 12456 .
SPC1 P 345 %1 i 3 14 i 16 +SPCI-2
+SPCI-2 | 20 23 : .
1 t | |
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Card

No.
NASTRAN FILES=QPTP
1D DEM1021A,RESTART
TIME 5
APP DISPLACEMENT
SpL 1,]
DIAG 14
CEND

TITLE = SPHERICAL SHELL RESTART WITH CLAMPED BPUNDARY

SUBTITLE = NASTRAN DEMPNSTRATIQN PRPBLEM N@. 1-2-1A
ECH@ = BPTH
LPAD =1
SpC =1

QUTPUT

DISPLACEMENT = ALL
SPCFPRCE = ALL
ELFPRCE = ALL
STRESSES = ALL
BEGIN BULK
ENDDATA

— pdd mad et corad d e ek —ed
OO PHPWRN = OWE~ AN HLWN—~ O

Note: The Restart Dictionary from Problem 1-2-1 is required in the Executive Control Deck.
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Figure 1. 5 ring spherical shell model.
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/‘\/—R s 90 in.

Thickness = 3 in.

35°

Uniform Pressure
Load 1 1b/in.2

Clamped Support Membrane Support
(Problem 1-2a) {Problem 1-2)

Figure 2. Spherical shell loading and edge support conditions.
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Figure 4. Comparison of NASTRAN and analytical stresses for
spherical shell - membrane boundary

1.2-5

i ] L I ]
0 10 20 30 40 50 60
o {deg)
Figure 3. Comparison of NASTRAN and analytical displacements
for spherical shell - membrane boundary
A A A
A A 4 = b}
-« Analytical
S A NASTRAN (5 Ring)
A ] ] 1 l
0 10 20 30 40 50 60



x-1 x 10 )

Radial Deflection (in.

Meridian Stress (PSI)

A NASTRAN Displacement
= Analytical Displacement
4
2
0 ] | | Y\ | ]
0 10 20 30 40 50 60
¢ (deg)
Figure 5. Comparison of NASTRAN and analytical displacements for
5 ring spherical shell - ¢lamped boundary.
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Figure 6. Comparison of NASTRAN and analytical meridian stress for
5 ring spherical shell - clamped boundary.
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Figure 7. Comparison of NASTRAN and analytical bending moment for

5 ring spherical shell - clamped boundary.
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RIGID FORMAT No. 1, Static Analysis

Free Rectangular (QDMEM) Plate with Thermal Loading (1-3-1)
Free Rectangular (QDMEM1) Plate with Thermal Loading (1-3-2)
Free Rectangular (QDMEM2) Plate with Thermal Loading (1-3-3)

A. Description

Problem 1-3-1 demonstrates the use of thermal loading conditions and temperature-dependent
materials. The model, a rectangular plate shown in Figure 1, is given a temperature gradient
which causes internal Toads and elastic deflections. Since there are two planes of symmetry,
only one-quarter of the structure needs to be modeled (the shaded portion shown in Figure 1).
The analysis has been performed using three different NASTRAN membrane plate elements. The two
variations of this problem are obtained by replacing the quadrilateral membrane elements, QDMEM,
with QDMEM! ird QDMEM2 membrane elements to illustrate their application to this type of problem

(Problems 1-3-2 and 1-3-3, respectively).

B. Input

The finite element model for the quarter section is shown in Figure 2. Figure 3 shows the
thermal loading condition. The temperature iocad is constant in the y direction and symmetric
about the y-axis. Since membrane elements are used to model the structure, it is necessary to
remove all rotational degrees of freedom and translational degrees of freedom normal to the mem-
brane. The symmetric boundary conditions were modeled by constraining the displacements normal
to the planes of symmetry. The material used has temperature-dependent elasticity (as defined in
Reference 5) therefore, the INPUT module cannot be used for this application. The CNGRNT bulk

data card can be used if the congruency is defined in one direction.

1. Parameters

L = 36.0 in (length)

W=24.0 in (width)

t = 0.25 in (thickness)

E = 10.4 x 10 1b/4n? (modulus of elasticity at T,)

v=20.3 (Poisson's ratio)

a=12.7 x 10'6 in/in/°F  (thermal expansion coefficient)

To = 75.0 °F (thermal expansion reference temperature)
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2. Constraints

0.0 at x = 0.0

=
[}

0.0 at y = 0.0

=
1)

6, =0 =0

2 X y 2 0.0 at all grids

(=
n

3. Loads
The thermal loading is specified with TEMP Bulk Data cards. VYoung's modulus is specified

as a function of temperature with MATT1 and TABLEM] cards.

C. Results

There is no theoretical solution to this problem. However, this problem represents a model
of a laboratory experiment described in Reference 5. Figures 4 and 5 present the NASTRAN stresses

and the experimentally measured stresses reported in the reference.
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D. Driver Decks and sample Bulk Data

Card

No
NASTRAN FILES=UMF
1D DEM1031,NASTRAN
UMF 1977 10310
APP DISPLACEMENT
S@L 1,1
TIME 6
CEND

SpC =1
TEMPERATURE =
PUTPUT

SET 2 = 1 THRU 26
DISPLACEMENTS

STRESSES = 3

NNNN-J—I——‘—A_J—A-—I—‘—I-—'
NN—‘O\Om\JO’IU‘wa—‘O\Dm\I N HWhN— O

GLPAD = 2

§ STRESSES FPR PRINTS
SET 3 = 1 THRU 12,
106,111, 118 THRU 129,
184,189, 197,202, 210,215, 223,228

TITLE = FREE RECTANGULAR P
SUBTITLE = NASTRAN DEMPNS
LABEL = LINEARLY VARY

i

=]

TRATIGN PRD
ING THERMAL LPAD - TEMPE

PN PUBLISHED CURVES
15,20, 28,33, 41,46, 5
132,137, 145,150,

LATE WITH THERMAL LPADING
BLEM N§. 1-3-1
RATURE DEPENDENT MATERIAL

SET 1 = 1 THRY 13, 79 THRU 91, 157 THRU 169, 235 THRU 247

4,59, 67,72, 80,85, 93,98,
158,163, 171,176,

BEGIN BULK
ENDDATA

] ? 3 5 6 7 8 g 10
CNGRNT |1 14 27 40 53 66 79 9 CNGI
+NG11 105 118 131 144 i hendy
wNe11 108 18 157 170 183 196 +CNG12
CQDMEM {1 21 1 2
GRDSET " " éggs
ag}? 1 .0 .0 .0

75 10.400+6 .3 -
wn_ 7 0. 12.700-6|75.
PARAM  |IRES 1
zgg?sn 21 75 .25
1 1 1 14 27 40 53 66
CSPC-A

+SPC-A |79 92 105 18 13 144 157 170 CSPC-B
+SPC-B 183 196 209 222 235
T¢aLEM1 100 +TM)
+T™ 80. 10.4+6 |150. 10.15+6 {200.
™ 8. lo.46 150, 9.84+6 |250. 9.51+6 |+TM2
TEMP 1 1 245.000 |2 232.500 |3 220.000
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NASTRAN FILES=UMF

1D DEM1032 ,NASTRAN
UMF 1977 10320
App DISPLACEMENT

SPL 1,1
TIME 6
CEND

TITLE = FREE RECTANGULAR PLATE WITH THERMAL LPADING (QDMEM ELEMENTS)
SUBTITLE = NASTRAN DEMDNSTRATI@N PRPBLEM N@. 1-3-2
LABEL = LINEARLY VARYING THERMAL LPAD - TEMPERATURE DEPENDENT MATERIAL

SPC =1
TEMPERATURE = 1
guTPUT

SET 1 = 1 THRU 13, 79 THRU 91, 157 THRU 169, 235 THRU 247
SET 2 = 1 THRY 26
DISPLACEMENTS = 1
PLPAD = 2
$ STRESSES F@R P@INTS @N PUBLISHED CURVES
SET 3 = 1 THRU 12, 15,20, 28,33, 41,46, 54,59, 67,72, 80,85, 93,98,
106,111, 118 THRU 129, 132,137, 145,150, 158,163, 171,176,
184,189, 197,202, 210,215, 223,228

STRESSES = 3

BEGIN BULK
ENODATA

1 2 3 4 5 b 7 8 3 10
CNGRNT 1 14 27 40 53 66 79 92 +CNGT
+CNG11  [105 118 131 144 157 170 183 196 +CNG12
+CNG12 209 222
CQDMEMY 1 21 1 2 15 14 .00
GRDSET 3456
GRID 1 .0 .0 .0
MAT1 75 10.400+6 .3 12.700-6|75
MATT1 75 100
PARAM IRES 1
PQDMEMT |21 75 .25
SPC1 1 1 1 14 27 40 53 66 CSPC-A
+SPC-A |79 92 105 118 131 144 157 170 CSPC-8
+5PC-B 183 196 209 222 235
TABLEM1 |100 +TM1
+TM1 80. 10.4+6 }150. 10.15+6 |200. 9.84+6 [250. 9.51+6 |+TM2
+TM2 300. 9.15+6 |ENDT
TEMP 1 1 245.000 (2° 232.500 |3 220.000
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Card

No.

N wh— O

o
[en iV oo JN]

1

13
14
15
16
17
18
19
20
21

e
7o

23

MASTRAN FILES=UMF
DEM1033,NASTRAN

ID

UMF
APP
SpL

T YT
[T

CEND

1977

10330

DISPLACEMENT

1,1
6

TITLE = FREE RECTANGULAR PLATE WITH THERMAL LPADING (QDMEN2 ELEMENTS)

SUBTITLE = NASTRAN DEMPNSTRATION PROBLEM N@. 1-3-3
LABEL = LINEARLY YARYING THERMAL L@AD - TEMPERATURE DEPENDENT MATERIAL

SET 1

SET 3 = 1 THRU 12, 15,20, 28,33, 41,46, 54,59, 67,72, 80,85, 93,98,

L T

SPC =1

TEMPERATURE = 1
2UTPLT

= 1 THRY 13, 79 THRU 91, 157 THRU 169, 235 THRU 247
SET 2 = 1 THRU 26

DISPLACEMENTS = 1
@LPAD = 2

$  STRESSES FPR PPINTS 9N PUBLISHED CURVES

106,111, 118 THRU 129, 132,137, 145,150, 158,163, 171,176,
184,189, 197,202, 210, 215, 223,228
STRESSES = 3
BEGIN BULK

CHUUAT A

1 2 3 4 5 6 7 8 9 10
CNGRNT | 1 14 27 40 53 66 79 92 +CNG1Y
+CNG11 |. 105 118 131 144 157 170 183 196 +CNG12
+CNG12 | 209 222
CQDMEM2 [ 1 21 1 2 15 14 .00
GRDSET 3456
GRID ] .0 .0 .0
MATY 75 10. 400+6 .3 12.700-¢ 75.
MATT] 75 100
PARAM IRES ]
PQDMEMZ | 21 75 .25
SPC1 1 1 1 14 27 40 53 66 CSPC-A
+SPC-A | 79 92 105 118 131 144 157 170 CSPC-B
+SPC-B | 183 196 209 222 235
TABLEMT | 100 +TM]
+TM1 80. 10.4+6 | 150. 10.15+6 | 200. 9.84+6 | 250, 9.5146 | +TM2
+TM2 300. 9.15+6 | ENDT
TEMP 1 1 245.000| 2 232.500| 3 220.000 |
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Symmetry Planes

Shaded area is quarter of

plate modeled.

Note:

Free plate structure.

Figure 1.
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+Y

Element
ID's
Grid Point
ID's
235 236 237 238 239 240 241 242 243 244 245 246 247
209 1223|224 1225|226 | 227|228 1229|230 | 231|232 233
222 234
2091210
205 221
196 1197
196 208
183 | 184
183 195
170 |1 1N
170 182
157 | 158
157 169
144 1145
144 156
131 (132
131 143
118119
118 130
105 1106
105 117
92 | 93
92 104
79 | 80
79 91
66 | 67
66 78
53 [ 54 | 55
53 - 65
40 { 41 | 42 | 43
40 52
27 {28} 29| 30 3}
27 - 39
14115116 1711819 |20} 21722 |23 (24] 25
14 26
1 2 3 4 5 6 7 8 9 |10]11 12
—— )

Figure 2. Free rectangular plate model.
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Tenperature (°F)

260

240

220 [~

200 I~

180 |-

140

120 —

100 |-

Note:

Thermal Toad is constant in the y directign
and symmetric about the y-axis

Reference Temp = 75°F

] ] l ]

80
0

Figure 3. Thermal load applied to free rectangular plate.
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0
-2+
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X=1.5

-6 A Measured Stress

k = NASTRAN (CDMEM)

ﬁ ---  NASTRAN (QDMEM1, QDMEM2)
8 | | | |

0 4 8 12 16

Y

Figure 4. Comparison of NASTRAN and experimental stresses for free rectanguiar

plate with thermal loading - temperature dependent properties.
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4 - A Measured Stress I

~—  NASTRAN (QDMEM) i

---  NASTRAN (QDHEMI and QDMEM2)
2
0
" 1 | | |
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Figure 5. Comparison of NASTRAN and experimental stresses for free rectangular
plate with thermal loading - temperature dependent properties.
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RIGID FORMAT No. 1, Static Analysis

Long, Narrow, 5 x 50 Orthotropic Plate (1-4-1)
Long, Narrow, 5 x 60 Orthotropic Plate (1-4-2)
Long, Narrow, 5 x 50 Orthotropic Plate (INPUT, 1-4-3)
Long, Narrow, 5 x 60 Orthotropic Plate (INPUT, 1-4-4)

A. Description

A long, narrow, orthotropic plate is modeled and analyzed to illustrate NASTRAN operations
with spill logic for problems too large for available core. Other features of this problem in-
clude grid point resequencing, use of orthotropic materials, application of quarter symmetry, use

of the INPUT module, and modified restart to obtain additional output.

The plate to be modeled and its loading are shown in Figure 1. The & x 50 finite element
quarter model is presented in Figure 2, showing minimum bandwidth. The same model is resequenced

using SEQGP cards as shown in Figure 3 to create the poorest bandwidth.

The 5 x 50 model is presented as Problem 1-4-1. A restart driver deck (Problem 1-4-1A) is
provided for this problem to include additional data that expands the model to nearly double its
original length. A subsequent poor bandwidth resequence forces the exercise of spill logic. For
Problem 1-4-2, the model is extended to a 5 x 60 grid pattern and it too is resequenced for poor
bandwidth. Problems 1-4-3 and -4 are duplications of the two problems described above using the

INPUT module to generate the grid point and element data cards.

These models could be run if desired with their optimal bandwidths by simply deleting the
SEQGP cards from the bulk data.

B.  Input

1. Parameters

Material Elastic Properties

% 4.0+6 2.0+6 0. €
% = 2.0+6 6.0+6 0. €9
T2 0. 0. 3.0+6 Y]Z‘

1 = .0833333 (area moment of inertia per unit width)
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C. Results

The displacement and stress results from NASTRAN are presented along with theoretical re-

sults in Tables 1 and 2. The theoretical results are from an infinitely long continuous plate

analyzed in Section 37 of Reference 4.
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D.

Driver Decks and Sample Bulk Data

NASTRAN FILES={UMF,NPTP)
0 DEMIC4Y ,MASTRAN

UMF 1977 10410
APP DISPLACEMENT
TIME 30
S@L 1,0
CHKPNT  YES
CEND
TITLE = 5X50 LONG, MAPPAL . @RTHATRADIC PLATE
SUBTITLE = NASTRAN DEMDUSTRATIQN PRBZLEM NP. 1-4-1
LABEL = SEQUENCED FPR WIDE BAND
SPC = 37
LRAD = 17
PUTPUT
JLPAD = ALL
SPCFPRCE = ALL
BEGIN BULK
ENDDATA
1 2 3 4 5 5 7 8 a 10
CQUADT |1 23 1 2 8 7 .00
FPRCE 17 ] 1.0 .9958924
GRDSET 126
GRID 1 .0 .0 .0
MAT2 1234 4.0+6 | 2.0E6 6.E+06 3.0+06 | 1.0 +MAT2
+MAT2 .5 1.0 .05 10.0 .004 1.412 2.+12 3.+412
PARAM IRES 1
PQUADT | 23 1234 ,08333313 +PQD
+PQD .005+2 | -500.-3
SEQGP |1 ] 2 52 3 103 4 154
SPC1 337 34 6 12 18 24 30 36 +1
+1 42 48 54 60 66 72 78 84 +2
SPCADD | 37 337 347 354
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Card

No.
0  NASTRAN FILES=pPTP
1 10 DEM1041A,RESTART
2 APP DISPLACEMENT
3 TIME 5
4  S@L 1,1
5 DIAG 14
6 CEND
7 TITLE = 5 X 90 LPNG NARRQW PRTHPTROPIC PLATE - RESTART, MIDIFIED MPDEL
8 SUBTITLE = NASTRAN DEM@NSTRATI@N PRABLEM NP. 1-4-1A
9  LABEL = SEQUENCED FPR WIDE BAND T@ SPILL
10 ECHZ = 3@TH
M SPC = 37
12 LGAD = 17
13 QutPUT
14 SET 1 = 1 THRU 37,42,43,49,55,61.67,73,79,85.91.97,103,
15 109,115,121,
16 127,133,139,145,150 THRU 157,163,169,175.181,187,193,199,205,
17 211,217,223,229,235,24],247,253,259,265,271,277,283,289,295,
18 301 THRU 306
19 SET 2 = 1 THRU 37,151 THRU 161,295 THRU 300
20 SET 3 = 1 THRU 36, 151 THRU 162, 295 THRU 306
21 DISPLACEMENTXSET = 1
22 STRESSXSET = 2
23 ELFPRCEXSET = 2
24 SPCFORCEXSET = 3
25  BEGIN BULK
26 ENDDATA

Note: The Restart Dictionary from Problem 1-4-1 is required in the Executive Control Deck.

Data Cards to reconfigure the model are required in the Bulk Data Deck.
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Card

=
o

NP WO

10
"
12
13
14
15
16

?éSTRAN FILES=UMF

DEM1042 ,NASTRAN
UMF 1977 10420
App DISPLACEMENT
TIME 30
SoL 1,1
CEND

TITLE = 5X60 L@NG, NARR@W, @RTHPTRAPIC PLATE

SUBTITLE = NASTRAN DEMBPNSTRATI@N PR@BLEM N@. 1-4-2
LABEL = SEQUENCED F@R WIDE BAND

SPC = 37
LPAD = 17
PUTPUT
OLPAD = ALL
SPCFARCE = ALL
BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10
CQUADT 1 23 1 2 8 7 .00
FPRCE 17 1 1.0 .9558928
GROSET 126
GRID 1 .0 .0 .0
MAT2 1234 4.0+6 2.0E6 6.E+06 3.0+06 {1.0 +MAT2
+MAT2 .5 1.0 .05 10.0 .004 1.412 2.412 3.412
PARAM IRES i
PQUADT |23 1234 .0833333 +PQD
+PQD .005+2 {-500.-3
SEQGP ] 1 2 62 3 123 4 184
SPC1 337 4 1 2 3 4 5 6
SPCADD |37 337 347 354
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Card

4
Q

~ [N e e G R —
~N QWU & w M~ OV PRWN—~O

- MO
—

n N
£ W

NASTRAN FILES=UMF

10 DEM1043,NASTRAN
UMF 1977 10430
App DISPLACEMENT
TIME 30

S@L [

DIAG 14

ALTER 1

PARAM  //C,N,N@P/V N, TRUE=-1 §

INPUT, GEQMI1,,,,/G1,G2,,G4,/C,N,3/C,N,1 &

EQUIV  G1,GEQMI/TRUE / G2,GE@M2/TRUE / G4,GEQMA4/TRUE S
ENDALTER

CEND

TITLE = 5X50 LPNG, NARRQW, QRTHPTRPIC PLATE
SUBTITLE = NASTRAN DEMPNSTRATIPN PR@BLEM N@. 1-4-3
LABEL = SEQUENCED F@R WIDE BAND

SPC = 5050
LPAD = 17
QUTPUT
PLOAD = ALL
SPCFPRCE = ALL
BEGIN BULK
ENCDATA
5 50 2.0 2.0 126 0.0 0.0
4 5 0 34 0 0
1 2 3 4 5 6 7 8 9 10
FORCE 17 1 1.0 .9958921
MAT2 1234 4.0+6 2.0E6 6.E+06 3.0+06 |1.0 +MAT2
+MAT2 .5 1.0 .05 10.0 .004 1.412 2.412 3.+12
PARAM IRES 1
PQUAD1 | 101 . 1234 .0833333 +PQD
+PQD .005+2 | -500.-3
SEQGP 1 1 2 52 3 103 4 154
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Card
No.

WoOoO~NOUIRWN—O

NASTRAN FILES=UMF

ID DEM1044 ,NASTRAN
UMF 1977 10440
App DISPLACEMENT
TIME 30

SPL 1,1

DIAG 14

ALTER 1

PARAM //C,N,N@P/V,N,TRUE=-1 §

INPUT Gepm1,,,,/61,62,,64,/C,N,3/C,N,T1 $

EQUIV G1,GE@MY/TRUE / G2,GEPM2/TRUE / G4 ,GEPM4/TRUE $
ENDALTER ‘

CEND

TITLE = 5X60 LPNG, NARR@W, @RTHPTR@PIC PLATE
SUBTITLE = NASTRAN DEMPNSTRATIPN PRPBLEM N@. 1-4-4
LABEL = SEQUENCED F@R WIDE BAND
SPC = 5060
LPAD = 17
puTPUT
OLPAD = ALL
SPCFPRCE = ALL
BEGIN BULK
ENDDATA

5 4 60 2.0 2.0 126 0.0

0.0

8

10

FORCE 17 1 1.0

MAT2 1234 4.0+6 2.0E6 6.E+06
+MAT2 .5 1.0 .05 10.0 .004 1.412
PARAM IRES 1

PQUADT {101 1234 .0833333
+PQD .005+2 | -500.-3
SEQGP 1 1 2 62 3 123

.9958928
3.0+06
2.+12

184

+MAT2

+PQD
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Table 1. HNASTRAY and Theoretical Displacements for Long, Narrow, Orthotropic Plate.

Z DISPLACEMENT x 10*
GRID
THEORY | NASTRAN
1 3.048 3.037
2 2.899 2.889
3 2.466 2.457
4 1.792 1.785
5 0.942 0.939
7 2.949 2.940
13 2.723 2.714
19 2.446 2.435
25 2.157 2.145
3 1.880 1.866
37 1.625 1.611
43 1.397 1.383

Table 2. NASTRAN and Theoretical Stresses for Long, Narrow, Orthotropic Plate.

STRESS X STRESS Y SHEAR STRESS

EL.
ID. | THEORY | NASTRAN|THEORY | NASTRAN | THEORY | NASTRAN

19.05 18.90 {20.35 20.40 | -0.39 -0.39
17.19 17.05 |18.36 18.40 | -1.12 -1.13
13.64 13.53 |14.57 14.60 | -1.74 -1.76
8.76 8.69 | 9.35 9.38 | -2.19 -2.22
3.02 2.99 § 3.22 3.23 }-2.43 -2.46
7 15.86 15.76 {12.91 12.90 | -0.84 -0.88
13 13.27 13.20 | 8.28 8.23 | -1.03 -1.06
19 11.14 11.08 | 5.38 5.33 | -1.07 -1.09
25 9.37 9.33 .55 3.51 |-1.02 -1.04
3 7.90 7.86 .38 2.36 | -0.94 -0.95
37 6.67 6.63 .64 1.63 | -0.84 -0.85

N W N -

- N W
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Y
Plane of Symmetry / Free Edge

Simple Support
Portion of Structure
Modeled

Sine Load
Simple Support

Plane of Symmetry

Figure 1. Simply-supported 1on§ narrow orthotropic plate
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Free Boundary

)
301 302 Am

304 305 306
[205] | [296] | [297] | [298] | [299]
295 296 297 298 299 300
(2s9] | [290] | {291] | [292] | |293]
233 25¢ 291 292 292 294
[283] | [284] | l2es] | [286] | [237]
283 284 285 286 287 288
{277] | {278] | le79] | [280] | {231]
277 278 279 280 281 282
33 - Grid ID
i X - Element ID
43 44 45 a6 47 a8
L] | D38 | Lo | Lo | (o]
37 38 39 40 41 a2
G0\ | = | | E
31 32 33 34 35 36
(=] | [es] | (2] | (2] | (=]
25 26 27 28 29 30
O] | (=] | (2] | (2] | (] [ Stle sueere
19 20 21 22 23 24
L] | el | Lsd | s | D7)
13 14 15 16 17 18
1) Ced | G | Qo] | o]
7 8 9 10 1 12
L ted | B | Led | sl
1 2 3 4 5 6

\ Plane of Symmetry

Figure 2. 5 x 50 Long, narrow, orthotropic plate model.
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51 102 - 153 204 255 306
50 101 152 203 254 305
49 100 151 202 253 364
48 99 150 201 252 303
47 98 149 200 251 302

6 57 108 . 159 210 261
5 56 107 158 209 260
4 55 106 157 208 259
3 54 105 156 207 258
2 53 104 155 206 257
1 52 103 154 205 256

Figure 3. Long, narrow, orthotropic plate model resequenced for wide band.
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RIGID FORMAT No. 1, Static Analysis
Nonsymmetric Bending of a Cylinder of Revolution (1-5-1)

A. Description

This problem illustrates the application of the conical shell element and its related special
data. This element uses the Fourier components of displacement around an axisymmetric structure
as the solution coordinates. The geometry of the structure is defined by rings instead of grid
points. Its constraints must be defined by the particular Fourier harmonics, and the loads must
be defined either with special data or in a harmonic form. This element may not be used in conjunc-

tion with any of the other structural elements.

The structure to be solved is described in Reference 6 and itlustrated in Figure 1. It con-
sists of a short, wide cylinder with a moderate thickness ratio. The applied loads and the out-
put stresses are pure uncoupled harmonics. The basic purpose of this problem is to check the
harmonic deflections, element stresses, and forces. Figures 2 and 3 compare the NASTRAN results

with the results given in Reference 6.

B. Input

The fourier coefficients of the applied moment per length are:

m, = cos(ne) . ' (1)

The applied input loads are defined as:

2n
Moo= g m_ cos(ne) R de . (2)

The values of applied moment on the MPMAX cards are:

Mn¢ = 1R n>0 |, (3)

and Mo¢ = 2nR n=0 . (4)

The applied moments for each harmonic are shown in Figure 1. The bendina moments in the

elements are defined as:
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M = Moment about u , (5)
v ¢

and M, = Moment about u, . (6)

Positive bending moments indicate compression on the outer side.

1. Parameters:
P = 50 Radius
s = 50 Height
t = 1.0 Thickness
E = 97.0 Moduius of Elasticity

w = 0.3 Poisson’'s Ratio

2 Loads:
Mn(lOO) 157.0796  Force-Length
Mn(SO) = -157.0796 Force-Length

3. Single Point Constraints:

Aing id Harmonic Coordinates
50 all UpolyaU, Radial, tangential and axial translations
100 all UpsUgsliy Radial, tangential and axial translations
all all 9, Rotation normal to surface

The AXISYM = CPSINE statement in case control defines the motions to be svmmetric with

respect to the x-z plane.

Results

Theoretical and NASTRAN results for element bending moments and radial deflections for 4 of

the 20 harmonics used are given in Figure 2 and 3. Notice that for higher harmonics the effect of

the load is limited to the edges. A smaller element size at the edges and a relatively large

size in the center would have given the same accuracy with fewer degrees of freedom.
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D.

Driver Decks and Sample Bulk Data

Card
No.

DN PLWRD—O

10
1
12
13
14
15
16
17
18

NASTRAN FILES=UMF
OEM1051,NASTRAN
10510

ID
UMF
TIME
APP
S@L
CEND

1877

24

DISP

1,1

TITLE = NONSYMMETRIC BENDING @F A CYLINDER @F REVALUTIQN
SUBTITLE = NASTRAN DEMPNSTRATIQN PR@BLEM N@. 1-5-1

= 15

LPAD
AXISYM = C@SINE
pUTPUT
SET 1 = 5,10,15,20,25,30,35,40,45,50,100
SET 2 = 1,6,11,16,21,26,31,36,41,46,50
DISP = 1
ELFPRCE = 2
HARMDNICS = ALL
BEGIN BULK
ENDDATA
1 2 3 4 5 6 8 10
AXIC 20
CCONEAX {1 15 100 ]
MATY 15 91.0 .3 .5
MDMAX 15 50 0 157.0796 2.0
PCONEAX {15 15 1.0 15 .0833333] 15 1.0 +PC
+PC .0 .5 .0 90. 180.
PRINTAX | 200 100
RINGAX |1 50.0 1.0 4
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Figure 1. Cylinder under harmonic loads.
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RingPt 100 5 10 15 20 25 30
1.0 T | T T T

0.8 v n=20
0.6 -
0.4

0.2
/%

-0.2 1 L L ] | | | | L
0 0.1 0.2 0.3 0.4 0.5 0.6 ) 0.7 0.8 0.9 1.0

== Reference
©  NASTRAN

1.0

0.6 -\/" v
0.4

0.2
/2

0 0.1 0.2 0.3 0.4 05 0.6 0.7 0.8 0.9 1.0

Figure 2. Element bending moments and radial deflections
along length of cylinder.
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® NASTRAN
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¥ a—Cs O —
-0.2 | ] ] ] 1 L ] ] ]

Figure 3. Element bending moments and radial deflections
along length of cylinder.
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RIGID FORMAT No. 1, Static Analysis
Solid Disk with Radially Varying Thermal Load (1-6-1)

A.  Description

This problem demonstrates the use of the NASTRAN axisymmetric solid element, the trapezoidal
ring. The trapezoidal ring elements are used to model a solid circular disk which is subjected

to a radially varying thermal load of the form

p2
T=10000 -5 (1)
b
where
r = the radius at any point in the disk,
and b = the outside radius = 0.10 inches.
B. Input

The structure is shown in Figure 1 along with its associated material properties and
pertinent dimensions. The finite element idealization employed for this structure is shown in
Figure 2. The thermal loading on the solid disk is established via an internally cenerated

thermal load vector derived from specified grid point temperature values.

1. Parameters

R = 0.10 in {radius)

t = 0.01 in {thickness)

E =1.0 x 10 1b/in’ (modulus of elasticity)
v=10.3 (Poisson's ratio)

a=0.1x 10'5 in/in/°F  (thermal expansion coefficient)

2. Constraints
Up = Uy = Ug = Ug = 0.0 at all Grids (required by use of the axisymmetric

solid element)

Uy = ug = 0.0 at Grid 1
uy = 0.0 at Grid 2
3. Loads

The thermal load is shown in Figure 2 and is specified on TEMP Bulk Data cards.
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C. Results

Figure 3 displays the radial displacement utilizing the idealization shown in Figure 2.
Figure 4 presents radial and circumferential stress values which result from the thermal loading.
Reference 14 provides an analytical solution to this problem which is based on the theory of
elasticity. Note that the solid lines represent the analytical solution while the circles and

squares represent the solution obtained utilizing the finite element solution.
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D. Driver Decks and Sample Bulk Data

Card
No.

M pwMnn—=0

—_ ot -t
N - OWoo~

13
14
15
16
17

NASTRAN FILES=UMF

1D DEM1061,MASTRAN
UMF 1977 10610
App DISP

SpL 1,1

TIME 5

CEND

TITLE = SPLID DISC WITH RADIALLY VARYING THERMAL LPAD
SUBTITLE = NASTRAN DEMPNSTRATIAN PR@BLEM NP. 1-6-1
LABEL = TRAPEZQIDAL RING ELEMENTS
SPC = 16
TEMPERATURE(LPAD) = 16

QuTPUT

SET 1 = 1,3,5,7,9,11,13,15,17,19,21,23,25,26

DISP =1

ELSTRESS = ALL

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 10
CTRAPRG | 1 ) 3 4 2 .0 12
GRDSET 2456
GRID 1 .0
MAT] 12 1.0+47 3 .2587-31 1.0-7 .0
SPC 16 ] 13 .0 2 1 .0
TEMP 16 1 100. 2 100. 3 99.75
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A
z |
i [
24681012 14 16 18 20 22 24 26
0.01
| |
0.10 in. Mode1  hflafais |6 {7 | 8| 9fr0f1)2
0.0 |
13579 11 1315 17 19 21 23 25
-‘- | 0.05 0.10 (in.)
01
! T = 100(1-r2/b2)
| 100.0
_ Temperature
50.0
S . Q
7 0.0 0.05 0.10
E = 107 PSI
(\; - g? x 106/°F Radius (R} - inch

Figure 1. Solid circular disk. Figure 2. Finite element idealization and

temperature distribution.
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0.6

© Radial Displacement

Radial Displacement - in, x 10

1 ]
0 0.02 0.04 0.06 0.08 0.10

Radius (R) - in.

-0.1 L l

Figure 3. Radial displacement, solid disk with radially varying thermal load.
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Stress - PSI x 10

0.5

0.4

0.3

0.2

0.1

© Circumferential Stress
3 Radial Stress

_ 1 l

0.02 0.04 0.06
Radius (R) - in.

0.08 0.10

Figure 4. Radial and circumferential stress in solid disk at the centfoid
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RIGID FORMAT No. 1, Static Analysis

Shallow Spherical Shell Subjected to External Pressure Loading (1-7-1)

A. Description

The shaliow spherical shell problem {see Problem 1-2-1) is again solved to demonstrate

the applicability of the shell cap generalization of the toroidal ring element to this type of

problem.
B. Input

The shallow spherical shell with a built-in edge is subjected to an external pressure
loading of 1 psi. The shell is shown in Figure 1 along with its pertinent dimensions and
associated material properties. The finite element idealization for the shell is displayed in

Figure 2. Due to symmetry, only one half of the shell was analyzed.

1. Parameters

r = 90.0 in (radius)

t=3.01n (thickness)

E = 3.0 x 105 1b/in?  (modulus of elasticity)
v = 1666 (Poisson's ratio)

2. Constraints

u, = 0.0 all Grids

Up = U = 0.0 Grid 1

Up U3 T Uy s 0.0 Grid 14
3. Loads

Forces and moments are applied to the grid points to simulate an external pressure

load of 1 psi.

C. Results

The meridional bending moment is taken to characterize the behavior predicted for this
structure. The exact solution from Reference 4 and the 13-element NASTRAN model solution is
presented in Figure 3. The reference solution is designated by the solid line while the finite
element solution is designated by the circles. Figure 4 displays the radial displacement

obtained utilizing this idealization and the theoretical solution from Reference 4.
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Driver Decks and Sample Bulk Data

NASTRAN FILES=UMF

1D DEM1071,NASTRAN
UMF 1977 10710
App DISPLACEMENT
SPL i,1

TIME 5

CEND

TITLE = SPHERICAL SHELL WITH TPRPIDAL RING ELEMENT
SUBTITLE = NASTRAN DEM@NSTRATIPN PROBLEM N@. 1-7-1
LABEL = EXTERNAL PRESSURE L@ADING
SPC =1
LPAD = 1
QuUTPUT
DISP = ALL
PLPAD = ALL
ELFPRCE = ALL
STRESSES
BEGIN BULK
ENDDATA

ALL

] 2 3 4 5 6

10

CTORDRG .0
FRRCE i 1 ¢ .0 .0
GRDSET
GRID
MATY
MOMENT
PT@RDRG
SPC

-
-
—
—~N

0 .0 .0 90.00
2 3.0E6 .1667
1.0 14.83917
12 3.0 3.0
1 14 .0 14

— ik cnd od ek
~n
o

2.0

12.5E-6
.0

134

-8.85885
2

.0
-10.1998

.0
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P =1.0pSI

R = 90 in.
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0.167

Figure 1. Shallow spherical shell.

Figure 2. Finite element idealization.
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Figure 4. Radial displacement, shallow spherical shell,
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RIGID FORMAT No. 1, Static Analysis
Bending of a Beam Fabricated from HEXAT Solid Elements (1-8-1)

A. Description

The properties of solid bodies may be modeled with the NASTRAN tetrahedra, wedge, or hexa-
hedron finite elements. This problem demonstrates the analysis of a solid fabricated from the
six-sided HEXAl solid elements. The problem consists of a rectangular parallelepiped subdivided
into forty cubic subelements as shown in Figure 1.

The loads were chosen to approximate the stress distribution due to a moment on one end of
a beam; the other end is constrained to resist the moment. Two planes of symmetry were used to

simulate an actual problem having twice the width and twice the height.

B. [Input

1. Parameters:

2 = 20.0 (length)

w= 4,0 (width of full section)

h = 16.0 {(height of full section)

E = 3.0 x 10° (modulus of elasticity)
v = 0.2 (Poisson's ratio)

2. Boundary Constraints:

u, = 0 (antisymmetry)

on z =0 plane, u, =0 (symmetry)

ony = 0 plane, uy

on x = 0 plane, u =0 (symmetry)
3. Loads:

Total Moment: M= 2.048 x 103
This moment will produce bending about the z axis. It is modeled by a set of axial

loads at x = 2 which, in turn, represent an axial stress distribution:

O = 1.5y - . (1

C. Theory

A prismatic beam with an axial stress which varies linearly over the cross section has an

exact solution. The theoretical stress distribution is
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S T 1Y (2)
and o,, ¢ =1, =1,_=71_2=0, (3)

wh3.

'

where | =

—

2

The displacements are:

M
Ux = - ‘E'T‘ Xy ’ (4)

u, = ng (xz-vyz-vzz) s (5)

(6)

and TR

N

f:l"Z
<
~

D. Results

Tables 1 and 2 are comparisons of displacements and stresses for the theoretical case and

the NASTRAN model.
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E. Driver Decks and Sample Bulk Data

Card
No.

DO AW —O

NASTRAN FILES=UMF

10 DEM1081,NASTRAN
UMF 1877 10810
APP CISPLACEMENT
SPL 1,3

TIME 4

CEND

TITLE

SUBTITLE = NASTRAN DEM@NSTRATI@N PROBLEM N@. 1-8-1

LABEL
SPC = 10
LPAD = 10
PUTPUT

DISPLACEMENT = ALL
SPCF@RCE = ALL

TW@ PLANES @F SYMMETRY, PURE BENDING M@MENT

1 X4 X 10 CANTILEVER BEAM USING CUBIC CHEXAY ELEMENTS.

@GLGAD = ALL

STRESS = ALL
BEGIN BULK
ENDDATA

1 2 3 4 5 £ 7 g 10
CHEXAY ] 1 2 ] 3 4 12 1 +He X
+HEX 113 14
~NGRNT 1 2 THRU 40
FPRCE 10 103 5.818182-1.0 .0 .0
GRID 1 .00 .00 .00 456
MAT] 1 3.0+6 .2 1.0 .00 10.0 +MAT
spC 10 1 123 .0 2 13 .0
SPC1 10 1 3 4 5 6 7 8 +3
+3 9 10
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DISPLACEMENT x 10"
POINT/DIRECTION THEORY NASTRAN
217y .0400 .0817
417y 1600 .1607
61/y .360 .366
81/y .640 651
1017y 1.000 1.016
109/x 0.800 0.844
1072 .016 0.007

Table 1. Comparisons of Dispiacement

THEORY NASTRAN
ELEMENT
R I %« Ty Txy
1 1.5 0 0 -1.56 .02  -.01
2 4.5 0 0 -4.53 .03 ~-.05
3 7.5 0 0 -7.39 .06 -.06
4 -10.5 0 0 -9.95 -.11 12

NOTE: NASTRAN stresses are average; theoretical stresses
are calculated at the center of the element.

Table 2. Comparisons of Stress
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Figure 1, Model of solid using hexahedrons.
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RIGID FORMAT No. 1, Static Analysis

Thermal and Applied Loads on HEXA2 Solid Elements (1-9-1)
Thermal and Applied Loads on TRIM6 Membrane Elements {1-9-2)

A. Description

This problem demonstrates a static analysis of a cantilevered beam under two loading condi-
tions: axial stress and thermal expansion. The analysis is performed twice, once with a model
consisting of HEXA2 solid hexahedron elements (Problem 1-9-1) and once with a model built using

the TRIM6 higher order triangular membrane element (Problem 1-9-2).

Forty HEXA2 elements are used to model a symmetric quarter of the 4 x4 x 20 beam as shown
in Figure 1. Symmetric boundary conditions are used on both the vertical and the horizontal

planes of symmetry.

Ten TRIM6 elements are used to model one half of the 4 x 4 x 20 beam as shown in Figure 2.

Symmetry boundary conditions are used on the vertical plane of symmetry (see Reference 31,

pp. 168-172).
B. Input

1. Parameters:

2 = 20.0 (1ength)

w=14.0 (width)

h=4.0 (height)

E=3.0x10° {modulus of elasticity)

v = 0.2 (Poisson's ratio)

a = .001 (thermal expansion coefficient)
Ty = 10° (reference temperature)

2. Support Boundary Constraints:

HEXA2 Model TRIM6 Model

u, * 0atx=0 u, = uy =0atx=0

uy =0aty=20 uy =0 aty=20

u, = Oatz=0 u, = 0 at all grid points
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3. Loads

Subcase 1 (HEXA2 Model):

An axial force Fx distributed for uniform pressure over the end of the beam where
Fx = 24 x 103 (total axial force)
Subcase 1 (TRIM6 Model):
Fx = 24 x 103 {total axial force) .

Total force on symmetric part = %} =12,

Force divided into the ratio of

—1
1o, fee., 1302, 4x02 0 1x2

— s 2t s @ B . e |

Subcase 2 (Both Models) :

T

60° {uniform temperature field) .

T 10° (reference temperature) .

[}

Subcase 3 (TRIM6 Model Only):

—]
Force divided into the ratio of

| S
1:2:1, e, 1312, 2x02 1x 12

—————1

Theory

1. Subcase 1 and Subcase 3
The distributed axial load is equivalent to a stress field of:

= 3 ‘
Ty 1.5 x 10° , (1)

and oyy =0, T Ty T Tz T Ty = 0 . (2)
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The displacement field is

2 9xx L -3 3
u, = X 0.5 x 107°x , (3)
_ -\)Oxx . -3 (4)

uy =—F Y = -0.1 x 10 7y »
_ “V9xx - -3 5
and u, = ——2 -0.1 x 1077z - (5)

2. Subcase 2

The uniform expansion due to temperature will not cause any stress. The strains, how-

ever, are uniform and equal. Therefore, the displacements are

u, = a(T-Ta)x = 05X . (6)
u, = of(T-T )y = .05y » (7)
and u, = c(T-To)z = .05z . (8)

where T is the uniform temperature and To is the reference temperature.

D. Results

The results of both subcases are exact to the single precision limits of the particular
computer used. Table 1 presents the theoretical solutions and the results of the TRIM6 finite

element model analysis.

1.9-2a (12/31/77)



E. Driver Decks and Sample Bulk Data

Card

.

SN ppwnn— O

10
11
12
13
14
18
16
17
18
19
20
21
22
23

NASTRAN FILES=UMF

ID DEMI091 ,NASTRAN
UMF 1977 10910
APP DISP

SoL 1,23

TIME 4

cond

TITLE = 2 X 2 X 10 FIXED-FREE BEAM USING RECTANGULAR CHEXA2 ELEMENTS.
SUBTITLE = NASTRAN DEMONSTRATION PRPSLEM N@. 1-9-1

LABEL = TWp PLANES QF SYMMETRY

SPC=2
GUTPUT

DISPLACEMENTS = ALL
@LOAD = ALL

SUBCASE 1
L2AD = 22
LABEL = UNIFPRM STRESS.
SPCFPRCE = ALL
STRESS = ALL

SUBCASE 2

TEMPERATURE(L@AD) = 30
LABEL = UNIF@RM TEMPERATURE L@AD
BEGIN BULK

ENDDATA
1 2 k} 4 5 6 7 8 10
CHEXAZ |1 1 1 2 5 10 1Al +HEX 1
+HEX 1| 14 13
CNGRNT | 1 2 THRU 40
FORCE1 | 20 9 .375+3 | 82 91
GRID 1 0.0 0.0 0.0 456
MAT1 1 3.0+6 .2 1.0 .001 10.0 +MAT
SPC1 100 1 1 2 3 5 6
SPCADD | 2 100 104 103
TEMPD 30 60.0
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Card

No.
0 NASTRAN FILES=UMF
] 1D DEM1092 ,NASTRAN
2 UMF 1977 10920
3 APP DISPLACEMENT
4 SpL 1,0
5 TIME 10
6 CEND

7 TITLE = 2 X 1 X 10 FIXED-FREE BEAM USING CTRIM6 ELEMENTS
8 SUBTITLE = NASTRAN DEMDNSTRATI@N PRPBLEM N@. 1-39-2
9 SPC =1
10 puTPUT
1 DISP = ALL
12 SPCFPRCE = ALL
13 STRESS = ALL
14 SUBCASE 1§
15 LABEL = CANSISTENT L@ADING (F@RCE RATI@ 1 Tp 4 T2 1)
16 LPAD = 1
17 PLPAD = ALL
18 SUBCASE 2
19 LABEL = UNIFPRM TEMPERATURE L@AD
20 TEMPERATURE (LBAD) = 30
21 SUBCASE 3
22 LABEL = LUMPED STRESS L@ADING (F@RCE RATIP 1 TP 2 TP 1)
23 LPAD = 40
24 PLPAD = ALL
25 BEGIN BULK

26 ENDDATA
1 - 2 3 4 5 6 7 8 9 10
CTRIM6 |1 80 9 6 3 2 1 5 +TE1
+TE]
FORCE1 |20 N 2.0+3 28 31
GRDSET 3456
GRID 1 .0 .0 .0
MAT] 90 3.0+6 .2 1. .001 10.
PTRIM6 |80 90 4. .0 .0
SPCI 1 2 4 7 10 13 16 19 +GJD
+GJD 22 25 28 3
TEMPD 30 60.
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Table 1.

TRIM6 and Theoretical Solutions

X Pressure Load Temﬁﬁ;;fure
Exact Sol. Subcase Subcase Exact Sol. Subcase
3 1 3 2
(1079 (1073 (10°3)
0 0 0 0 0 0.
2 ] 0.98 0.98 0.1 0.109
4| 2 1.98 1.98 0.2 0.2093
6 3 2.98 2.981 0.3 0.3093
8 4 3.98 3.98 0.4 0.4093
10 5 4.98 4.981 0.5 0.5093
12 6 5.98 5.981 0.6 0.6093
14 7 6.98 6.98 0.7 0.7093
16 8 7.98 7.98 0.8 0.8093
18 9 8.98 8.99 0.9 0.9093
20 10 9.98 10.026 1.0 1.00937
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Figure 1. Model of cantilevered beam using HEXA2 elements.
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RIGID FORMAT No. 1, Static Analysis
Thermal Bending of a Beam (1-10-1)

A. Description

This problem demonstrates the solution of a beam subjected to a thermal gradient over the

cross-section. Two end conditions are solved, clamped-free and clamped-pinned end conditions.

An equivalent linear gradient in the normal direction was used for the input data. However,
the actual temperatures at points on the cross-section were input on the TEMPRB card in order to

produce correct stresses. The beam was subdivided into 14 variable lengths for maximum efficiency.

B. Input

Figure 1 describes the beam and the thermal field to be analyzed and Figure 2 shows the finite

element model.

C. Theory

For subcase 1, the effective temperature gradient, T', (see NASTRAN Theoretical Manual) is:

T'(x) = -}-HT(x.y,z)y dy dz (M
zy
where
_ 2
1-”ydydz . (2)
zy

Using the given temperature distribution the effective gradient {s:
T = T_x . (3)

where TC is calculated to be 0.170054°/in4 by substituting the temperature distribution into

Equation 1 and evaluating the expression:

P

T = -}-JJCy4dydz (4)
zy :
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Since the bar is not redundantly constrained the curvature at the center line is:

dzv = -al' = -al > (5)
al c
The slope is:
X
2
dv _ d"v - _Qa 4
ax L;;z—dx ITCX (6)
The deflection is: <
YOREIIE THRIEE AP )
0

The moment, M, shear, V, and axial stress, Oy are:

v = & =0 : (8)

ox(x,y) = E(ex - al) = E(oyT' = aT) = Ea(Tcy - Cy3) x3 .

where C = 1 has dimensions of degrees/lengths.

For subcase 2, with a simple support at x = 10.0, we calculate the deflection due to subcase 1

and apply a constraint load PL to remove the deflection at the end.

T

. . 3El . ¢ 2
P = -—LTV(L) 3El 55 L . (9)

Note: Transverse shear deflection is negiected.

The deflections and slopes are the sum of the results for the two independent loads as follows

P aT al
deflection: vix) = E%T (3Lx2 - x3) - ?Tf-xs = —1%-(3L3 - L2x - 2x3) x2 R (10)
v _ e 3 .2 3
slope: ez(x) X - 0 {6L” - 3L°x - 10x7)x . (11)
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The net stress 1s the sum of the stress due to each load:
3,3 MY e - 212 - x) (a2)
oixy) = EalTy - o - 1 = B[(Ty- &) - 5T 1]

where ML is the moment due to the constraint load.

D. Results

Tables 1 and 2 compare the analytical maximum value of displacement, constraint force, ele-

ment force, and stress to the maximum deviation of NASTRAN in each category. A1l results are

within 2.66%.
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E. Driver Decks and Sample Bulk Data

Card
No.

OV B W O

NASTRAN FILES=UMF
1D DEMI107,NASTRAN
UMF 1977 11010
SoL 1,0
TIME S
APP DISPLACEMENT
CEND
TITLE = THERMAL BENDING @QF A BAR.
SUBTITLE = NASTRAN DEMGNSTRATI@N PROBLEM N@. 1-10-1
TEMPERATURE(LOAD) = 20
QUTPUT
DISPLACEMENT = ALL
SPCFPRCE = ALL
GLOAD = ALL
ELFPRCE = ALL
STRESS = ALL
SUBCASE 1
LABEL = CPNSTRAINTS ARE - FIXED AND FREE ENDS.
5°C =1
SUBCASET 2
LABEL = CPNSTRAINTS ARE - FIXED AND SIMPLY SUPPQRTED ENDS.
SPC = 2
BEGIN BULK
ENDDATA
1 2 3 S 6 Vi 8 9 10
BARAR .0 1.00 .0 1
CBAR 101 10 1 2-
GRDSET 345
GRID 1 .0 .0 .0
MAT1 10 1.0+7 .3 1.3-% .0
PBAR 10 10 .52 .0689333|.0337333 +BAR
+BAR .0 .3 .5 -0.5
SPC 1 1 126 .0
TEMPRB {20 101 .0 .0 0 2.35083 |.0 .0 +17
+17 .0 .0 .0 .0 .0 .373248 |1.728 -1.728
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vix)

.1 =10.7 in. 1.79n, 5.5 4.

[

> x 0.2 in. EEE EE} }{E.s in.

f

a .
10.9 x 10° 1b/in® (Voung's modulus) 0.2 in.

i
]

v = 0.3 (Faisson's ratio)
w = 13.9 x 1078 in/in/>F (Thermal exoansion coefficient)
T. = 0.0°F (Reference temperature)

The heam is loaded by the temperature distribution:

T(°F) = cxy°
0, B
where C = 1.0 °F/in

Figure 1. Thermal loading of a beam.
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ELEMENT ID

Figure 2. Finite element model.
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Table 1.

CATEGORY MAXIMUM MAX IMUM PER CENT
ANALYTICAL NASTRAN ERROR
VALUE DIFFERENCE
Displacement -1.1054 x 19~2 I2.9424 x 1074 2.66

Constraint Force

0 1 . .
: | T
°]

[ 5.195 x 107 0.671 [ 0.01

Element Force

Element Stress

*These results vary with the computer. The very small numbers are essentially zerg when
Compared to Subcase 2 results.

CATEGORY MAXIMUM MAXIMUM | PER CENT
ANALYTICAL NASTRAN ERROR
VALUE DIFFERENCE
Displacement 4.3936 x 1073 8.024 x 1076 | ¢ 15
Constraint Force -2.2859 .x 107¢ 6.084) 2.66
Element Force 2.2859 x 10%2 | 6.084¢ 2.66
Element Stress 5.1965 x 10"3 | 4.4136 5 10 0.85
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RIGID FORMAT No. 1, Static Analysis

Simply-Supported Rectangular Plate with a Thermal Gradient (1-11-1)
Simply-Supported Rectangular Plate with a Thermal Gradient (INPUT, 1-11-2)

A. Description

This problem illustrates the solution of a general thermal load on a plate with the use of an
equivalent linear thermal gradient. The thermal field is a function of three dimensions, demonstra-
ted by the TEMPP1 card. The plate is modeled with the general quadrilateral, QUAD1, elements as
shown in Figure 1. Two planes of symmetry are used. This problem is repeated via the INPUT module

to generate the QUAD1 elements.

B. Input
E = 3.0 x 105 pounds/inch2 {Youngs modulus)
v = 0.3 (Poisson's ratio)
c = 1.0 pound-sec.z/inch4 (Mass density)
o = 0.01 inch/°F/inch (Thermal expansion coefficient)
TR = 0.0 °F (Reference temperature)
To = 2.5 °F (Temperature difference)
a = 10.0 inch (Width)
b = 20.0 inch {Length)
t = 0.5 inch (Thickness)

The thermal field is

—
"

3
e Yy (22
To(cos 3 } (cos ) ( T ) s

urs Yy g3 0
anc 160.0(cos ]0) (cos 20) z2° °F

C. Theory

The plate was solved using a minimum energy solution. The net moments, {MN}, in the plate

are equal to the sum of the elastic moments, {Me}’ and the thermal moments, {Mt}'
S S T S )
where the thermal moment is
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1
{Mt} = aT(’) D(lw){1}cos"—: cos 1L .

0 b (2)
3
Et
and D = —
12(1-v°)
and Ty = 6T°/5t is the effective thermal gradient.
The elastic moment is defined by the curvatures, X, with the ecuation:
Xx + VXy
Ml = 0 x, + v : (3)
1-v
H—lxxy
Assuming a normal displacement function, W, of
- T W cos MX e
Wo= ]} W, cos cos L , (4)
nm
then
X = T -3 7 "M (-'l)zcosm cos I
X ;;Z L& "am\a a ’
= 2 = -71 2y ('—"—)2 cos X cos ML (5)
Xy ;;7 L T ¥am\a a S7h :
=26_2W_=2”2w (nm_)- X g, MY
Xyy X3y k& T ®m\ap/3" 7 SIh TR
The work done by the thermal load is:
T l{X}T{Mt} a + %I O Mg} da (6)

where A is the surface area. Performing the substitution and integrating results in the energy

expression:
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2 2 2 <« @ 2
aT! D(1+u)n” (a®+b°) 4 2 2
- ._0 D mabfn m 2
v o= 7ab gy vg Lol Z° ;z) Wom - (7

The static solution exists at a minimum energy:

u
— = 0 . (8)
EL

This results in all but w]] equal to zero. The displacement function is therefore:

22
aT' (1+v)a’b

W(x,y) = —3———5— cOS %? cos I . (9)
m(a® + b%)

Solving for moments by differentiating W aﬁd using equation (3) results in the equations for

element moments:

2, .27
= ' _ bTtva X Ty
MX = G.TO D(1+v) [] ?:;-2-— cos a cos b ’ (10)
2,12 ]
= ' a_+b ibd Ty
My aTO D(1+v) [:1 - ?-:b—z—- cos 2 cos b , (1)
oy 0(1-%)ab
Mxy = — sin e sin lb . (]2)

D. Results

Figure 2 compares the element forces given by the above equation and the NASTRAN results.
Figure 3 compares the normal displacements. The maximum errors for displacements, constraint

forces, element forces and element stresses are listed in Table 1.
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E. Driver Decks and Sample Bulk Data

Card
No.

NASTRAN FILES=UMF
ID DEM1111,NASTRAN

UMF 1977 11110
APP DISPLACEMENT
SeL 1,3

TIME 9

CEND

TITLE = SIMPLY SUPP@RTED RECTANGULAR PLATE WITH A THERMAL GRADIENT
SUBTITLE = NASTRAN DEMPNSTRATI@GN PR@BLEM N@. 1-11-1
SPC =1
TEMP(LPAD) = 20
PUT

DISPLACEMENT = ALL
SPCFPRCE = ALL
ELFPRCE = ALL
STRESSES = ALL

ot i d ok d b
SNOOPRWN—=COWO~ U BRWN—O

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10
CNGRNT |1 2 THRU 59
CQUADT |1 101 1 2 8 7
GRDSET 6
GRID 1 .00 .00 .00
MAT] 1 3.0+5 3 1.0 .0 .0
PARAM IRES 1
PQUADT | 101 1 .5 1 .0104167 +PQUADT
+PQUAD1T | .25 -0.25
SPC) 1 34 6 12 18 24 30 36 +SPC-34
+5PC-34 | 42 48 54 60 66
TEMPP1 |20 1 .0 5.90786 | 2.46161 | -2.46161
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Card

No.

0  NASTRAN FILES=UMF

] 1D DEM1112,NASTRAN

2 UMF 1977 11120

3 APP DISPLACEMENT

4 TIME 9

5 S@L 1,3

6 DIAG 14

7 ALTER 1

8  PARAM //C,N,NOP/N N, TRUE=-1 §

9  INPUT, ,»,GEPM4,/G1,G2,,G4,/C,N,3/C,N,1  § QUADY ELEMENT

10 EQUIV G1,GEPM1/TRUE / G2,GE@M2/TRUE / G4,GEPMA/TRUE §

11 ENDALTER

12 CEND

13 TITLE = SIMPLY-SUPPARTED RECTANGULAR PLATE WITH THERMAL GRADIENT

14  SUBTITLE = NASTRAN DEMPMSTRATI@N PROBLEM N@. 1-11-2

15 SPC = 5010

16 TEMP(L@AD) = 20

17 QUTPUT

18 DISPLACEMENT = ALL

19 SPCF@RCE = ALL

20 ELF@RCE = ALL

21 STRESSES = ALL

22  BEGIN BULK

23 ENDDATA

24 5 10 1.0 1.0 € 0.0 0.0

25 421 125 53 34 0 0

1 2 3 4 5 6 7 8 9 10

MAT1 1 3.0+5 .3 1.0 N 0
PQUAD1 101 1 .5 1 * ] .0104167 +PQUAD1
+PQUADT | .25 -0.25
TEMPPT | 20 1 .0 5.90786 | 2.46161 | -2.4616]
ENDDATA
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Simple Support

9
@ GRID Identifica-

S " " 53 \ tion !umber
t
ymme try 3 35 QUAD] Identifica-

AS ' 35 tion ‘jumber

Njo

Simple Subport

Symmetry

o

Figure 1. Simply-supported rectanqular plate with a thermal gradient.
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Table 1.

Comparison of analytical and NASTRAN results.

MAX IMUM MAX TMUM PER CENT
CATEGORY ANALYTICAL DIFFERENCE | ERROR
Displacement 6.2898 x 107" | -1.5464 x 1073 | -0.25
Constraint Force 150.0 -.9594 -0.65
Element Mom., M | 1.4770 x 102 -1.1767 -0.80
Element Stress | 7.764618 x 105 | -90.33275 -1.16
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RIGID FORMAT No. 1 (APP HEAT), Heat Conduction Analysis

Linear Steady State Heat Conduction Through a Washer
Using Solid Elements (1-12-1)

Linear Steady State Heat Conduction Through a Washer
Using Ring Elements (1-12-2)

A. Description

This problem illustrates the capability of NASTRAN to solve heat conduction problems. The
washer, shown in Figure 1, has a radial heat conduction with the temperature specified at the out-
side and a film heat transfer condition at the inner edge. Due to symmetry about the axis and the

assumption of negligible axial gradients, the temperature depends only upon the radius.

B. Input
The first NASTRAN model is shown in Fiqure 2. The solid elements (HEXA1, HEXA2, WEDGE and

TETRA) and boundary condition element (HBDY, type AREA4) are used. The conductivity of the material
is specified on a MAT4 card. Temperatures are specified at the outer boundary with SPC cards.
Punched temperature output is placed on TEMP bulk data cards suitable for static analysis.

Another variation of the problem is shown in Figure 3. Solid of revolution elements (TRIARG
and TRAPRG) and boundary condition element (HBDY, type REV) are used. The conductivity of the
material and the convective film coefficient are specified on a MAT4 card. The CHBDY card references
a scalar point at which the ambient temperature is specified using an SPC card. An SPC1 card is

used to constrain the temperature to zero degrees at gridpoints on the outer surface.

C. Theory

The mathematical theory for the continuum is simple, and can be solved in closed form. The

differential equation is

= () =0 . (1)

3|~

The boundary conditions are

3U
~k=—= =H{U_ - U) atr=r , (2)
and ar a 1
u=20 atr=r, . (3)
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The solution is
HU,
U(r) = (k/r]) + H En(kz/r]) ‘"(rzfr)

288.516 an(2/r)

D. Results
A comparison with the NASTRAN results is shown in Table 1.

Table 1. Comparison of Theoretical and NASTRAN Temperatures for Heat Conduction in a Washer.

Theoretical NASTRAN Temperatures NASTRAN Temperatures
r(radius) Temperatures (So]idsg* (Rings )}*
1.0 199.984 202.396 199.932
1.1 172.486 173.904 172.448
1.2 147.381 148.833 147.355
1.3 124.288 124.783 124.269
1.4 102.906 102.852 102.894
1.5 83.001 82.913 82.992
1.6 64.380 64.306 64.375
1.7 46.889 46.832 46.886
1.8 30.398 30.356 30.397
1.9 14.799 14.773 14.798
2.0 0.000 | 0.000 0.000

*These are the average temperatures at a radius.
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E. Driver Decks and Sample Bulk Data

Card
No.

D ERWN —O

NASTRAN FILES=UMF

D DEM1121,NASTRAN
UMF 1977 11210
TIME 1

APP HEAT

SQL 1,1

CEND

TITLE = LINEAR STEADY STATE HEAT CPNDUCTI@N THRPUGH A WASHER
SUBTITLE = NASTRAN DEM@NSTRATIPN PRPBLEM N@. 1-12-1
LABEL = S@PLID ELEMENTS,SURFACE FILM HEAT TRANSFER

QLBAD = ALL

SPCF@RCES = ALL

THERMAL (PRINT ,PUNCH) = ALL

ELFORCE = ALL

SUBCASE 123

LABEL = TEMPERATURE SPECIFIED AT QUTER BPUNDARY
SPC = 351

LBAD = 251
BEGIN BULK
ENDDATA
1 2 3 4 5 9 10
BDY 701 702 AREA4 1 12 112 101
CHEXA1 11 200 1 2 13 12 101 102 +SPLT
+5PL1 113 112
CHEXA2 |2 200 2 3 14 13 102 103 +5SpL2
+5pL2 114 113
CerRD2C |111 0 .0 .0 0 .0 .0 100.0 +CPRDTN
+CPRD1I111100.0 .0 .0
CTETRA |3 200 104 114 3 103
CWEDGE {8 200 4 5 15 104 105 115
GRDSET 111
GRID 1 m 1.0 .0 .0
MAT4 200 1.0
PARAM IRES 1
PHBDY 702
QBDY1 251 288.5 701
SEQGP 12 1.1 13 2.1 14 3.1 15 4.1
SPC 351 11 1 .0 22 1 .0
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Card

No.
0  NASTRAN FILES=UMF
1 1D DEM1122 ,NASTRAN
2 UMF 1977 11220
3 ApPP HEAT
4 SPL 1,0
5 TIME 10
6 CEND
7  TITLE = LINEAR STEADY STATE CONDITI@N THR@UGH A WASHER
8 SUBTITLE = NASTRAN DEMJNSTRATI@N PRPBLEM N@. 1-12-2
9  LABEL = RING ELEMENTS, FILM HEAT TRANSFER

10 PUTPUT

11 PLPAD = ALL

12 SPCFPRCE = ALL

13 THERMAL (PRINT,PUNCH) = ALL
14 ELFPRCE = ALL

15 SPC = 350 -
16  BEGIN BULK
17 ENDDATA :
1 2 3 4 § 6 7 8 9 10
CHBDY [14 100 REV 1 Y he +HBDY14
+HBDY14 |23 23
CTRAPRG |7 4 5 16 15 .0 200
GRID |1 1.0 .0 .0
MAT4 [ 200 1.0 N
PHBDY 100 300
SEQGP |12 1.1 13 2.1 14 3.1 15 4.1
SPC 352 23 488.5
SPC1 357 1 n 2 . |-
SPCADD | 350 351 352 -
SPAINT |23
TEMPD | 201 .0
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Film heat transfer,
film coefficient H = 1.

ambient temperature Ua Section to be modeled

no

488.5

Conductivity
k =1.0

b= 0.0
Temnerature
Soecified

Figure 1. Washer Analyzed in Heat Conduction Demonstration Problem
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HBDY 707

Figure 2.

122

Notation

H1 is a hexahedron, ID
T4 is a tetrahedron, ID
W9 is a wedge, ID
6 is a grid point, ID

Elements and Grid Points
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Q8 Q9 Qo Q11 { Q12 | Q13

Figure 3.

2.0

TRIARG elements
TRAPRG elements
488.5 at left end
0.0 at right end

c c o A

Section of a pipe, modeled with ring elements
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RIGID FORMAT No. 1, Static Analysis

Thermal and Pressure Loads on a Long Pipe Using Linear Isoparametric Elements (1-13-1)
Thermal and Pressure Loads on a Long Pipe Using Quadratic Isoparametric Elements (1-13-2)
Thermal and Pressure Loads on a Long Pipe Using Cubic Isoparametric Elements (1-13-3)

A. Description

These problems demonstrate the use of the linear, quadratic and'tubic isoparametric solid
elements, IHEX1, IHEX2 and IHEX3, respectively. A long pipe, assumed to be in a state of plane
strain, is subjected to an internal pressure and a thermal gradient in the radial direction. The
structure modeled is shown in Figure 1. The finite element NASTRAN models for each of the elements

are shown in Figures 2, 3 and 4.

B. Input
1. Parameters:
Tinner = a = 4 in. (radius to the inner surface)
Touter = b = 5 in. {radius to the outer surface)
£ = 30.x10° psi (Young's Modulus)
v=0.3 (Poisson's Ratio)
@ = 1.428 x 10°° (thermal expansion coefficient)
2 : .
p=7.53 x 107" lE:E%S— (mass density)
in
p = 10 psi (inner surface pressure)
T; = 100.0°F (inner surface temperature)
To = 0.0°F {outer surface temperature)

2. Boundary Conditions:
ug = 0 at all points on the right side
u, = 0 at all points on the left side

0 at all points on the bottom surface

=
"

0 at all points on the top surface

[=
[}
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3. Loads:

Subcase 1,

p = 10 psi (internal pressure)

Subcase 2,
(T.~T )
= 1.0 by . 100 5 ] '
Ty = 2y In(R) = frr.z57 In(7) » where r is any radius.
a
C. Theory

1. Subcase 1

The normal stresses due to the pressure load (Reference 24) are obtained by

o = - %% _p ., _pat (1)
r (b2-a2?) r? (bZ_aZ)

22 2
g = -2 b p , _Ppa , (2)

6 (b2-a?} ? (b%-a?)

2y B2 : (3)

AV]
(b?-a?)

and 9,

where r is the radius and all shearing stresses are zero.

The displacement in the radial direction is

= (1=-2v)(1+v) pa? (1+v) 1 _pa®b?
r - "ran | E T (pran) “

and all other displacements are zero.

2. Subcase 2

The stresses in the radial and tangential directions due to the thermal load
(Reference 24) are given by

aET B 2 2
. 1 ey - —22 - -y 1n(9)] , 5
%r Z(I-v)ln(gJ i " (b2-a?) r? 2 %)
afT [ 2 2
i b a b b
d - 1-1n(2) - —2— (1+>)1n (—)] . (6)
" % Z(I-v)ln(—E) L ™ (b*-a?) r2 a
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The stress in the axial direction is obtained via the procedure contained in the
reference as

aET, 2
o, = ————p— |v--B )2 md) . (7)
2(1-9)1n(3) (b2-a?)
A1l shearing stresses are zero.
The displacement in the radial direction is
T
1+ v i 1[_a%? b]
u, = o —go - =—— (3
r ] + v ]n(_a_) { r [Z(bz_az) a

b 2a b
+£[21n(;)+ 1+(1-z\))<1-afaz—) 1n(5)>]} . (8

Results

Representative displacements and stresses for the finite element results com-
pared to theoretical predictions are plotted in Figures 5 and 6. Note that five
IHEX] elements were used along the radial thickness whereas one element was used for
each of the ITHEX2 and IHEX3 cases. Two values for the stress occur at the boundary

of two adjacent ITHEX1 elements resulting in a sawtooth pattern.
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E. Driver Decks and Sample Bulk Data

Card
No.

—
QW ~ NP WN—=O

— d i b e ok
AN WM —

—
~3

[ p—
O

NASTRAN FILES=UMF

ID DEM1131,NASTRAN
UMF 1977 11310
App DISPLACEMENT
SoL 1,0

TIME 5

CEND

TITLE = LPADS ON A LONG PIPE USING LINEAR IS@PARAMETRIC ELEMENTS
SUBTITLE = NASTRAN DEMINSTRATIPN PR@BLEM N@. 1-13-]

DISP = ALL

STRESS = ALL

SPC = 100

SUBCASE 1

LABEL = PRESSURE LQPAD
LPAD = 400

SUBCASE 2

LABEL = THERMAL LPAD
TEMP(LPAD) = 500

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10
CIHEXT |1 200 1 2 20 19 7 8 +HEX1-1
+HEXT-1 | 26 25
CNGRNT |1 6 1 16 21 26 31 36
CerRD2C |1 0 .0 .0 .0 .0 .0 100.0 +CPRD2-1
+CARD2-1! 100.0 .0 .0
GRDSET 1 1 456
GRID 1 4.0 -14.0
MAT1 300 3.+47 .3 7.535-4 | 1.428-5 | .0
PIHEX 200 300 4 4.5 10.0
PLPAD3 | 400 -10.0 1 1 25 21 7 3
5PCY 100 2 1 THRU 18
TEMP 500 1 100.0 7 100.0 13 100.0
TEMPD 500 .0
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Card

=
o
.

[ —
-—OWwWo~ AN HBEWN D

—t e ad d d ek aad d
WRONNDNLWN

NASTRAN FILES=UMF

1D DEM1132 ,NASTRAN
UMF 1977 11320
App DISPLACEMENT
S@L 1,0

TIME 5

CEND

TITLE = LQADS ON A LONG PIPE USING QUADRATIC ISPPARAMETRIC ELEMENTS
SUBTITLE = NASTRAN DEMPNSTRATION PRPBLEM N@. 1-13-2

DISP = ALL

STRESS = ALL

SPC = 200

SUBCASE 1

LABEL = PRESSURE LQAD
LPAD = 400

SUBCASE 2

LABEL = THERMAL L@AD
TEMP(LPAD) = 500

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10
CIHEX2 |1 200 1 2 3 10 15 14 +HEX-1
+HEX-1 113 9 4 5 17 16 6 7 +HEX-11
+HEX-11 | 8 12 20 19 18 n
CNGRNT |1 2
CORD2C (10 0 .0 0 .0 .0 .0 100.0 +CRD-1
+CRD-1 {100.0 .0 .0
GRDSET 10 10 456
GRID 1 4.0 -14.0 .0
MATT 300 3.47 .3 7.535-4 | 1.428-5 | .0
PIHEX 200 300 4
PLOAD3 | 400 -10.0 1 13 6 2 25 18
SPCI 200 2 1 THRU 8 :
TEMP 500 1 100.0 4 100.0 6 100.0
TEMPD 500 .0
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Card

No.

0  NASTRAN FILES=UMF

1 10 DEM1133,NASTRAN
2 UMF 1977 11330

3 APP DISPLACEMENT

4 SQL 1,0

5 TIME 3

6 CEND

7 TITLE = LPADS @N A LONG PIPE USING CUBIC IS@PARAMETRIC ELEMENTS
8 SUBTITLE = NASTRAN DEM@NSTRATIPN PRPBLEM N@. 1-13-3
9  DISPLACEMENT = ALL

10 STRESS = ALL

11 SPC = 200

12 SUBCASE 1

13 LABEL = PRESSURE LPAD

14 L@AD = 80

15  SUBCASE 2

16  LABEL = THERMAL L@AD

17 TEMP(LPAD) = 90

18  BEGIN BULK

19  ENDDATA

1 2 3 4 5 6 7 8 9 10
CIHEX3 110 60 . 1 2 3 4 5 6 +HEX-31
+HEX-31 17 8 9 10 N 12 13 14 +HEX-32
CORDZ2C 1111 0 .0 .0 .0 .0 .0 50.0 +COR1
+CPR1 50.0 .0 .0
GRDSET m m 456
GRID 1 4.0 .0 .0
MAT1 70 3.47 .3 7.535-4 [1.428-5 |.0
PIHEX 60 70 4
PLAAD3 {80 -10.0 10 30 1
SPC1 200 2 1 2 3 4 13 14 +SPC-A2
+SPC-A2 (17 18 21 22 23 24 7 8 +SPC-82
TEMP S0 1 100.0 12 100.0 1 100.0
TEMPD 90 .0
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Figure 1. Long pipe with pressure and thermal loads.
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Figure 2. Model of section using forty IHEX] elements.
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Figure 3. Model of section-using two IHEX2 elements.
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Figure 4. Model of section using one IHEX3 element.
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Displacement, inches

Displacement, inches

5.0

6.5x10°
— Theoretical
@ IHEX]
o [HEX2
6.0 A THEX3
5'0 1 L i L
4.0 4.2 4.4 4.6 4.8
Radius, inches
(a) Radial deflections, pressure load.
4.5¢1073
4.0 |
-— Theoretical
@ [HEX1
@ JHEX2
3.5 A THEX3
3.0 1 1 1 1
4.0 4.2 4.4 4.6 4.8 5.0

Radius, inches

(b) Radial deflections, thermal Joad.

Figure 5. Deflection comparisons.
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Stress, psi

Stress, psi

48.

46.

44,

32.

{ 1

1 1

0 - Theoretical
- @-——=-- O IHEX]
e O——-——-_) [HEX2
o#-/ H—eoc—A  THEX3
.0 { 1 | 1
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(a) Radial stress, pressure load.
N Theoretical
o— —————-0 IHEX]
L o—— — —— THEX2
~ & A —— — 5 IHEX3
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4.6 4.8

Radius, inches

(b) Circumferential stress, pressure load.

Figure 6.

Stress comparisons.
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RIGID FORMAT No. 1, Static Analysis
Static Analysis of a Beam Using General Elements (1-14-1)

s
¥

A. Description

This problem demonstrates the use of general GENEL elements having various types of input
format in the static analysis of a cantilever beam subjected to tension and bending. The beam
consists of five GENEL elements and one BAR element as shown in Figure 1.

The GENEL elements are constructed as follows:

GENEL Element Approach Matrix Size {Ud} {s]
1 Flexibility 3 No No
2 Stiffness 6 No No
3 Stiffness 3 Yes Yes
4 Stiffness 3 Yes No
5 Flexibility 3 Yes No
B. Input

1. Parameters

2 = 6.0 m (length)

6.0 N/m® (modulus of elasticity)

0.3 (Poisson's ratio)

p - - m
W

1.0 m® (cross-sectional area)

—
[}

.083 m* (bending moment of inertia)

F_ = 1.0 N (axial load)

v
"

1.0 N (transverse load)

C. Theory

The stiffness matrix for the BAR element in its general form is given in section 8 of the
NASTRAN Programmer's Manual.
Define [Z] as the matrix of deflection influence coefficients (flexibility matrix) whose terms
are {us} when {u;} is rigidly constrained,
[K] as the stiffness matrix,
{S] as a rigid body matrix whose terms are {ui} due to unit motions of {ud} » when all {f,} =0,

{fi} as the vector of forces applied tc the element at {ui} s
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and {fd} as the vector of forces applied to the element at {ud}. They are assumed to be statically
related to the {fi} forces, i.e., they constitute a nonredundant set of reactions for the element.
If transverse shear is neglected and the beam is confined to motion in the X-Y plane, then

(£} = [KD g} s

where
[}
{fi} -1 Vs {"i} = { sy s
M 6z
AE 0 0 6 0 0
L
[K] = 0 12E] 6El = 0 6 3 .

e e
0 6EL 134 0 3 2

22 '3

1
g 0 0
-1
Fl =1 o 5 .
L o -1 2
and ~ _ _
0 A 1 0
1 uy , 0
r
[s] = 0 1 Aux = 0. 1 -1 ,
0 0 1] o 0 1

where Au = Ug = Ujs i.e., the difference between the dependent displacement degree of freedom

{ud} and the independent displacement degree of freedom {“i}'

D. Results

The theoretical maximum deflection of the cantilever beam subjected to tension and bending

(for the input values) are

& = iE 1.0 m (tension)

and

1.14-2 (3/1/76)



3
sy = B = 144.0m (bending)

These results are obtained by NASTRAN.

E. Driver Decks and Sample Bulk Data

Card
No.
0 NASTRAN FILES=UMF
1 1D DEM1141 ,NASTRAN
2 UMF 1977 11410
3 APP DISPLACEMENT
4 S@L 1,0
5 TIME 5
6 CEND
7 TITLE = STATIC ANALYSIS @F A BEAM USING GENERAL ELEMENTS
8 SUBTITLE = NASTRAN DEM@NSTRATION PRPABLEM NO. 1-14-1
9 DISPLACEMENT = ALL

10 ELFPRCE = ALL

11 SUBCASE 1

12 LABEL = AXIAL LPAD
13 LRAD = 1

14 SUBCASE 2

15  LABEL = BENDING LPAD

16 LPAD = 2 ‘
17  BEGIN BULK
18  ENDDATA A
] 2 3 4 5 6 7 8 9 10
CBAR 6 1 6 7 .0 1.0 .0 1
FORCE 1 7 1. 1.
GENEL 1 2 1 2 2 2 6 +G11
+G11 z .1666667| .0 .0 .6666667|1.0 2.0
GROSET 345
GRID 1 .0 .0 .0 123456
MAT] 1 6. .3
PBAR 1 1 1. .083333
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GENEL elements 1 thru 5
RBD element 6

Figure 1. NASTRAN General Element model.
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RIGID FORMAT Mo. 1, Static Analysis

Axisymmetric Cylinderical Thick Shell Subjected to Asymmetric Pressure Loadina
{(1-15-1)

A. Description

This problem demonstrates the use of elements TRAPAX and TRIAAX in the analysis of asymmetri-
cally loaded solids of revolution. The structure, illustrated in Fiqure 1, consists of a circular

cylindrical shell loaded with a uniform external pressure over a small square area.

The cylindrical shell wall is assumed to be simply supported, i.e., the radial and circumferen-

tial deflections and the bendina moments are zero at the ends.

The upper half of the structure is modeled as shown in Figure 2. Trapezoidal elements havinag
small and large dimensions, are used in the vicinity of the load and away from the load, respectively.
A transition area, between the two trapezoidal configurations, is modeled with triangular elements

to illustrate their use.

The loads and deflections, not reaquired to be axisymmetric, are exoanded in Fourier series
with respect to the azimuthal coordinate. Nue to the one plane of symmetry of this nroblem with
respect to the ¢ = 0 plane, the deflections are represented by a cosine series selected by the
AXISYM Case Control card. The hiahest harmonic used, 10, is defined on the AYIC Rulk Data card.

The pressure load is defined usina PRESAX bulk Nata cards.

8. Input

1. Parameters:

ra = 15 in. (Averaqe radius)
t = 1 in. (Thickness)
¢ = 45 in. (Lenqth)
2c = 3.75 in. (Load Lenath)
B = N.125 radians (Load Arc (B = c/ra))
E = 66666.7 psi (Modulus of Elasticity)
v = 0.3 (Poisson's Ratin)
n = 10 (Harmonics)
2. Loads

p = 7.11111 psi (Pressure)

2 (Area of Load (A = 4c”))

1.15-1 (3/1/76)
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3. Subnports:

Simply supported at the ends: u, = 0, uy = 0
Symmetry at the midplane: u, = 0
C. Theory

Theoretical results for this problem are taken from Reference 20, o. 568. The following
2

theoretical values occur at the center of the load (z = 72 6 = 0):
u, = 272 PA - 0.0272 in. (Radial Deflection (inward))
a
I'1¢ = 0.1324 pA = 13.24 in-1b/in (Circumferential Bending Moment )
Moo= 0.1057 pA = 10.57 in-1b/in (Longitudinal Bendina Moment)
Fp = -2.6125 PR . _17.42 1b/in (Circunferential Membrane Force)
a
- pA _ . iy s
Fz = -2.320 = = -15.47 1h/in (Lonaitudinal Membrane Force)
a
Theoretical stresses on the inside and outside walls at this point (z = %3 ¢ = 0) are

computed as follows:

FZ SMZ 47.95 psi (Inside Wall Longitudinal Stress)
ag = —_—f —_— =
2 t - 27 _73.80 psi (Outside Wall Longitudinal Stress)
F &M £2.02 psi Inside Wall Circumferential Stress)
A |
¢ t -96.86 psi (Outside Wall Circumferential Stress)
D. Results

Figure 3 shows the NASTRAN radial deflection at the center of the load as a function of the
number of harmonics selected for the solution. As can be seen, the solution is near convergence
with ten harmonics.

Figure 4 shows stresses, o, and o¢. through the shell wall, at the center of the load. Ten
harmonics shows very good convergence to nearly the theoretical values computed above. However,
seven harmonics would result in relatively poor convergence even through Figure 3 indicates the
displacement was close to convergence. Thus, displacement convergence alone may be an invalid

indicator of an adequate solution.
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E.

Card
No.

0

p—
(e ¥l o N N WM —

Driver Decks and Sample Bulk Data

NASTRAN FILES=(UMF,PLT2)

ID DEM1151 ,NASTRAN
UMF 1977 11510
APP DISPLACEMENT
SeL 1,1

TIME 50

CEND

TITLE = ASYMMETRIC PRESSURE LPADING PF AN AXISYMMETRIC CYLINDRICAL SHELL

SUBTITLE = NASTRAN DEM@NSTRATI@N PR@BLEM N@. 1-15-1

AXISYM = C@SINE

L@AD = 20

SET 10 = 11 THRU 34, 111 THRU 231, 235, 241, 245, 251, 255, 261,
265, 271, 275, 281, 285, 291, 295, 301, 305, 311, 315
321, 325, 331, 335, 341, 345, 351, 355, 361, 365, 371,
375, 381, 385, 391, 395, 401, 405, 411 THRU 415
SET 9 = 111 THRY 227, 231, 234, 241, 244, 251, 254, 261, 264, 271,

274, 281, 284, 291, 294, 301, 304, 311, 314, 321, 324, 331,
334, 341, 344, 351, 354, 361, 364, 371, 374, 381, 384, 391,
394, 401 THRU 404

HARMNICS = ALL

DISPLACEMENT = 10

PLPAD = ALL

STRESS = 9

ELFPRCE = 9

PLATID = NASTRAN DEMDNSTRATI@N PR@BLEM NP. 1-15-1

QUTPUT(PLAT)

PLATTER SC

SET 1 = ALL

$
$ CPNVERT IDS T@ NASTRAN IDS FPR ELEMENTS 111 THRU 227 (ID*1000+N)

$ ‘

SET 2 INCLUDE ELEMENTS 111001 THRU 227001

AXES Z, X, ¥

VIEW 0.0, 0.0, 0.0

FIND SCALE, ORIGIN 1, SET 1

PTITLE = FULL M@DEL

PLAT SET 1, QRIGIN 1

FIND SCALE, QRIGIN 2, SET 2

PTITLE = LPADED SECTI@N (TRAPAX) AND TRANSITI@N SECTI@N (TRIAAX)
PLOT SET 2, @RIGIN 2

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 10
AXIC 10
CTRAPAX |1 5 11 112 122 121
CTRIAAX '181 10 181 192 19
MAT1 15 66666.7 .3
PRINTAX |1 m .0
PRESAX |20 -7.11111 114 124 -7.162 |7.162
PTRAPAX |5 15 .0 7.1
PTRIAAX {10 15 .0 3.58] 7.162
RINGAX |111 14.5 .0 3456
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Figure 4. Stresses at center of load.
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RIGID FORMAT No. 1, Static Analysis
Fully Stressed Design of a Plate with a Reinforced Hole (1-16-1)

A. Description

A flat plate with a reinforced hole in the center is optimized for stresses due to a uniform
end load. Restrictions on the minimum thickness are maintained. The plate is shown in Figure 1
and the finite element idealization is illustrated in Figure 2. This problem has been investigated
by G. G. Pope (Reference 21).

Due to symmetry, only one quadrant is modeled. Due to the membrane load all rotations and
normal displacements are constrained. The QDMEM and TRMEM elements are used for the plate and R@D
elements for the reinforcement around the hole.

The problem demonstrates several features unique to fully stressed design capability in NASTRAN.

These features are:

1. Elements with no limits on the range of the property change, i.e., the RPD has no
PLIMIT data.

2. Elements with a lower 1imit on the property optimization card. A1l membrane elements are
required to have a resultant thickness which must not be less than a minimum thickness.
This minimum is determined from the thickness obtained when the plate without a hole is
subjected to an end load at a prescribed stress limit.

3. Elements whose stress is not inspected but being in an area of nearly uniform stress have
their properties changed due to another element's stress. Element 7 has no stress reguest
but does have the same property identification number as element 17. This type of optimiza-
tion can save computer time at the expense of a design that may not be truely optimized.

4. A property whose value depends on the maximum stress of two elements. Elements 5 and
15 have the same property card. This ootion may be necessary if insufficient core is
allocated. ‘

5. Temperature dependent stress limits for material 3.

6. Using one stress limit only. The membrane elements use the maximum principle shear
only. This is 1/2 the major principle stress allowed. This stress limit was chosen
to better model the octahedral 1imit in Reference 21.

Tha roc eleme~ts usz only the tension and compression stress appropriate'to the given
property, namely area

7. An additional load case that was not included in the fully stressed design because a

stress request was not made. The second subcase may be considered a displacement
verification of this load case.
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B. Input

1. Parameters

2 = 30.0 in (total length)

w = 20.0 in (total width)

d = 10.0 in (hole diameter)

ty = 3.348 in (initial plate thickness)

Ao = 1.674 in2 (initial rod cross sectional area)
E

v

te

= 30.x10% psi (modulus of elasticity)
= 0.3 (Poisson's ratio)

= 1.0 in {lower 1imit for plate thickness corresponding to a 25.0x10% maximum
principle stress)

2. Boundary conditions:

on y = 0 plane, u, = (symmetry)

0
on x = 0 plane, u, = 0 (symmetry)
6

all points u, =8, = = 5_ = 0 (permanent constraints)

y z
3. Loads: .
First subcase: uniform load, F]0 = 25.0x10% 1b/in
Second subcase: at grid points 69 and 79, F]2 = -1000.0 1b

at grid point 78, F12 = -2000.0 1b

(contact load on rim of hole - displacement check only)

C. Theory

The theoretical approach developed for the property optimization technique in NASTRAN is
contained in the NASTRAN Theoretical Manual, Section 4.4. This technique is a fully stressed
design approach. A mathematical programming technique is used in reference 21 from which the
example problem was taken.

The two techniques might be expected to.give similar results when the same model is used.
However, reference 21 employs elements which allow varying properties and stresses while NASTRA:
elements allow only constant properties and constant stresses. Somewhat different geometry is
used in the NASTRAN model, i.e., the use of quadrilateral elements for illustration. Additional

features of the NASTRAN model are discussed in items 3, 4 and 5 of Part A.
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D. Results

The optimization process in this problem is terminated at 5 iterations. The initial weight to
final weight ratio is 2.70 compared to Pope's results of 2.63. Tables 1 and 2 show the optimized
nondimensional properties of the elements around the arch. Note that the results from reference

21 are averaged to provide an equivalent constant property element for comparison.

Table 1. Optimized Nondimensional Thickness Comparisons.

Reference 21
Element Original Average NASTRAN
t/te t/te t/te
37 3.348 1.24 1.00
38 3.348 1.00 1.04
39 3.348 1.00 1.00
46 3.348 2.10 1.14
47 3.348 1.34 2.00
57 3.348 3.32 1.34
59 3.348 3.19 4.40
67 3.348 4.58 5.47
68 3.348 3.26 1.5
69 3.348 4.52 5.49

Table 2. Optimized Nondimensional Area Comparisons.

Reference 21
Element Original Average NASTRAN
A/dt A/dt A/dt
e e e
101 .1674 .0249 .00716
102 L1674 .0238 0.0 effective
103 .1674 .0636 .05019
104 .1674 .1880 .1839
105 .1674 .3540 .3287
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E. Driver Decks and Sample Bulk Data

Card
No.

NV HBWN—O

O 00~

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38

NASTRAN FILES={UMF,PLT2)

ID DEM1161 ,NASTRAN
UMF 1977 11610
App DISPLACEMENT
SPL 1,0

TIME 9

CEND

TITLE = FULLY STRESSED DESIGN @F A PLATE WITH A REINFORCED HPLE
SUBTITLE = NASTRAN DEMPNSTRATI@N PRPBLEM Ng. 1-16-1
LABEL = TEMPERATURE DEPENDENT MATERIALS.

TEMPERATURE (MATERIALS) = 3000

SPC = 11

DISPLACEMENT = ALL
SUBCASE 10

LABEL

= DESIGN CASE - UNIFPRM END LPAD
SET 111 = 1 THRU 105 EXCEPT 7
STRESS = 111
LPAD = 10
SUBCASE 12
LABEL = CHECK CASE - CANTACT LPAD AT N@ZZLE.
LPAD = 12
PLPTID = NASTRAN DEM@NSTRATIPN PRPBLEM ND. 1-16-1
QUTPUT(PLQT)
PLATTER SC
SET 1 =1, 7, 38, 61, 69
SET 2 = INCLUDE ELEMENTS QDMEM, TRMEM
MAXIMUM DEF@RMATIQN 0.8
AXES Z, X, Y
VIEW 0.0, 0.0, 0.0
FIND SCALE, @RIGIN 12, SET 1
PTITLE = ARCH M@DEL
PL@T SET 2, @RIGIN 12 LABEL
PTITLE = DEFLECTI@N VECTPRS FQR B@TH L@ADS AND EACH ITERATIQN
PLPT STATIC DEFQRMATI@N SET 2, PRIGIN 12, VECTPR RXY, SYMBQL 7
FIND SCALE, @RIGIN 12, SET 1, REGIGN 0.0, 0.0, 0.6, 1.0
PTITLE = ARCH MPDEL REFLECTED AB@UT VERTICAL AXIS
PLOT SET 2, @RIGIN 12, SYMMETRY X
BEGIN BULK
ENDDATA
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1 2 3 4 5 10
CQDMEM {1 1 13 3 1
CR@D 101 48 49 102 102 49 58
CTRMEM | 11 13 1 21
FARCE 10 1 .312585 (.0 1.0 .0
GRDSET 3456
GRID 1 -10. 15.
MAT1 1 30.E06 .3 .283 70.0 +CPNST
+CONST 12.5E3
MATT 2 +MATT]
+MATT] 222
PARAM GROPNT | O
PLIMIT | QDMEM .2986858 1 THRU 61 FSD
PAPT 5 .04 .95 2 YES FSD
PQDMEM | 1 1 3.348
PRBD 101 3 1.674
PTRMEM | 11 1 3.348
SPC1 1 1 ] 19 29 39 48
TABLEM1 | 222 +TAB-M1
+TAB-M1 | 1. 12.5E3 |10. 12.5E3 {ENDT
TEMPD 3000 80.

i/—-‘\ '
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Figure 2. Finite element model.
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RIGID FORMAT No. 1, Static Analysis

Rectangular Plate With Variable Moduli of Elasticity (1-17-1)

A. Description

This problem illustrates the use of the element stress precision check feature, NCHECK. A
rectangular plate is modeled using CQUAD2 elements. The thickness 1s constant, but the modulus
of elasticity is varied versus distance along the plate length. Concentrated forces and thermal
loads are applied so as to produce uniform stress distribution in selected directions. The
problem is designed so that stress calculations for certain elements will involve operations

with small differences between large numbers to produce a loss of precision in the calculations.

B. Input

The model is shown in Figure 1. The relevant data are listed below.

1. Parameters:

t = 1.0 inch (Plate thickness)

E = (see Figure 1) (Modulus of elasticity)

v =0.0 {Poisson's ratio)
a=1.0x10"° in/in/°F  (Thermal expansion coefficient)
T = 170°F (Applied temperature, uniform)
T, = 70°F (Reference temperature)

2. Constraints:

Subcases 1, 2, and 3

Ug = 0 at all Grid points
Uy = ug = 0 at Grids 11 and 13
Uy = Uy = Uy =y, = ug = 0 at Grid 12

Subcase 4
ug = 0 at all Grid points

Up = Uy = U3 = Uy =g = 0 at Grid points 11, 12, 13, 51, 52, and 53
3. Loads:
Subcase 1 Fy = 100. at Grids 51 and 53
Fy = 400. at Grid 52
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Subcase 2 Fx 1000. at Grid 52

Subcase 3 Fz 100. at Grid 52

Subcase 4 T =170.9F at all Grids

4. Output Reguests:
DISP = ALL
ELSTRESS = ALL
NCHECK = 12

C. Results

A summary of stress precision in the number of significant digits is presented in Table 1. The
quantities shown in the table are indicative of the general trends observed in all stress precision
output for this problem. The trend shows that elements with higher moduli of elasticity provide less

precise stresses relative to the other elements under the same loading.
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D. Driver Decks and Sample Bulk Data

Card
No.
0  NASTRAN FILES=UMF
1 1D DEM1171,NASTRAN
2 UMF 1977 11710
3 APP pDISpP
4 SOL 1,0
5 TIME 10
6 CEND

7 TITLE = RECTANGULAR PLATE WITH VARIABLE M@DULI QF ELASTICITY
8 SUBTITLE = NASTRAN DEMANSTRATIPN PR@BLEM NP. 1-17-1
9  LABEL = ELEMENT STRESS PRECISIBN CHECKS
10 SPC =10
11 OUTPUT
12 DISPLACEMENT = ALL
13 ELSTRESS = ALL
14 NCHECK = 12
15  SUBCASE 1
16 LABEL = L@AD IN L@NGITUDINAL DIRECTIPN
17 LRAD =1
18  SUBCASE 2
19 LABEL = LPAD IN TRANSVERSE DIRECTION
20 LQAD =2
21  SUBCASE 3
22  LABEL = LPAD N@RMAL TQ SURFACE
23 LQAD = 3
24  SUBCASE 4
25 LABEL = THERMAL LQAD
26  TEMP(L@AD) = 4

27 SPC =20

28  BEGIN BULK

29  ENDDATA

1 2 3 4 5 6 7 8 10

CQuADZ |11 10 1 12 22 21 .0
FORCE 1 51 100.0 .0 1.0 .0
GRDSET 6
GRID 1" .0 .0, .0
MATI 10 1.0E3 .0 1.0E-6 |70.0
PQUADZ (10 10 1.0 .0 20 20 1.0
SPC1 10 23 n 13
TEMPD 4 170.0

(\.
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Table 1.

Stress Precision Summary

Case

Modulus of

(CDC) Elasticity Subcase 1 | Subcase 2 | Subcase 3 | Subcase 4
Significant o] T M o]
Load or Stress y xy y Y
Elements 11, 12| 10° 14.5 512 >12 >12
Elements 21, 22|  10° 12.1 1.4 1.9 >12
Elements 31, 32| 10 10.1 9.2 9.7 10.6
Elements 41, 42| 10° 8.1 7.1 7.2 9.0
(%g;§ E?gglgzizg Subcase 1 Subcase 2 | Subcase 3 | Subcase 4
Significant
Load or Stress °y Txy My Uy
Elements 11, 12| 10° 7.2 >12 >12 >12
Elements 21, 22|  10° 4.9 4.2 4.7 >12
Elements 31, 32| 10 2.9 2.0 2.5 3.3
Elements 41, 42| 107 1.0 0.5 1.7 2.0
(Uﬁ?aic) E?::lgzizj Subcase 1 | Subcase 2 | Subcase 3 | Subcase 4
Significant
Load or Stress Oy Txy My 9
Elements 11, 12| 10° 8.1 >12 512 >12
Elements 21, 22| 10° 5.8 5.1 5.6 >12
Elements 31, 32| 10 3.8 2.9 3.4 4.3
Elements 41, 42|  10° 1.0 0.8 0.7 2.7
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RIGID FORMAT No. 2, Inertia Relief Analysis

Inertia Relief Analysis of a Circular Ring Under Concentrated and Centrifugal Loads (2-1-1)

A. Description

This problem illustrates the use of inertia relief analysis to solve a free-body problem. In
inertia relief the structure is under constant acceleration due to the appliied loads; the reac-
tions to the applied load are due to the masses of the structure. Ficticious, nonredundant, sup-
port points must be provided to define a reference system attached to the body. The displacements

of the body are measured relative to the supported coordinates.

The basic problem is illustrated in Figure 1. The structure consists of a spinning ring with
a constant radial load applied to one point. The rotational velocity creates centrifugal loads
and the point load causes inertia reactions. The actual dynamic motion of the whole structure
js a cyclic motion of the center point coinciding with the rotation of the ring. The displace-
ments measurcd by the inertia relief analysis, however, will be the static motion relative to the

support point displacements.

The displacements are defined in a cylindrical coordinate system (u1 = Ups Uy = U, u = uz).
The elements used are BAR elements with a large cross-sectional area to minimize axjal deforma-
tions. The BARs were offset a uniform radial distance from the grid points to demonstrate the

offset option of the BAR element.

B. Input

1. Parameters:
R = 10.0 (radius at end of BAR elements)
R.I = 11.0 (Radius at grid points)
I = 10.0 (Bending inertia)
p = 0.5 (Mass density)
E = 1000. (Modulus of elasticity)

A = 1000. {Cross-sectional area)
2 Loads:
Pr,13 = 100

f = 1.59 cps (Rotational velocity, w = 1.0 radians per second)
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3. Supports:
a) The Up direction is supported to restrict vertical translation.

b) The u and u 13 directions are supported to restrict rotation and horizontal

¢,] b,
translation.

4, Grid Point Weight Generator Input:

Weight and moment of inertia are defined relative to point 19.

C. Theory

1. The Element Forces and Moments may be solved by the following analysis, as explained in

Reference 7, Chapter 12.

a) Using symmetry the structure may be defined by the free-body diagram in figure 2.

The static equilibrium equations at any angle are

A = Ao cosd + uod sing (Axial Force) . (1)
v = A0 sing + ud coso (Shear) . (2)
and M = Mo + rlu(l - cos¢ - ¢ sing) + Ao(1 - cos¢)] (Bending Moment) (3)

b) Using energy and Castigliano's Theorem:

R T2
U = 5 [Mde (4)
0
sU
S - . (5)
6M0
and %%_ = 0 . (6)
0

These are the deflections at the bottom which are fixed. The resulting two equa-

tions are used in step c.

¢) Solving the equations in (b) gives the redundant forces:
A, = -bu = - (7)
() ZH In :

and M0 = > = . (8)
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d) Adding a dummy load and solving the problem with the above boundary conditions gives

the displacement due to the point load:
3 2
_ FR” m
8¢ = Er g - 1) . (9)

e) The axial stress and radial displacement due to the centrifugal load is

2

o, = eR% WS = 5.0x10 s (10)
20R3,2
and 5, = —QE— = 1.0 . (1)

D. Results

1. The total result of summing the two loads is

THEORY NASTRAN

§ = Displacement ur,13 1.75 1.734
Mo = Moment BAR #1, end A -79.5 -80.48
M] = Moment BAR #12, end B -238.5 -236.0

2. The structural mass characteristics as calculated by the grid point weight

generator are

THEORETTCAL NASTRAN
XCG = 11.0 from point 19 11.0
Mass = 7 x 10% = 3.14159 x 10% 3.1326 x 10%
- _om 6 _ 6 6
Lo =1y = F x10% = 1.5708 x 10 1.5663 x 10
1, =nx10% = 3.14159 x 10° 3.1326 x 10°

(Inertias are about center of gravity)

NASTRAN gives slightly different answers due to the polygonal shape of the finite element model.
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E. Driver Decks and Sample Bulk Data

Card
No.
0  NASTRAN FILES=UMF
1 1D DEM2011,NASTRAN
2 UMF 1977 20110
3  TIME 5
4 APP DISPLACEMENT
5 SpL 2,1
6 CEND
7
8
9
10 LPAD = 3
11 PUTPUT
12 DISP = ALL

13 PLPAD = ALL
14 SPCFPRCE
15  STRESSES

ALL
ALL

non

16 SET 1 =1,6,7,12,13,18,19,24

17  ELFPRCE =1
18 BEGIN BULK

TITLE = INERTIA RELIEF ANALYSIS @F A CIRCULAR RING
LABEL = CONCENTRATED AND CENTRIFUGAL LQADS
SUBTITLE = NASTRAN DEM@NSTRATION PROBLEM N@. 2-1-1

19 ENDDATA
1 2 3 4 5 6 7 8 10

BARGR 5 1.0 .0 .0
CBAR |1 1 2 +81
+81 -1.0 .0 .0 -1.0 .0
CPRD2C |2 0 .0 10.0 .0 10.0 CCARD
+CRD  |.0 9.0 .0
FRRCE |1 13 2 100.0  |1.0 .0 .0
GRDSET 2 2 345
GRID |1 1.0 .0 .0
LPAD |3 1.0 1.0 1 1.0 2
MAT1 1 1000.0 {400.0 .5 +MATT
+MAT1  [100. 200. 300.
PARAM  |GROPNT |19
PBAR |5 1 1000.0 |10. 10. +P5
+P5 1.0 1.0 -1.0  [-1.0
RFPRCE |2 25 2 .159155 |.0 .0 1.0
SUPERT |1 2 1 1 13 2
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Figure 1. Ring under concentrated and centrifugal Toads.
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RIGID FORMAT NO. 2, Inertia Relief Analysis
Windmill Panel Sections for Automated Multi-stage Substructuring, Run 1, (2-2-1)
Windmill Panel Sections faor Automated Multi-stage Substructuring, Run 2, (2-2-2)
Windmill Panel Sections for Automated Multi-stage Substructuring, Run 3, (2-2-3)
Windmill Panel Sections for Automated Multi-stage Substructuring, Run 4, (2-2-4)

Windmill Panel Sections for Automated Multi-stage Substructuring, Run 5, (2-2-5)
Windmill Panel Sections for Automated Multi-stage Substructuring, Run 6, (2-2-6)
Windmill Panel Sections for Automated Multi-stage Substructuring, Run 7, (2-2-7)

A. Description

This problem illustrates the fully automated multi-stage substructuring capability of NASTRAN.

The single structure mode! for the Windmill panel problem is shown in Figure 1. Indicated in this

figure are the three basic substructures used for the analysis. As can be seen, the entire structure

can be composed of only these three components, thus taking advantage of symmetry. The detailed
idealizations for the three basic substructures are shown in Figures 2 and 3. These figures show
the three separate basic coordinate systems and the local coordinate systems for each of the three

basic substructures created.

Of the total of seven runs involved, three Phase 1 runs are made, one for each basic substruc-
ture, using Rigid Format 2 in order to generate mass matrices. The combination and reduction to
the final model is accomplished in seven distinct Phase 2 steps, plus eight equivalence operations.
The sequence of combination steps taken is illustrated in Figures 4a and 4b. Figure 5 details the
points retained in the "analysis set" following the Phase 2 Guyan reduction. A static solution,
Rigid Format 1, is obtained for each of the three load cases specified. Run 4 produces actual

plot output. Runs 5 and 6 demonstrate the Phase 3 data recovery for two of the basic substructures.

A seventh run is made to extract normal modes using Rigid Format 3 for the same reduced struc-

ture shown in Figure 5.

B. Input

1. Parameters:

re = 50.0 in (outer radius)

ry = 10.0 in (inner radius)

t = 0.1idn (plate thickness)

E = 10x 106 psi (modulus of elasticity)
v = 0.25 (Poisson's ratio)
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2. Boundary Conditions:

A1l points u, = ex = ey = ez = 0 (permanent constraint)

u, = 0 at HUB grid points 13, 19, 37, 43
u.y = 0 at HUB grid points 1, 7, 25, 31
3. Loads:

First Subcase: centrifugal force due to unit angular velocity
Second Subcase: unsymmetric load - right panel in tension, bottom panel in
compression, F = 100 uniformly distributed over each loaded edge

Third Subcase: F = 1.0 applied at HUB grid point 4 inward radially

4. Substructuring Parameters:

SPF(1) = SPF0,950 $ COC
SPF(1) = FT18,950 $ IBM
SPF(1) = INPT,950 $ UNIVAC

PASSWPRD = DEM@
PPTIONS = K, M, P

C. Theory

This problem is designed to illustrate the use of automated multi-stage substructuring. No

closed form solution is available. Results are compared with non-substructured NASTRAN solutions.

D. Results

The solutions of the final reduced structure using both Rigid Format 1 and Rigid Format 3 are
in excellent agreement with the non-substructured solutions. Displacements at selected points and
eigenvalues are compared in Table 1. The values presented were obtained from executions on IBM
equipment. Values obtained from CDC and UNIVAC are of the same order of magnitude with slight

differences attributable to round-off of very small numbers.
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E. Driver Decks and Sample Bulk Data

Card
No.

O0a  NASTRAN FILES=UMF $ CDC AND IBM
Ob  NASTRAN FILES=(INPT,UMF) $ UNIVAC

1 D DEM2021,NASTRAN

2 UMF 1977 20210

3 APP DISPLACEMENT,SUBS
4 SaL 2,0

5 TIME 5

6 DIAG 14,23

7 CEND

8 SUBSTRUCTURE PHASET

) PASSW@RD = DEM@

10a  S@F(1) = SPF0,950,NEW § CDC
10b  S@F(1) = FT18,950,NEW § IBM
10c  SPF(1) = INPT,950,NEW $ UNIVAC

11 RUN = STEP

12 PPTION = K,M,P
13 NAME = HUB

14 SAVEPLPT = 1
15 SPFP TPC

16 ENDSUBS

17 TITLE = WINDMILL PANEL SECTIPNS F@R AUT@PMATED MULTI-STAGE SUBSTRUCTURING
18 SUBTITLE = NASTRAN DEM@NSTRATI@N PRPBLEM N@. 2-2-1

19 LABEL = SUBSTRUCTURE 1, RUN 1, PHASE 1

20 SPC = 30

21 SUBCASE 1 .

22 LABEL = RPTATI@NAL FPRCES DUE T® UNIT @MEGA ABPUT CENTER @F STRUCTURE
23 LPAD = 1

24 SUBCASE 2

25 LABEL = CHECK @N RELEASE FEATURE AT GRID PRINT §

26 LPAD 3

27 UTPUT(PLAT)

28 SET 1 = ALL

29 PLOT
30 BEGIN BULK
3 ENDDATA
1 2 3 4 .5 6 7 8 9
CgrD2C |1 0 .0 .0 .0 .0 .0 .0 +
+CPR 1.0 .0 .0 ] o
CQDMEM |1 10 1 4 5 2
FPRCET |3 4 1.0 5 4
GRDSET 3456
GRID 1 -5.0 10.0
MAT] 50 1.0+7 .25 2.5e-4 | 1.0E-6 | 70.0
PQDMEM |10 50 .1
RF@RCE |1 0 0 .1591579|.0 .0 1.0
SPC1 30 1 13 19 37 43
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Card
No.

0a NASTRAN FILES=UMF $ CDC AND IBM
Ob NASTRAN FILES=(INPT,UMF) $ UNIVAC

1 1D DEM2022 ,NASTRAN

2 UMF 1977 20220

3 APP DISPLACEMENT,SUBS
4 SQL 2,0

5 TIME 5

6 DIAG 14,23

7 CEND

8  SUBSTRUCTURE PHASE1

9 PASSW@RD = DEMQ

10a SOFg]) = S@FO 950 $ CDC
10b S@F(1) = FT18,950 $ IBM
10c SPF(1) = INPT,950 $ UNIVAC
11 RUN = STEP

12 @PTION = K,M,P

13 NAME = RP@TI

14  SAVEPLQT = 1

15  S@FP TOC

16  ENDSUBS

17 TITLE = WINDMILL PANEL SECTI@NS FPR AUT@MATED MULTI-STAGE SUBSTRUCTURING
18 SUBTITLE = NASTRAN DEM@NSTRATIQN PR@BLEM N@. 2-2-2

19  LABEL = SUBSTRUCTURE 2, RUN 2, PHASE 1

20 LPAD =1

21  @UTPUT(PLAT)

22 SET 1 =ALL

23 PLAT

24 BEGIN BULK

25  ENDDATA

] 2 3 4 5 6 7 8

CQDMEM |1 10 3 4 2 1
GRDSET 3456
GRID 1 .0 27.5
MAT] 50 1.0+7 .25 2.5E-4 | 1.0E-6 |70.0
PQDMEM {10 50 N
RFARCE |1 .1591579].0 .0 1.0
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Card

No.

0a

NS WN

w oo

10a
10b
10¢
n
12
13
14
15
16

17
18
19
20
21
22
23
24
25
26
27
28
29

NASTRAN FILES=UMF $ CDC AND IBM

NASTRAN FILES=(INPT,UMF) $ UNIVAC

10 DEM2023 ,NASTRAN
UMF 1977 20230

App DISPLACEMENT,SUBS
SpL 2,0

TIME 5

DIAG 14,23

CEND

SUBSTRUCTURE PHASE1
PASSWPRD = DEM@

SPF(1) = S@PF0,950 $ COC
SPF(1) = FT18,950 $ IBM
S@F(1) = INPT,950 $ UNIVAC
RUN = STEP

QPTION = K,M,P

NAME = VANE1
SAVEPLQT = 1
SPFP TAC
ENDSUBS
TITLE

LABEL
SUBCASE 1

LABEL = RPTATIPAL FPRCES ABQUT CENTER @F OVERALL STRUCTURE.

LPAD =1

SUBCASE 2

LABEL = EXTENSION @F PANEL
LRAD = 2

WINDMILL PANEL SECTIPNS F@R AUTPMATED MULTI-STAGE SUBSTRUCTURING
SUBSTRUCTURE 3, RUN 3, PHASE 1

QUTPUT (PLAT)
SET 1 = ALL
PLAT
BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 10
CARD2R |1 5.0 22.5 |.0 5.0 22.5 |1.0 +A
+A .0 22.5 .0
CQDMEM |1 10 3 4 2 1
FERCE1 |2 1 5.0 |4 2
GRDSET 1 3456
GRID |1 .0 22.5
MATT |50 1.0+7 .25 2.5€-4 | 1.0E-6 |70.0
PQDMEM | 10 50 A
RFRCE [ 1 9 .1591579 .0 .0 1.0
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Card

N O
oo

[VeYe-] ~NoOOeaeWw

10a
10b
10¢
1
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
3
32
33
34
35
36
37
38
39
40
41
42
43
a4
45
46
47
48
49
50
G}
52

NASTRAN FILES=(UMF,PLT2) $ CDC AND IBM

NAST
1D
UMF
APP
SOL
TIME
DIAG
CEND

RAN FILES=(UMF,INPT,PLT2) $ UNIVAC
DEM2024 ,NASTRAN
1977 20240
DISPLACEMENT,SUBS
1,0
10
14,23

SUBSTRUCTURE PHASE2
PASSWPRD = DEM@

SPF(
SOF (
gPTI
PLOT
PLOT
PLOT
$
$
$

A

4

1) = SPF0,950 $ CDC
1) = FT18,950 $ IBM

1) = INPT,950 $ UNIVAC
@NS = K,M,P

VANE1

ROAT

HUB

STEP 1. CPMBINE VANET@P

SPFPRINT TOC
EQUIV VANE1,VANE2
PREFIX = X
CPMBINE VANET,VANEZ
NAME = VANETQP
TALERANCE = 0.02
QUTPUT = 1,2,7,11,12,13,14,15,16,17
COMPONENT = VANE]
TRANS = 100
CPMPONENT = VANEZ
TRANS = 100
SYMT = X
PLPT VANETQP
SPFPRINT T@C

STEP I1. CPMBINE RPQTTQP

EQUIV RPPTI,RPPT2
PREFIX = X
COMBINE RP@T1,RPAT2
NAME = RO@TTQP
TPLERANCE = 0.02
QUTPUT = 1,2,7,11,12,13,14,15,16,17
CPMPNENT = RPQT2
SYMT = X

PLAT RPPTTOP
SPFPRINT TC

STEP III.  SEVEN STRUCTURE COMBINE
EQUIV VANETQP,VANELFT

PREFIX = L
EQUIV VANET@P,VANERGT
PREFIX = R

EQUIV VANETPP,VANEBPT
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Card

No.

53 PREFIX = B

54  EQUIV ROGTTAP,REATLFT
55 PREFIX = L

56  EQUIV ROATTEP,REGTRGT
57 PREFIX = R

58 EQUIV R@JTTAP,RAGTBET
59 PREFIX = B

60  S@FPRINT T@C

61 §

62  COMBINE VANETOP ,RGGTTGP ,VANELFT ,ROGTLFT, VANEBGT ,REGTBET ,REGTRGT
63 NAME = RING

64 T@LERANCE = 0.02

65 QuUTPUT = 1,2,7,11,12,13,14,15,16,17
66 COMPUNENT = VANELFT

67 TRANS = 400

68 COMPUNENT = RQQTLFT

69 TRANS = 400

70 COMPBNENT = VANEBQT

71 SYMT = ¥

72 COMPONENT = RPQ@TBAT

73 SYMT = Y

74 COMPONENT = RPQATRGT

75 TRANS = 300

76 $

77 g STEP IV. COMBINATI@N @F BLADES

78

79 COMBINE RING,VANERGT

80 NAME = BLADES

81 TOLERANCE = 0.02

82 gUTPUT = 1,2,7,11,12,13,14,15,16,17
83 COMPONENT = VANERGT

84 TRANS = 500

85 $

86 g STEP V. FINAL CPMBINE @F WINDMILL WITH RELES QPTIQN
87

88 COMBINE HUB,BLADES

89 NAME = WINDMIL

90 TOLERANCE = 0.02

91 AUTPUT = 1,2,9,11,12,13,14,15,16,17
92 CONNECT = 1000

93 SPFPRINT TAC
94 gLﬂT WINDMIL

95

96 % STEP VI.  REDUCTION T@ BPUNDARY PPINTS
97

98 REDUCE WINDMIL

99 NAME = SMALLMIL

100 BPUNDARY = 2000

101 RSAVE

102 puTPUT = 1,2,3,4,5,6,7,8,9

103 SPFPRINT TPC

104 SPLVE SMALLMIL
105 RECAVER SMALLMIL

106 PRINT WINDMIL
107 SAVE HUB
108 SAVE RVANE1

109  ENDSUBS

110 TITLE = WINDMILL PANEL SECTIQNS F@R AUTPMATED MULTI-STAGE SUBSTRUCTURING
111 SUBTITLE - NASTRAN DEMPNSTRATIPM PRPBLEM N@. 2-2-4
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Card

112 LABEL = CPMBINE, REDUCE, S@LVE, AND RECOVER, RUN 4, PHASE 2

113 DISP = ALL

114  QLPAD = ALL

115 MPC = 20

116  SUBCASE 1

117 LABEL = RPTATIPNAL FPRCES DUE TP UNIT @MEGA ABQUT CENTER @F STRUCTURE
118 LQAD =1

119 SUBCASE 2

120 LABEL = EXTENSI@N @F RIGHT PANEL AND COMPRESSI@N QF B@TTOM PANEL
121 LPAD = 2

122 SUBCASE 3

123 LABEL = CHECK PN RELEASE FEATURE AT GRID P@INT 5

124 LQPAD = 3

125 PLPTID = NASTRAN DEMINSTRATION PRPBLEM N@. 2-2-4

126 QUTPUT(PL@T)

127 PL@TTER SC

128 SET 1 = ALL

129 AXES Z, X, Y

130 VIEW 0.0, 0.0, 0.0

13 FIND SCALE, QRIGIN 1, SET 1, REGIPN 0.1, 0.1, 0.9, 0.9

132 PTITLE = SUBSTRUCTURES VANE1/R@@T1/HUB/VANET@P/RPQTTPP PLUS MILL
133 PLAT SET 1, @RIGIN 1, LABEL B@TH

134 BEGIN BULK
135 ENDDATA

1 2 3 4 5 - 6 7 8 9 10
8DYC 2000 VANE] 200 VANE2 200 LVANET {200 +BC1
+BC1 LVANEZ ]200 BVANE1 | 200 BVANEZ | 200 +BC2
BDYST 200 12 1 2 4 6 . 8
GTRAN 100 VANE1 7 ' ‘

LPADC 1 1.0 VANET 1 1.0 VANE2 1 1.0 +LC1A
+LC1A ROOT 1 1.0 ROOT2 1 1.0 +LC18
MPCS 20 HUB 108 1 -1.0 +MPC1
+MPC1 ROOT1 6 2 .9486833p 1 .3162278

RELES 1000 HUB 5 - 2 17 1 29 2 +REL

+REL 4] 1 108 12

TRANS 100 0.0 27.5 0.0 0.0 27.5 1.0 +A

+A 5.0 27.5 0.0
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Card
No.

Qa

~NOoOOeAaWw

O

10a
10b
10¢

12
13
14
15
16
17
18
19
20
21
22
23
24
25

NASTRAN FILES=UMF § CDC AND IBM
NASTRAN FILES=( INPT,UMF) $ UNIVAC

1D DEM2025 ,NASTRAN
UMF 1977 20250
APP DISP,SUBS

SoL 1,0

TIME 5

DI1AG 14,23

CEND

SUBSTRUCTURE PHASE3
PASSWORD = DEMO
SPF(1) = SPF0,950 $ CDC
SPF(1) = FT18,950 $ IBM
SPF(1) = INPT,950 $ UNIVAC
RECAVER RVANE1
ENDSUBS

TITLE = WINDMILL PANEL SECTI@NS F@R AUTPMATED MULTI-STAGE SUBSTRUCTURING
SUBTITLE = NASTRAN DEMPNSTRATI@N PRPBLEM N@. 2-2-5
LABEL = RECPVER RVANE1, RUN 5, PHASE 3

DISP = ALL
STRESS = ALL
SUBCASE 1
LABEL = R@TATIPNAL FPRCES ABPUT CENTER @F PVERALL STRUCTURE
SUBCASE 2
LABEL = EXTENSIQN @F RIGHT PANEL AND CPMPRESSIPN @F BPTTPM PANEL
SUBCASE 3
LABEL = CHECK PN RELEASE FEATURE AT GRID PPINT 5
BEGIN BULK
ENDDATA i
1 2 3 4 5 6 7 8 10
CPRDZ2R |1 5.0 22.5 .0 5.0 22.5 1.0 A
+A .0 22.5 .0
CQDMEM {1 10 3 14 2 1
FORCE1 |2 1 25.0 4 2
GRDSET 1 3456
GRID 1 .0 22.5
MAT1 50 1.047 .25 2.56-4 |1.0E-6 |70.0
PQOMEM | 10 50 R
RFORCE |1 9 .1591579| .0 .0 1.0
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NASTRAN FILES=UMF $ CDC AND IBM
NASTRAN FILES={INPT,UMF) $ UNIVAC

1D DEM2026 ,NASTRAN
UMF 1977 20260
APP DISPLACEMENT,SUBS
SoL 1,0

TIME 5

DIAG 14,23

CEND

SUBSTRUCTURE PHASE3
PASSWPRD = DEMP
SPF(1) = SPFD,950 $ CDC
S@F(1) = FT18,950 § IBM
SPF(1) = INPT,950 $ UNIVAC
BREC@VER HUB

ENDSUBS

TITLE = WINDMILL PANEL SECTIPNS FPR AUT@MATED MULTI-STAGE SUBSTRUCTURING
SUBTITLE = NASTRAN DEMPNSTRATION PR@BLEM N@. 2-2-6
LABEL = RECPVER HUB, RUN 6, PHASE 3

DISP = ALL
STRESS = ALL
SPC = 30
SUBCASE 1

LABEL = RATATIPNAL FPRCES DUE TP UNIT @MEGA ABRUT CENTER @F STRUCTURE
SUBCASE 2

LABEL = EXTENSION @F RIGHT PANEL AND COMPRESSI@GN @F BATTPM PANEL
SUBCASE 3

LABEL = CHECK @N RELEASE FEATURE AT GRID PQINT 5

BEGIN BULK
ENDDATA .

1 2 3 4 5 6 7 8 S 10
CPRD2C |1 0 .0 .0 .0 .0 .0 . +
+CPR 1.0 .0 .0 0 o
CQOMEM | 1 10 1 4 5 2
FORCET |3 4 1.0 5 4
GRDSET 3456
GRID 1 -5.0 10.0
MAT1 50 1.0+7 .25 2.56-4 |1.0E-6 |70.0
PQDMEM | 10 50 .1
RFPRCE |1 0 0 .1591579| .0 .0 1.0
SPC1 30 ] 13 19 37 43
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NASTRAN FILES=UMF $ COC AND IBM
NASTRAN FILES=(INPT,UMF) $ UNIVAC

1D DEM2027 ,NASTRAN
UMF 1977 20270
ApP DISP, SUBS

SgL 3,0

TIME 5

DIAG 14,23

CEND

SUBSTRUCTURE PHASEZ2
PASSW@RD = DEM@

SPF(1) =
S@F(1)
SPF(1)
SPFPRINT T@C
EQUIV SMALLMIL,SMILLDYN
PREFIX = D
S@FPRINT TQC
SPLVE SMILLDYN

uono

SPF0,950 $ CDC
FT18,950 $ IBM
INPT,950 $ UNIVAC

RECOVER SMILLDYN

PRINT DWINDMIL

ENDSUBS

TITLE = WINDMILL PANEL SECTI@NS F@R ATUPMATED MILI-STAGE SUBSTRUCTURING

SUBTITLE = NASTRAN DEM@NSTRATIPN PR@BLEM Np. 2-2-7
LABEL = N@RMAL MPDES FPR SMALLMIL, RUN 7, PHASE 2

METH@D = 10
MPC = 21
VECTQR = ALL
BEGIN BULK
ENDDATA

1 3 6 9 10
EIGR 10 INV .0 1 PEIG
+EIG MAX
MPCS 21 DHUB 108 -1.0 +MPC1
+MPC1 DROOTY |6 .9486833 .3162278
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Figure 1. Windmill model, basic substructures.
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Figure 3. Windmill section substructures.
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Figure 4. Sequence of combination steps.

2.2-7 (3/1/76)




/ Ring

Vaner;k

Step 1V - Generates BLADES

Blades 7

L

Step V - Generates WINDMILL

Figure 4. Sequence of combination steps (continued).
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Figure 5. Solution grid points for windmill model.
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RIGID FORMAT No. 3, Real Eigenvalue Analysis

Vibration of a 10x20 Plate (3-1-1)
Vibration of a 20x40 Plate (3-1-2)
Vibration of a 10x20 Plate (INPUT, 3-1-3)
Vibration of a 20x40 Plate (INPUT, 3-1-4)

A. Description
This problem demonstrates the solution for natural frequencies of a large-order problem. The
structural model consists of a square plate with hinged supports on all boundaries. The 10x20
model (Problem 3-1-1), as shown in Figure 1, represents one half of the structure with symmetric
boundary constraints on the mid-line to reduce the order of the problem and the bandwidth by one
half. The 20x40 model (Problem 3-1-2) has the same dimensions, but with a finer mesh. Both con-
figurations are developed via the INPUT module (Problems 3-1-3 and 3-1-4 for coarse mesh and fine

mesh, respectively) to generate the QUADT elements.

Because only the bending modes are desired, the in-plane deflections and rotations normal
to the plane are constrained. The inverse power method of eigenvalue extraction is selected
for the smaller model and the FEER method (Reference 32) is selected for the larger model.

Both structural mass density and non-structural mass-per-area are used to define the mass matrix.

An undeformed structure plot is executed without plot elements. This is expensive on most
plotters since all four sides of each quadrilateral are drawn. For the deformed plots of each
eigenvector, plot elements are used to draw an edge only once and to draw only selected

coordinate lines (every second or fourth line depending on the model used).

B. Input
1. Parameters:

2 =w = 20.0 (Length and width)
[al , .

V3 {Moment of inertia)
= 1.0 {Thickness)

o+

3.0 x107 {Modulus of elasticity)

m
L]

0.30 (Poisson's ratio)

<
"

206.0439 (Mass density, 200.0 structural and 6.0439 non-structural mass)

©
n
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2. Boundary constraints:

along x = 0, 8y = 0 Symmetric Boundary
alongy = 0, u, = By =0

along x = 10, u, = 8, = 0 Hinged Supports
alongy = 20, u; = 8y = 0

3. Eigenvalue extraction data:
Method: Inverse Power and FEER
Region of interest for Inverse Power: .89 < f < 1.0
Center point for FEER: .87
Number of desired roots: 3

Number of estimated roots: 1

C. Results

Table 1 lists the NASTRAN and theoretical natural frequencies as defined in Reference 8.

Figures 2 and 3 present the first two mode shapes. The modal masses for these modes are equal

to one-fourth the total mass or my = 10302.2.

Table 1. Natural Frequencies, cps.

v NASTRAN | NASTRAN
Mode | Theoretical 10x20 20x40
No. (INV) | (FEER)
1 .9069 .9056 .9066
2 2.2672 2.2634 2.2663
3 4.5345 4,5329 4.5340
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D. Driver Decks and Sample Bulk Data

Card

O 00~y

10
11
12
13
14
15
16
17
18

20
2]

22
23
24
25
26
27
28
29
30
N

32
33
34
35
36
37
38
39
40
4

42
43

mmawr\)—-‘o,

NASTRAN FILES=(UMF,PLT2)
1D DEM3011,NASTRAN

UMF 1977 30110
APP DISPLACEMENT
SPL 3,1

TIME 35

CEND

TITLE = VIBRATIPNS OF A 10 BY 20 PLATE
SUBTITLE = NASTRAN DEM@NSTRATIPN PRBBLEM N@. 3-1-1
$

SPC = 37
METH@D = $ INV - ENCL@SES 1 M@DE - FINDS 3 RPQTS
R@ATS ARE AT THE FRLLPWING FREQUENCIES (THEPRETICAL)
FREQ
9.068997E-1
2.267249
4.534498
4.534498
5.894343
7.708647

3
MPDE M
1 1
]
1
3
3
1

O~V
PO -

SET 1 =1 THRU 11, 34 THRU 44, 56 THRU 66, 78 THRU 88, 111 THRU 121

SET 2 = 1 THRU 12, 22,23,33,34,44,45,55,56,66,67,77,78,88,89,
99,100, 110 THRU 121
DISPLACEMENTS = 1
SPCFPRCE = 2
;
PLATID = NASTRAN DEM@NSTRATI@N PR@BLEM Ng. 3-141
PUTPUT(PLAT)
PLATTER SC

SET 1 INCLUDE PLPTEL

SET 2 INCLUDE QUAD1

MAXIMUM DEF@RMATI@N 1.0

FIND SCALE, QRIGIN 10
PTITLE = ALL QUADS IN THE PLATE
PLAT QRIGIN 10, SET 2, LABELS

FIND SCALE, @RIGIN 11
PTITLE = MPDE SHAPES USING PL@TEL ELEMENTS
PLOT MPDAL DEF@RMATION 1, @RIGIN 11, SHAPE
BEGIN BULK
ENDDATA
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1 2 3 4 5 6 9 10
CNGRNT |1 2 THRU 219
CQUADY |1 23 ) 2 13 12 .00
EIGR 2 INV .85 .89 1 1 0 CSIMPL-I
+SIMPL-T MAX
GRDSET 126
GRID 1 .00000 | .00000 | .00000
MAT1 2 3.0+7 .300 200.00 +MAT1
+MAT 30000. | 28000.
PARAM | GRDPNT { 111
PLATEL | 300 23 1
PQUADT | 23 2 1.0 2 .0833333 6.04393 | +PQUADI
+PQUAD1| .5 .0 ‘
SPC1 37 5 1 12 23 34 45 56 +31001H
+31001H]| 67 78 89 100 m 122 133 144 +31002H
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NASTRAN FILES=(UMF,PLT2)

1D DEM3012 ,NASTRAN
UMF 1977 30120
APp DISPLACEMENT
SeL 3,1

TIME 65

CEND

TITLE = VIBRATION PF A 20 X 40 HALF PLATE
SUBTITLE = NASTRAN DEMPNSTRATIQ@N PRPBLEM N@. 3-1-2

$
METH@D = 20 $ FEER - N@ MPDES

SPC = 37
$ RPATS ARE AT THE FPLLPWING FREQUENCIES (THEPRETICAL)
$ M@DE M N FREQ
$ 1 1 ] 9.068997E-1
$ 2 1 2 2.267249
$ 5 1 3 4.534498
$ 6 3 1 4.534498
$ 7 3 2 5.894848
$ 9 1 4 7.708647
PUTPUT
SET 1 = 1 THRU 21, 64 THRU 84, 127 THRU 147, 190 THRU 210,
253 THRU 273, 316 THRU 336, 379 THRU 299, 342 THRU 462,
505 THRU 525, 568 THRU 588, 631 THRU 651, 694 THRU 714,
757 THRU 777, 820 THRU 840, 841 THRU 861
; DISPLACEMENTS = 1
g
PLOTID = NASTRAN DEM@NSTRATI@N PR@BLEM N@. 3-1-2
PUTPUT(PLAT)

PLATTER SC

SET 1 INCLUDE PL@TEL

SET 2 INCLUDE QUAD1

MAXIMUM DEFPRMATIQN 1.0

FIND SCALE, PRIGIN 10
PTITLE = ALL QUADS IN THE PLATE
PLPT PRIGIN 10, SET 2, LABELS

FIND SCALE, PRIGIN 11
PTITLE = M@DE SHAPES USING PL@ATEL ELEMENTS
PLQT MPDAL DEFPRMATIPN 1, PRIGIN 11, SHAPE
BEGIN BULK
ENDDATA

. 3.1-2¢ (12/31/77)



1 2 3 6 9 10
CNGRNT | 1 2 THRU 839
CQUADT |1 101 ] 2 23 22 .0
EIGR 20 FEER .87 1 +FEER
+FEER MAX
GRDSET 126
GRID 1 0 .0 .0 .0 o} 126
MAT1 2 3.0+7 .300 200.0 +MAT1
+MAT1 30000. | 28000
PARAM | GRDPNT | 421
PLATEL | 1000 ] 21 1001 21 861
PQUADY | 101 2 1.0 2 .0833333 6.04393 | +PQUAD1
+PQUADT | .5 .0
SPC1 37 5 1 22 43 64 85 106 +31001H
+37001H4 | 127 148 169 190 21 232 253 274 +31002H
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NASTRAN FILES=(UMF,PLT2)

ID DEM3013,NASTRAN
UMF 1977 30130
ALTER 1

PARAM //C,N,NOP/V N, TRUE=-1 §

INPUT,  ,GEOMZ,,,/G1,G2,,G4,/C,N,3/C,N,1 §

EQUIV G1,GEPM1/TRUE / G2,GE@M2/TRUE / G4,GE@M4/TRUE $
ENDALTER

APP DISPLACEMENT
SpL 3,1

DIAG 14

TIME 35

CEND

TITLE = VIBRATI@NS @F A 10 BY 20 PLATE
SUBTITLE = NASTRAN DEM@NSTRATI@N PRPBLEM N@. 3-1-3

SPC = 10020
METH@D = 3 $ INV - ENCLOSES 1 MPDE - FINDS 3 R@PTS

$ ROPTS ARE AT THE FRLLPWING FREQUENCIES (THEPRETICAL)
$ M@DE M N FREQ
$ 1 1 1 9.068997E-1
$ 2 1 2 2.267249
$ 5 1 3 4.534498
$ 6 3 1 4.534498
$ 7 3 2 5,894848
g 9 1 4 7.708647
PUTPUT
SET 1 = 1 THRU 11, 34 THRU 44, 56 THRU 66, 78 THRU 88, 111 THRU 121
SET 2 = 1 THRU 12, 22,23,33,34,44,45,55,56,66,67,77,78,88,89,
99,100, 110 THRY 121
DISPLACEMENTS = 1
; SPCFQRCE = 2
PLOTID = NASTRAN DEMANSTRATIPN PR@BLEM N@. 3-1-3
PUTPUT(PLAT)
PLATTER SC

SET 1 INCLUDE PLATEL
SET 2 INCLUDE QUAD1
MAXIMUM DEFPRMATION 1.0
FIND SCALE, @RIGIN 10
PTITLE = ALL QUADS IN THE PLATE
PL@T PRIGIN 10, SET 2, LABELS
FIND SCALE, @RIGIN 11
PTITLE = MBDE SHAPES USING PLATEL ELEMENTS
PLOT M@DAL DEFPRMATI@N 1, PRIGIN 11, SHAPE

BEGIN BULK

ENDDATA
10 20 1.0 1.0 126 0.0 0.0
35 5 35 34 0 0
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1 2 3 4 6 9 10
EIGR 2 INV .85 .89 1 CSIMPL-I
+SIMPL -1} MAX
MAT] 2 3.0+7 .300 200.0 +MAT
+MAT1 30000. |28000.

PARAM GRDPNT {111

PLATEL {300 23 1

PQUADT {101 2 1.0 2 .0833333 6.04393 |+PQUAD]
+PQUADY |.5 .0
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NASTRAN FILES=(UMF,PLT2)

ID DEM3014 ,NASTRAN
UMF 1977 30140
ALTER 1

PARAM //C,N,NOP/V N, TRUE=-1 §
INPUT,  ,GEQMZ,,,/6G1,62,,G4,/C,N,3/C,N,1 §
EQUIV G1,GE@M1/TRUE / G2,GEPM2/TRUE / G4,GEPM4/TRUE §

ENDALTER

App DISPLACEMENT
SpL 3,1

DIAG 14

TIME 65

CEND

TITLE = VIBRATION @F A 20 X 40 HALF PLATE
SUBTITLE = NASTRAN DEM@NSTRATI@N PR@BLEM N@. 3-1-4
$

METH@D = 20 $ FEER - N@ M@DES
SPC = 20040 $ INPUT VERSIPN

$ RPPTS ARE AT THE FALLAWING FREQUENCIES (THEPRETICAL)

$ M@DE M N FREQ

$ ] 1 ] 9.068997E-1

$ 2 1 2 2.267249

$ 5 1 3 4.534498

$ 6 3 1 4.534498

$ 7 3 2 5.894848

g ] 1 4 7.708647

BuUTPUT .

SET 1 = 1 THRU 21, 64 THRU 84, 127 THRU 147, 190 THRU 210, 253 THRU 273, 316 THRU 336,

379 THRU 399, 442 THRU 462, 505 THRU 525, 568 THRU 588, 631 THRU 651, 694 THRU 714,
757 THRU 777, 820 THRU 840, 841 THRU 861

. DISPLACEMENTS = 1

PLATID = NASTRAN DEM@NSTRATI@N PR@BLEM Ng. 3-1-4

QUTPUT(PLAT)

PLATTER SC

SET 1 INCLUDE PL@TEL
SET 2 INCLUDE QUADI1
MAXIMUM DEFPRMATIGN 1.0
FIND SCALE, @RIGIN 10
PTITLE = ALL QUADS IN THE PLATE
PLAT @RIGIN 10, SET 2, LABELS
FIND SCALE, PRIGIN 11
PTITLE = M@PDE SHAPES USING PL@TEL ELEMENTS
PL@T MADAL DEF@RMATI@N 1, @RIGIN 11, SHAPE

BEGIN BULK

ENDDATA
20 40 0.5 0.5 126 0.0 0.0
35 5 35 34 0 0
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1 2 3 5 6 7 9 10
EIGR 20 FEER .87 1 +FEER
+FEER MAX
MAT1 2 3.047 .300 200.00 +MAT
+MAT1 30000. |28000.

PARAM GRDPNT 1421

PLATEL 11000 1 21 1001 21 861

PQUADT [101 2 1.0 2 .0833333 6.04393 {+PQUADIT
+PQUADT |.5 .0
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Figure 1. 10 x 20 Half plate model.
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RIGID FORMAT No. 3, Real Eigenvalue Analysis

Vibration of a Compressible Gas in a Rigid Spherical Tank (3-2-1)

A. Description

This problem demonstrates a compressible gas in a rigid spherical container. In NASTRAN a
rigid boundary is the default for the fluid and, as such, no elements or boundary lists are

necessary to model the container.

Aside from the NASTRAN bulk data cards currently implemented, this problem demonstrates the
use of the hydroelastic data cards: AXIF, CFLUIDZ, CFLUID3, and RINGFL.

The lowest mode frequencies and their mode shapes for n = 0, 1 and 2 are analyzed where n is

the Fourier harmonic number. Only the cosine series is analyzed.

B. Model

1. Parameters

R=10.0m (Radius of sphere)
6 =1.0 x 1073 kg/m®  (Mass density of fluid)
8 = 1.0 x 105 Newton/m® (Bulk modulus of fluid)

2. Figure 1 and 2 show the finite element model. The last 3 digits of the RINGFL identifica-
tion number correspond approximately to the angle, 6, from the polar axis along a

meridian.

C. Theory

From Reference 18, the pressure in the cylinder is proportional to a series of functions:

J (x)
. omtd n nsm
Qn,m e Pm (cos 6) cos n¢ , m=0,1,2 1)
where: Qn m Pressure coefficient for each mode
“mk
X Nondimensional radius = —/1r

Wk Natural frequency for the kth mode number and mth radial number in radians
per second

Bessel function of the first kind
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r radius

a =‘/§ speed of sound in the gas

P; associated Legendre functions
6 meridinal angle

¢ circumferential angle

n harmonic number

m number of radial node lines

The solution for X and hence Wk is found by the use of the boundary condition that the flow

through the container is zero.

J X
2] e @

where R is the outer radius .

This results in zero frequency for the first root. Multiple roots for other modes can be
seen in Table 1. The finite element model assumes different pressure distributions in the two

angular directions which causes the difference in frequencies.

D. Results

Table 1 and Figure 3 summarize the NASTRAN and analytic results for the lowest nonzero root
in each harmonic. Table 1 1lists the theoretical natural frequencies, the NASTRAN frequencies, the
percent error in freguency, and the maximum percent error in pressure at the wall as compared to
the maximum value. Figure 3 shows the distribution of the harmonic pressure at the wall versus
the meridinal angle. The theoretical pressure distributions correspond to the Legendre functions
Pg (cos 9), Pl {cos 9), and Pg (cos 8) which are proportional to cos §, sin 8, and sinze respec-

tively.
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E.

Driver Decks and Sample Bulk Data

NASTRAN FILES=UMF

ID DEM3021,NASTRAN
UMF 1977 30210
APP DISPLACEMENT
SpL 3,3

TIME 20

CEND

TITLE = VIBRATION PF A CPMPRESSIBLE GAS IN A RIGID SPHERICAL TANK.
SUBTITLE = NASTRAN DEM@NSTRATI@N PR@BLEM N@. 3-2-1

METH@D = 1
AXISYMMETRIC = FLUID
pUTPUT

HARMBNICS = ALL

SET 1 = 1000 THRU 2030, 2090,2150,3022,3090,3157,4018,4090,
4162,5015,5090,5165,6012,6089,6167,7011,7090,7168,8010,8090,
8170,9009,9090,9171,10000 THRU 10180

PRESSURE = 1

BEGIN BULK

ENDDATA

1 2 3 4 5 6 7 8 9 10

AXIF 100 .001 1.0+43 NO +AXIF
+AXIF 0 THRU 2

CFLuIDZ N 1090 1045

CFLUID3 |4 2060 2030 1045

CORD2S [100 0 .0 .0 10.0 .0 .0 20.0 +CPRD2S
+CPRD2S | .0 1.0 .0

EIGR 1 INV 14.0 60.0 2 7 1.0-6 +EIGR-1
+EIGR-1 |MAX

RINGFL {1045 1.00000 }45.0000 1090 1.00000 j90.0000

3.2-2a (12/31/77)




THIS PAGE HAS BEEN LEFT BLANK INTENTIONALLY.

3.2-2b (12/31/77)



Table 1. Comparison of NASTRAN and analytical results.
Natural Frequency (Hertz) Pressure
Harmonic

Max. % Error

Analytical | NASTRAN % Error at wall

0 33.1279 33.2383 0.33 1.19

1 33.1279 33.2060 0.24 0.47

2 53.1915 53.3352 0.27 0.91
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Figure 1. Cas filled rigid scherical tank model.
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Figure 2. Gas filled rigid spherical tank model.
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RIGID FORMAT No. 3, Real Eigenvalue Analysis
Vibration of a Liquid in a Half-Filled Rigid Sphere (3-3-1)

A. Description

The model is similar to Demonstration Problem No. 3-2-1 except that a hemispherical fluid model
with a free surface is analyzed. Additional cards demonstrated are the free surface list (FSLIST)
and free surface points (FREEPT). The effective gravity for the fluid is found on the AXIF card.

The fluid is considered incompressible.

The lowest three eigenvalues and eigenvectors for the cosine and sine series of n = 1 are

analyzed, where n is the harmonic order.

B. Input

1. Parameters

10.0 ft/sec? (Gravity)

poel [t}
n "

10.0 ft (Radius of hemisphere)
1.255014 lb-secz/ft4 (Fluid mass density)

O
n

B = « (Bulk modulus of fluid, incompressible)
2. Figure 1 shows the finite element model.

C. Results

Reference 17 gives the derivations and analytical results. In particular, the parameters

used in the reference are:

[1-]
it

0 (half-filled sphere) ,
(1)

A= 953 (dimensionless eigenvalue)
Table 2 of Reference 17 lists the eigenvalues, A1, xz, and A3 for the first three modes.
Figure 13 of Reference 17 shows the mode shapes.

The analytic and NASTRAN results are compared in Table 1. The frequencies are listed and
the resulting percentage errors are given. The maximum percent error of the surface displacement,

relative to the largest displacement, is tabulated for each mode.
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The free surface displacements may be obtained by the equation:

u = — , (2)

where p is the pressure at the free surface recorded in the NASTRAN output. Note that, since an
Eulerian reference frame is used, the pressure at the original (undisturbed) surface is equal to
the gravity head produced by motions of the surface. Special FREEPT data cards could also have
been used for output. Since the results are scaled for normalization anyway, the harmonic pres-

sures may be used directly as displacements.

Figure 2 is a graph of the shape of the free surface for each distinct root. Both analytic
and NASTRAN results are scaled to unit maximum displacements. Because the cosine series and the
sine series produce identical eigenvalues, the resulting eigenvectors may be Tinear combinations
of both series. In other words the points of maximum displacement will not necessarily occur at
¢ = 0° or ¢ = 90°. Since the results are scaled, however, and the results at ¢ = 0 are propor-

tional to the results at any other angle, the results at ¢ = 0 were used.

Table 1. Comparison of natural frequencies and free surface mode shapes from the reference and

NASTRAN.
Mode Natural Frequency (Hertz) "~ [Mode Shape
Number

NASTRAN| Maximum
Reference | NASTRAN % Error| % Error,c

1 0.1991 0.1988 -0.1 e<1l %

2 0.3678 0.3691 0.3 € < 2.6%

3 0.4684 0.4766 1.8 e <4 %
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D. Driver Decks and Sample Bulk Data
Card
No.
0 NASTRAN FILES=UMF
1 1D DEM3031,NASTRAN
2 UMF 1977 30310
3 APP DISPLACEMENT
4 SoL 3,3
5 TIME 20
6 CEND
7 TITLE = VIBRATI@N @F A LIQUID IN A HALF FILLED RIGID SPHERE.
8 SUBTITLE = NASTRAN DEMPNSTRATIPN PR@BLEM NP. 3-3-1
9 METHRD = 1
10 AXISYMMETRIC = FLUID
1 QUTPUT
12 HARMONICS = ALL
13 SET 1 = 1 THRU 1000,1090,2090,3090,4090,5090,6089,7090,8090,9090,
14 10089,11090,12089,13089,14090,15090,16089,17090,18089,19090,20089
15 PRESSURE = 1
16 BEGIN BULK
17 ENDDATA
1 3 4 5 6 7 8 9 10
AXIF 100 10.0 1.255014 .0 YES +AXTF
+AXIF 1
CFLUID2 N 1135 1090
CFLUID3 |2 2120 2090 1090
CPRD2S [ 100 0 .0 .0 10.0 .0 .0 20.0 +C@RD2S
+CPRD2S | .0 1.0 .0
EIGR 1 INV . .5 6 7 1.0-5 +EIGR-1
+EIGR-1 | MAX
FREEPT | 4090 109 90.0 18 180.0 127 270.0
FSLIST AXIS 1090 2090 3090 4090 5090 6089 +1-FSL
+1-FSL | 7090 8090 9090 10089 11090 12089 13089 14090 +2-FSL
RINGFL | 1090 .500000 | 90.0000 1135 .50000 | 135.000
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Figure 1. Rigid sphere half filled with a liquid.

3.3-3 (6/1/72)



Displacement (feet)

L 1.

Theory
® NASTRAN

Note:

A11 sets of data are normalized

to 1.0 maximum.

The harmonic pressures at the
free surface are proportional
displacements and may be used
instead.

1 1 1 1

to

L

1 2 3 4

5 6 7 8 9 10

Radius (feet)

Figure 2.

Free surface mode shapes.

3.3-4 (6/1/72)



RIGID FORMAT No. 3, Real Eigenvalue Analysis

Acoustic Cavity Analysis (3-4-1)

A. Description

This problem illustrates the use of NASTRAN to determine the acoustic modes in a cavity
containing both axisymmetric regions and evenly spaced radial slots. The motor cavity of Stage
11T of the Minuteman III missile is selected for analysis. The finite element model, shown in
Figure 1, consists of six slots and a long, slender central cavity of irregular shape. The
model consists of AXIF2, AXIF3, and AXIF4 finite elements in the central cavity, and SL@T3 and

SLPT4 finite elements in the slotted region.

The axisymmetric radial and longitudinal acoustic modes are desired {N = 0) for this problem.
The harmonic index N specifies the Fourier Series terms to be analyzed. For exampie, N = 1 defines
the lateral motion where the velocity is normal to the center axis. Repeated runs with N = 0, 1,

... M/2 may be necessary to extract all possible modes where M is the number of radial slots

specified.
B. Input
Parameters: -
0 =1.143 x 1077 (Fluid density)
B = 20.58 (Fluid bulk modulus)
N=0 (Harmonic index)
Wb = 4.0 (Slot width)
MD=6 {Number of slots)
C. Results

The vibration mode frequencies for harmonic n = 0 as determined with NASTRAN are shown in
Table 1. Also shown are the vibration mode frequencies as determined with an acoustic model

and reported in Reference 19.
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D. Driver Decks and Sample Bulk Data

Card
No.
0 NASTRAN FILES={UMF,PLT2)
1 ID DEM3041 ,NASTRAN
2 UMF 1977 30410
3 APP DISPLACEMENT
4 SQL 3,0
5 TIME 3
6 CEND
7 TITLE = ACQUSTIC CAVITY ANALYSIS
8 SUBTITLE = NASTRAN DEM@NSTRATIPN PRPBLEM NP. 3-4-1
9 SET 1= 1 THRU 210
10 SET 2 = 101 THRU 131, 200 THRY 230, 300 THRU 321, 401 THRY 430,
1 523 THRU 530, 624 THRU 630, 725 THRU 730, 825 THRU 830,
12 926 THRU 930, 1026 THRU 1030
13 METH@D = 1
14 PRESSURE = 1
15 STRESS = 2

16 PLPTID = NASTRAN DEM@NSTRATI@N PRPBLEM N@. 3-4-1
17 PUTPUT(PLRT)
18 PLATTER SC

19 SET 1 INCLUDE PLPTEL

20 MAXIMUM DEF@RMATIPN 5.0

21 AXES MZ,Y,X

22 VIEW -20.0, 45.0, 0.0

23 FIND SCALE, PRIGIN 1, SET 1

24 PTITLE = RACKET MPTPR CAVITY USING PL@TEL ELEMENTS

25 PLAT SET 1, QRIGIN 1, LABEL GRID PRINTS

26 PTITLE = MPDE SHAPES PF MPT@R CAVITY USING PLATEL ELEMENTS
27 PL@T MPDAL DEFPRMATI@N, SET 1, PRIGIN 1, VECTAR R

28 BEGIN BULK

29 ENDDATA
1 2 3 4 5 6 7 8 9 10
AXSLAT ].1143-6 |20.58 0 4. 6
CAXIF2Z o1 N 12
CAXIF3 |200 12 19 13
CAXIF3 1410 34 39 35
CSLAT3 ]422 89 94 95
CSL@AT4 1423 94 100 101 95
EIGR 1 INV 100.0 500.0 6 7 +EIG]
+EIG1 MAX
GRID 500 .0 65.25 123456
GRIDF 1 10.
GRIDS 89 4.6 43.85 87
PLATEL {1 201 500 2 500 501
SLBDY 89 94 100 107 115 125 +BDY
+BDY 145 165 185 205
SUPBRT |1 1
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Table 1. Natural frequencies for the third stage, Minuteman I1I, motor cavity.

Frequency, Hz
tode 1 astran Expert-
1 0.0 0.0
2 90.1 93.0
3 199.5 200.0
4 310.4 312.0
5 388.0 388.0
6 4491 466.0
7 512.8 518.0
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Figure 1. Minuteman III, Stage III, Rocket Motor Cavity
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RIGID FORMAT No. 3 (APP HEAT), Nonlinear Heat Conduction
Nonlinear Heat Transfer in an Infinite Slab (3-5-1)

A. Description
This problem demonstrates NASTRAN's capability to solve nonlinear steady state heat conduction

problems. The infinite slab is subjected to uniform heat addition per unit volume. There is no
heat flux on one face and the other face is kept at zero degrees. The conductivity is temperature
dependent. This is a one dimensional problem, since there is no temperature gradient paralliel to

the surfaces of the slab.

B. Input
The NASTRAN model is shown in Figure 1. Linear elements BAR, CONR@D, R@D and TUBE with areas

of m square units and boundary condition element HBDY (P@INT) are used. The heat addition is spec-
ified on a QVPL card and is referenced in Case Control by a LPAD card. The area factor for the

HBDY is given on the PHBDY card and heat flux is zero. The initial temperatures are qiven on a

TEMPD card and referenced in Case Control by a TEMP (MATERIAL) card. The conductivity is specified '
on a MAT4 card and is made temperature dependent by the MATT4 card referencing table TABLEM3. The
convergence parameter, the maximum number of iterations and an option to have the residual vector
output are specified on PARAM cards. The temperature at the outer surface is specified by an SPC

card. Temperature output is punched on TEMP bulk data cards for future use in static analysis.

C. Theory
The conductivity, k, is defined by
k(T) =1+ 77100 , (M
where T is the temperature.
The heat flow per area, q, is
a(x) =~k L= -(1 + 1/100) &L (2)
The heat input per volume, q,» affects the heat flow by the equation
d—f}ﬁﬁ =q, - (3)

A convenient substitution of variables in Equations (2) and (3) is
u=-fa(x)dx = (T + T%7200) . (4)
Differentiation and substitution for q in Equation (3) results in the second-order equation

in u:
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From the following boundary conditions

and

the solution to Equation (5) is

du _ _
7%

dx

=0 at x =2
=0 at x=0
%, 2 2
=5 {25 x%)

Therefore the solution for the temperature is

T =100 [-1 + (14,022 - x4)/100)%)

Since heat is flowing into the system, the positive temperature solution will occur.

D. Results

A comparison with NASTRAN results is shown in Table 1.

Table 1. Comparison of theoretical and NASTRAN temperatures for nonlinear heat conduction in

an infinite slab.

Grid Theoretical NASTRAN
Point Temperature Solutton
1 73.20 73.13
2 69.56 69.53
3 '58.11 58.11
4 36.93 36.93
5 0.00 0.00
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E. Driver Decks and Sample Bulk Data

Card
No.

O~ N HRWN D

NASTRAN FILES=UMF
DEM3051,NASTRAN
30510

1D
UMF
App
SpL
TIME
CEND

1977
HEAT
3,1
10

TITLE = N@MLINEAR HEAT TRANSFER IN AN INFINITE SLAB
SUBTITLE = NASTRAN DEMPNSTRATI@N PR@BLEM NP. 3-5-1
PLPAD = ALL
SPCFPRCE = ALL

THERMAL (PRINT,PUNCH) = ALL

ELFPRCE = ALL
TEMPERATURE (MATERIAL) = 201
SPC = 350
L@AD = 252
BEGIN BULK
ENDDATA
1 2 3 4 5 6 10
CBAR 1 101 1 2 .0 1.0
CHBDY 5 105 POINT 1 +HBDYS
+HBDYS -1.0 .0
CONRAD |3 2 3 200 3.14159
CRAD 2 102 3 4
CTuBE 4 103 4 5
GRID 1 .0 .0 .0
MAT4 200 1.0
MATT4 200 200
PARAM EPSHT. .00 HEAT
PARAM MAXIT 30 HEAT
PBAR 101 200 3.14159
PHBDY 105 3.14159
PR@D 102 200 3.14159
PTUBE 103 200 2.0 .0
QveL 252 12.5 1 THRU 4
SPC 350 5 .0
TABLEM3 | 200 .0 1.0 +T200
+7200 .0 1.0 100.0 2.0 ENDT
TErPD 201 .0
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BAR CANROD RED TUBE
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Grid 1 Flux = 0.0
Grid S Temperature = 0.0

Figure 1. Slab modeled with 1inear elements
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RIGID FORMAT No. 3, Approach Heat,
Nonlinear Radiation and Conduction of a Cylinder (3-6-1)

A. Description

This problem illustrates the solution of a combined conduction and radiation heat transfer
analysis. The model is a two-dimensional representation of a long cylinder subject to radiant
heat from a distant source. The shell has internal radiation exchange, external radiation loss,

and conduction around the circumference.

B. Input

The NASTRAN Model, shown in Fiqure 1, uses RAD elements to represent the circumferential heat
flow and HBDY elements to represent the inside and outside surfaces. The radiation exchange
factors for the inside of the cylinder are defined on the RADMTX data cards. The incoming vector

flux is defined on the QVECT data card. The model parameters are:

R = 2.0 ft (Radius of shell)

t = .001 ft {Thickness)

2 = 20.306 ft (Axial length)

c=a = 0.1 (Emissivity and absorptivity)

q, = 425 BTU/(ft2-hr) (Source flux density)

k = 94.5 BTU/(hr-ft-°F) (Conductivity of shell)

g = 174 x 1078 BTu/(ftZ-hr-°R4) (Stefan-Boltzmann radiation constant)
C. Theory

A closed-form solution to this problem is not available. However, the solution may be
validated by checking the global net heat flow, the local net heat exchange, and the estimated

average temperature.

An estimate of the average temperature may be obtained from the equations:

/2
Qi = ag,fR J cos 8 do = 20fRq, (1)

in
-m/2

and Q eoT? (27Re) , (2)

out
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where Qin is the total input from the source, Qout is the net flux radiated outward and T is

the average absolute temperature.

Since the net heat flow must be zero in a steady-state analysis, Equations (1) and (2) are

equated to obtain:

f4 _ 9y (3)

D. Results

The resulting temperature distribution around the circumference of the shell is shown in
Figure 2. The average value of temperature from the NASTRAN results shows 57.87° F. The esti-
mated average temperature from Equation (3) above is 68°. The difference is due to the non-uniform

radiation effects.

A second check is provided by computing the global net heat flow error in the system. Summing
the net flow into each element gives a net heat flow error several orders of magnitude less than
the total heat from the source. As a further check, the local net heat flow error at grid point 2
was calculated by summing the contributions from the connected elements. The heat flow terms

shown in Figure 3, as calculated by NASTRAN, were:
02 = 59,420 (Flow through RPD #2 (flux - area))
03 = 97.862 {Flow through RPD #3 (flux - area))

Qr42 = -133.564 (Inside radiation flow into HBDY #42)

Qr43 = -85.352 (Inside radiation flow into HBDY #43)
Qupp = -305.418 (Outside radiation into HBDY #22)
Qr23 = -257.930 (Outside radiation into HBDY #23)
Qv22 = 481.157 (Vector flux input to HBDY #22)

Qo3 *= 381.848 (Vector flux input to HBDY #23)
The nev flow error into grid point 2 is:

.1 | _
G = 3 Qg+ Orpg * Qugp * Qpgg * Oygp *+ Qp3) + Q- Q3 = 1.98TU  (4)

This error isless than 1% of the total heat flow input at the point.
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E. Driver Decks and Sample Bulk Data

Card
No.

— et aih ok b ek i
TOOEBWN 0O WO~ DO RaRWN—O

NASTRAN FILES=UMF

ID
UMF
TIME
App
SpL
CEND

DEM3061 ,NASTRAN
1977 30610

5

HEAT

3,1

TITLE = N@NLINEAR RADIATIQN AND C@NDUCTI@N @F A CYLINDER
SUBTITLE = NASTRAN DEMPNSTRATI@N PRPBLEM N@. 3-6-1
LPAD = 102

TEMP(MATERIAL) = 201

PUTPUT
THERMAL = ALL
PLPAD = ALL

ELFPRCE = ALL

BEGIN BULK

ENDDATA

1 2 3 4 5 6 7 8 9 10

CHBDY  |2. 101 LINE 20 1 +8 1
+B81 ¢ 1.0

CorRD2C 11 1.0 +CARD1
+CPRDY 1.0 -

CRED 1 100 20 1 2 100 1 2

GRDSET 1

GRID ] 2.0 18.

MAT4 100 94.5 36.7

PARAM EPSHT .001 HEAT
PARAM MAXIT 20 HEAT
PARAM SIGMA .174-8 HEAT
PARAM  [TABS 460. HEAT
PHBDY 101 20.306 |.1

PR@D 100 100 .020306

QVECT 102 425. -1. .0 .0 21 22 23 +Q102
+Q102 24 25 26 27 28 29 30 3 +Q102A
RADLST {21 THRU 40 Y THRU 60

RADMTX |21 .0 .15643 |.30902 [.45399 .58779 [.70711 {.80902 HR21
+R21 .89101 [.95106 |.98769 [1.0 .98769 .95106 {.89101 |.80902 [+R21A
TEMPD 201 200.0

TLRAD2 [105 106 .0 1.+6
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Radiation O grid points
loss - rod elements
--- heat elements

Figure 1. Cross section of thin wall shell.
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Figure 3.

o grid points
— rod elements
--- heat elements

ITlustration for heat exchange computation at a grid point.
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RIGID FORMAT No. 3, Real Eigenvalue Analysis

Vibrations of a Linear Tapered Cantilever Plate (3-7-1)

A. Description

This problem demonstrates the use of the higher order triangular bending element TRPLTI to
solve a normal modes analysis. The structural model is that of a thin, isotropic plate with
tapered cross section and cantilevered at one end. Figure 1 presents the plate geometry and

finite element idealization.

E = 3.0x 107 'Ib/in2 (Modulus of elasticity)

I, = 4.3877 x 107 in"  (Maximum bending inertia)
t, = 0.0807 in (Maximum thickness)

a = 5.0 in (Length)

v = .3 (Poisson’s ratio)

o = 7.3698 1b sec’/in® (Mass density)

C. Theory

The theory for the tapered plate elements is developed in Reference 33. In this reference,

a frequency parameter Q is defined as

where a = length,

p = mass density,

w = circular frequency,

and to = thickness.

The bending rigidity, Do' is defined as

3

Et
0+ —O . (2)
12(1-v°)
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D.

Results

The results of the NASTRAN analysis using the TRPLT1 element are presented in Table 1. For

purposes of comparison, results are presented from an experiment described by Plunkett in Reference

34.

In this table the modes are identified by m and n where m represents the number of nodal lines

perpendicular to the support and n represents the number of nodal lines parallel to the support.

E. Driver Decks and Sample Bulk Data

Card
No.

O e~ VN EWN~O

NASTRAN FILES=UMF

1D DEM3071,NASTRAN
UMF 1977 30710
APP DISPLACEMENT
SPL 3,0

TIME 10

CEND

TITLE = VIBRATI@NS @F A LINEARLY TAPERED CANTILEVERED PLATE
SUBTITLE = NASTRAN DEMBNSTRATION PRPBLEM N@. 3-7-1

METH@D = 3
SPC = 2
QUTPUT
VECTPR = ALL
BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 10
CTRPLTT 1 6 13 8 3 2 T +TRI
+TR)
EIGR |3 INV .0001 1.0 4 4 0 +ABC
+ABC  |MAX
GRDSET : 126
GRID |1 0.0 0.0 = 0.0
MATI |4 3.047 |3 7.3698-4
PARAM  |COUPMASS|1
PTRPLTI |6 4 4.3977-5 1.0E-10 +TP2
+TP2
seCl |2 345 1 2 3 4 5
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Table 1. Frequency Parameters for a Linearly Tapered
Rectangular Cantilever Plate; v = 0.3

Frequency Parameter
Mode
= 2{pot _\1/2
Son = Yon 2 (TTQ
0
m n TRPLT Experiment
0 0 2.25 2.47
1 0 10.0 10.6
0 1 - 13.6 _14.5
1 1 27.0 28.7
0 2 32.8 BV
0 3 47.3 47.4
2 0 53.3 52.5
1 2 57.7 54.0
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(0.205 cm)
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(6.35 cm) 7
4

ﬁ

¥

¢ 5 in.
‘ {12.7 cm) >

Figure 1. Geometry and element idealization for a canti]evered
plate with tapered cross section.
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RIGID FORMAT No.3, Real Eigenvalue Analysis

Vibration of a Helicopter Main Rotor Pylon on a Rigid Body Fuselage (3-8-1)

A. Description

The use of rigid elements in modeliing a helicopter main rotor pylon on a rigid body fuse-
lage 1s illustrated with this problem. The structure to be modeled is shown in Figure 1. The

finite element model schematic is presented in Figure 2.

The forces of multipoint constraint created by the rigid elements are recovered using a

rigid format alter and the EQMCK module (Reference 35).

B. Input

The details of this model are discussed in Reference 36. In addition to rigid elements,

the finite element model utilizes bars, scalar springs, and concentrated masses.

C. Results

The computed normal mode frequencies and generalized masses are presented in Table 1.
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D. Driver Decks and Sample Bulk Data

Card
No.
0 NASTRAN FILES=UMF
1 10 DEM3081,NASTRAN
2 UMF 1977 30810
3 APP DISPLACEMENT
4 SoL 3,0
5 DIAG 14
6 $ ALTER T@ SUPPPRT REQUEST FPR FPRCES PF MULTI-PPINT CANSTRAINT
7 ALTER 109
8 EQMCK CASECC,EQEXIN,GPL ,BGPDT,SIL ,USET,KGG,GM,UGY,PGG,QG,CSTM/BQM1 /
9 C,N,0/C,N,0/C,N,-1 §
10 @FP PGM1,,,,.//V,N,CARDNG $
11 SAVE CARDN® $
12 ENDALTER $
13 TIME 14
14 DIAG 21, 22
15 CEND

16  TITLE = HELICPPTER MAIN RPTPR PYLPN PN A RIGID BPDY FUSELAGE

17 SUBTITLE = NASTRAN DEMENSTRATI@N PR@BLEM Np. 3-8-1 ‘

18 LABEL = NPRMAL MPDES ANALYSIS USING RIGID ELEMENTS X

19 METHPD = 1000

20 QuTPUT

21 ECHP=B@TH

22 VECT@R = ALL

23 MPCFARCE = ALL

24 BEGIN BULK

25  ENDDATA |

1 2 3 4 5 6 7 8 9 10

CBAR 3530251 [353025 (200070 [200078 1.0 .0 .0 1 MR G/B
CELAS2 |189831 |[28125. (189073 |1 18983 |1 . FWD R X
CoNMZ | 209 209 0 7297.399 v BASICHT
+BASICWT|4.7561+6 5.3412+7 5.3697+7 .
CRIGD1 |353252 |200078 |200079
CRIGD2 2091 209 19765 {1236 o
CRIGD3 (200078 |200078 |123456 - |+CcrG31
+CRG3T  [MSET 189073 123456 [189077 (123456 |211073 |123456 +CRG32
CRIGDR 357000 (19765 |200078 |3
EIGR 1000 GIV 15 +EIGR
+EIGR  [MAX
GRID 209 0 191.7117|.001757 |56.03001}0
MAT1 1 1.0+46  |1.0+6
PMIT 200070 |456
PARAM  {GRDPNT |0
PBAR 353025 |1 100. 1950. |1950.  [1480.
SUPGRT  |209 123456
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Table 1. Results for Helicopter Main Rotor Pylon
on Rigid Body Fuselage.

l:‘%d.e Natural frequencies (Hz) Generalized masses (1b-sec2/1'n)
1 0.0 23.088
2 0.0 23.088
3 0.0 23.088
4 0.0 ' 4.7452
5 0.0 21.991
6 0.0 3051.5
7 2.987 3.058
8 3.372 6.502
9 24.47 .8486

10 26.82 .8414
n 61.54 .5886
12 70.34 .4855
13 113.3 .3867
14 117.4 .3940
15 165.6 1.257

3.8-3 (12/31/77)



Main Rotor Pylon
Transmission Case

Elastomeric
Mount (5)

Center Wing
Carry Through Beam
(Lift Beam)

Figure 1. Helicopter main rotor pylon assembly.
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Finite element model schematic.






RIGID FORMAT No. 4, Differential Stiffness Analysis
Differential Stiffness Analysis for a Hanging Cable (4-1-1)

A. Description

NASTRAN provides an iteration procedure for nontinear differential stiffness (or geometric
stiffness) solutions. As described in Section 7 of the NASTRAN Theoretical Manual, the internal
loads are recalculated for each iteration. The changes in direction of these internal loads
are used to correct the previous solution. External loads retain their original orientation;

however, they do travel with the grid point.

A classical nonlinear goemetric problem is that of a hanging cable which assumes the shape
of a catenary when a uniform gravity load is applied. As shown in Figure 1, the model is given a
circular shape initially. The resulting displacements of the grid points, when added to their

original locations, provide a close approximation to the catenary.

B. Input

The NASTRAN model consists of nine BAR elements connected to ten GRID points evenly spaced
on a quarter circle. The bending stiffness of the elements is a nominally small value necessary

to provide a non-singular, linear solution.

The axial stiffness of the elements is a sufficiently large value to 1imit extensional dis-

placements. The basic parameters are

R = 10.0 ft (initial radius),
w = 1.288 1b/ft (Height per length),
and L = 5m.

C. Theory

Using the coordinate system illustrated on the next page, the coordinate positions of the

initial circular shape are defined by the equations

x = R cos @, (1)
y = Rsin g, (2)
and s =R 8, (3)
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{symmetric)

where s is the arc length and 6 is measured in radians. Solving Equation (3) fore and substitut-

ing into Equations (1) and (2), the expressions for the circular shape are
- 3 ‘
X = R cos (ﬁ) , (4)

and y = R sin (%) . (5)

With reference to the coordinate system illustrated below, the differential equation for the

deformed shape (see Reference 25) is

& ﬁ(l + (y')z) ve (6)
where

w is the weight per unit length,

H is the tension at x = Q,

and y' = dy/dx is the slope of the resulting curve.

Dividing both sides of Equation (6) by the radical term and integrating, results in the equation

co=1, ‘
sinh™'y' = % +C]. (7)

Since y' = 0 at x = 0 and C] = 0, then

y' = sinh (‘%} . (8)

e— %, —|

(symmetric)
s

H -— —x
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Integrating again and applying the known boundary condition y = 0 at x = 0, the equation for the

shape is
_ H WX
Yy = g cosh T 1] . (9)

Since the length of the cable is known but the horizontal force H is unknown, the two may

be related by integrating for the arc length L which is

WXO
sinh T ’ (10)

|

L =

where %o is one-half the distance between supports. If w, Xos and L are given, Equation (10) is
solved for H (for Xy = 10.0, w/H = .1719266) and Equation (9) is evaluated to obtain the actual

shape. However, for a given position s along the cable, the coordinates x and y would be

P LN - H . =1 "I
X = w sinh (—H—) ’ (1])

1/2
and (o y = E[(]+C§)2> 4]. (12)

The Tocation of points on the initial circular shape are defined in the coordinate system used
for the deflected shape using
X, =X (13)

and . Yy =R-F. (18)

The deflections of points on the cable are‘computed with the equations
U =X - Xxg (15)

and U =Y - Y, - (16)

D. Results

NASTRAN and theoretical results are presented in Table 1 below. Deflections are measured

from the initial shape at selected locations.
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E. Driver Decks and Sample Bulk Data

Card

No.

0 NASTRAN FILES=UMF

1 ID DEM4011,NASTRAN

2 UMF 1977 40110

3 APP DISP

4 SoL 4,0

5 TIME 10

6 CEND

TITLE = DIFFERENTIAL STIFFNESS ANALYSIS F@R A HANGING CABLE

7
8 SUBTITLE = NASTRAN DEMPNSTRATIPN PROBLEM N@. 4-1-1

9 LABEL = INITIAL SHAPE IS A CIRCLE, FINAL SHAPE IS A CATENARY

10 DISP = ALL

1 SPCF = ALL
12 LPAD = 32

13 SPC = 2

14 STRESS = ALL

15  FPRCE = ALL

16 PLPAD = ALL

17 SUBCASE 1
2

18 LABEL = LINEAR SPLUTIPN

19 SUBCASE

20 LABEL = NPNLINEAR SPLUTIPN

21 BEGIN BULK

22 ENDDATA

1 2 3 5 6 10

BARPR -1.0 1.0 0.0 1
CBAR 10 10 10 1
CORD2C {10 0 .0 .0 .0 .0 .0 1.0 +CS1
+CS1 1.0 .0 .0
GRAY 32 0 32.2 0.0 1.0 .0
GROSET 10 0 345
GRID 10 10.0 .0
MAT1 1 5.5+5 .3 .4
PARAM BETAD 8 DIFFSTIF
PARAM NT 18 DIFFSTIF
PARAM FPSI@ 11.0-5 DIFFSTIF
PBAR 10 1 . 1.0-6 1.0-6
SPC 2 10 12 .0 19 1 .0
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Table 1. Comparison of NASTRAN Results to Theoretical Predictions.
Grid S o u, - Horizontal u‘y - Vertical
Point

Theory NASTRAN Theory NASTRAN
n 13.962 10 -.4856 -.4739 -.1119 -.0408
13 10.472 30 -.8043 -.7666 -.2286 -.1269
15 6.981 50 -.5175 -.4612 .0030 . 1470
17 3.491 70 -.1mo -.0877 .5698 .7973
19 .0 90 .0 .0 .9338 1.2167

4.1-5 (12/31/77)




Line of Symmetr
o ymmetry

]

Symmetric
Portion
Modeled

Initial undeformed shape

—-— Theoretical deformed shape
----- Computed deformed shape

Figure 1. Hanging cable.
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RIGID FORMAT No. 5, Buckling Analysis

Symmetric Buckling of a Cylinder (5-1-1)

A. Description

This problem demonstrates the use of buckling analysis to extract the critical loads and the
resulting displacements of a cylinder under axial loads. The Buckling Analysis rigid format solves
the statics problem to obtain the internal loads in the elements. The internal loads define the
differential stiffness matrix [Kd] which is proportional to the applied load. The load factors,

Ai, which causes buckling are defined by the equation:
DI+ KDy = 0, (1)

where [K] is the linear stiffness matrix. This equation is solved by the Real Eigenvalue Analysis
methods for positive values of Ay The vectors {ui} are treated in the same manner as in real

“-
eigenvalue analysis.

The problem is illustrated in Figure 1; it consists of a short, large radius cylinder under a
. N
purely axial compression load. A section of arc of 6 degrees is used to model the axisymmetric

motions of the whole cylinder as shown in Figure 2.

A1l three types of structure plots are requested: undeformed, static and modal deformed. The
undeformed perspective plot is fully labeled for checkout of the problem. The modal orthographic
plots specify a range of vectors {“i} which includes all roots. A longitudinal edge view of the

model is also plotted for easy identification of mode shapes.

8. Input

1. Parameters:

R = 80 (Radius)

h = 50 (Height)

E = 1.0 x 104 {Modulus of elasticity)
v = 0.0 (Poissons ratio)

t = 2.5 (Thickness)

Ib = 1.30208 (Bending inertia)
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2. Loads:
p = 1.89745 x 10/3° ARC

3. Constraints:
a) The center point (17) is constrained in u,.
c) All points are constrained in Ugs Bps and 8,-

d) The top and bottom edges are constrained in U

4. Eigenvalue Extraction Data:
a) Method: Unsymmetrical Determinant
b) Region of Interest: .10 < X < 2.5
c¢) Number of estimated roots = 4
d) Number of desired roots = 4

e) Nomalization: Maximum deflection
C. Results

The solution to this problem is derived in Reference 9, p. 439. For axisymmetric buckling,

the number of half-waves which occur when the shell buckles at minimum Toad are:

0 _ul ’
— %1 /12(1-v2) , (2)
R2t2
where m is the closest integer to the right-hand values.

The corresponding critical stress is:

2m2.-2 2
Et‘m*n Eh ] (3)

g = +
cr 12h2(1-v?) R2m2n?

Using the values given, the lowest bulkling mode consists of a full sine wave. The NASTRAN results

and the theoretical solutions for the critical load for each buckling mode are listed below:

Number of
Half Waves NASTRAN ANALYTICAL
mn
1 2.2889 2.2978
2 .99424 1.0
3 1.2744 1.26402
4 2.0070 1.86420
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D. DOriver Decks and Sample Bulk Data
Card
No.
0 NASTRAN FILES=(UMF,PLT2)
1 1D DEM5011,NASTRAN
2 UMF 1977 50110
3 ApP DISPLACEMENT
4 SPL 5,1
5 TIME 16
6 CEND
7 TITLE = SYMMETRIC BUCKLING @F A CYLINDER
8 SUBTITLE = NASTRAN DEMPNSTRATIGN PRPBLEM N@. 5-1-1
9 SPC =1
10 PUTPUT
1 SET 1 = 1 THRU 33
12 SET 2 = 2,6,10,14,18,22,26,30,34,38,42,46,50,54,58,62,66,70,
13 74,78
14 DISPLACEMENTS = 1
15 SPCFQRCE = ALL
16 ELF@RCE = 2
17 ELSTRESS = 2
18 $
19 SUBCASE 1
20 LABEL = STATICS S@LUTI@N
21 L@AD = 100
22 : BUTRUT
23 PLPAD = ALL
24 $ -
25 SUBCASE 2
26 LABEL = BUCKLING S@LUTI@N
27 METH@D = 300
28 §
29 $
30 PLATID = NASTRAN DEM@NSTRATION PR@BLEM Np. 5-1-1
3 PUTPUT(PLAT)
32 PLATTER SC
33 SET 1 INCLUDE TRIA1
34
35 PERSPECTIVE PROJECTION
36 AXES Y, X, MZ
37 FIND SCALE,@RIGIN 1, VANTAGE PQINT
38 PTITLE = PERSPECTIVE VIEW @F M@DEL
39 PLPT LABELS,SYMBOLS 6,5
40 $
41 PRTHPGRAPHIC PRPJECTIAN
42 - .- MAXIMUM DEF@RMATI@N 3.0
43 "FIND SCALE, PRIGIN 2
44 PTITLE = STATIC LPAD UNDERLAY @F CYLINDRICAL SURFACE
45 PLAT STATIC DEF@RMATI@N 0,1, PRIGIN 2, LABELS, SHAPE
46 PTITLE = MPDE SHAPES @F CYLINDRICAL SURFACE WITH VECT@RS
47 PLAT M@DAL DEF@RMATI@N 2, RANGE 0.5, 3.0,
48 ORIGIN 2, VECT@R R, SYMBBLS 5, 6
49 VIEN 0.0, 0.0, 0.0
50 FIND SCALE, QRIGIN 1.
51 PTITLE = LﬂNGITUDINAL EDGE VIEW SHAWING BUCKLING M@DES
52 PLOT MPDAL DEFPRMATI@N 0,2, RANGE 0.0, 200.0, @RIGIN 1, SHAPE
53 BEGIN BULK
54 ENDDATA
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1 2 3 4 5 6 9 10
CNGRNT |1 5 9 13 17 21 25 29 +CNG11
+CNG11 |33 37 41 45 49 53 57 61 +CNG12
CORD2C [100 0 25.0 .0 80.0 50.0 .0 80.0 +CPRD100
+CPRD100{25.0 .0 .0
CTRIAT 1 200 1 2 51 .0
EIGB 300 UDET .10 2.5 4 4 0 1.5E-05 |+EIGB300
+EIGB300 [MAX
FBRCE 1 1 100 1.0+3 .0 .0 .5
GROSET 462
GRID 1 100 80.0 -3.0 -25.0 100
LPAD 100 1.0 1.89745 1
MAT1 400 10000.00 .0
PARAM IRES 1
PTRIA1 |200 400 2.5 400 1.30208 +PTRIAT*
+PTRIAT*{1.57022 |0.00
SEQGP 51 2.5 52 3.5 54 5.5 55 6.5
sPC 50038 17 3 .0
SPC1 50037 1 1 2 3 K} 32 33
SPCADD |1 50037 50038
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- ~section of Structure
Used in Model

Figure 1. Cylinder under axial load.
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RIGID FORMAT No. 5, Buckling Analysis
Buckling of a Tapered Column Fixed at the Base {5-2-1)

A. Description

A buckling analysis of a tapered column fixed at the base is presented. The shallow shell
element TRSHL, with membrane and bending stiffness combined, is utilized for modeling the column
shown in Figure 1(a). The finite element model representation is shown in Figure 1(b) (See Reference
31, pp. 190-194). Note that a vertical plane of symmetry is utilized allowing the model to repre-

sent only half the structure.

B. Input

1. Parameters:

3.0 x 107 pounds/inch2 (Young's modulus)

E =

G=1.5x 10’ pounds/inch?  (Shear modulus)
L=3.0 inches (Height)
a=6.056 inches (Length)

The area moment of inertia at any cross section is espressed as

e (2)° 1)

Refering to Figure 1, I] and I2 are the moments of inertia at the top (x=a) and
bottom (x=0) of the column respectively and 11/12 = 0.2. For this problem 311 = 2 and
3I, = 10. The thickness varies linearly from the top (t = 2.0) to the bottom (t = 3.0)

of the column.

2. Constraints:

ey, 6, = 0 (A11 grid points)

X, ¥, 2, eX =0 (Grids 1, 2 and 3)

x=0 (Grids 4, 7 10, 13)
3. Loads:

Fy = -166.66 (Grids 13 and 15)

Fy = -666.66 (Grid 14)
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C. Theory
The theoretical solution to this problem is developed on pages 125 - 130 of Reference 23.

The reference defines the buckling factor as

where, for this problem, A = 1.505.

0. Results

NASTRAN results for this problem, as modeled with the TRSHL element, are presented below.

p 12
Buckling Factor A = —£F
EI2
TRSHL Theory
1.543 1.505
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Table 1. Comparison of NASTRAN and analytical results, clamped-free ends (subcase 1).

CATEGORY MAXIMUM MAXIMUM PER CENT
ANALYTICAL NASTRAN ERROR
VALUE DIFFERENCE
Displacement -1.1054 x 1072 | 2.9424 x 1074 2.66
Constraint Force 0 * *
Element Force 0 ] * *
Element Stress 5.1965 x 107> |  0.671 0.01

*These results vary with the computer. The very small numbers are essentially zero when

compared to subcase 2 results.

Table 2. Comparison of NASTRAN and analytical results, clamped-pinned ends (subcase 2).

CATEGORY MAXIMUM MAXIMUM | PER CENT
ANALYTICAL NASTRAN ERROR
VALUE DIFFERENCE
Displacement 4.3936 x 1073 8.024 x 10| o0.18
Constraint Force | -2.2859 x 107¢ | 6.0841 2.66
Element Force 2.2859 x 10*2 | 6.0846 2.66
Element Stress 5.1965 x 10%3 | 4.4136 x 10 | 0.85
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RIGID FORMAT No. 1, Static Analysis

Simply-Supported Rectangular Plate with a Thermal Gradient (1-11-1)
Simply-Supported Rectangular Plate with a Thermal Gradient (INPUT, 1-11-2)

A. Description

This problem illustrates the solution of a general thermal load on a plate with the use of an
equivalent linear thermal gradient. The thermal field is a function of three dimensions, demonstra-
ted by the TEMPP1 card. The plate is modeled with the general quadrilateral, QUAD1, elements as
shown in Figure 1. Two planes of symmetry are used. This problem is repeated via the INPUT module

to generate the QUAD] elements.

B. Input
E = 3.0 x 10° pounds/inch2 {Youngs modulus)
v = 0.3 (Poisson's ratio)
p = 1.0 pound-sec.2/1nch4 (Mass density)
a = 0,01 inch/°F/inch (Thermal expansion coefficient)
Tg = 0.0 °F (Reference temperature)
T0 = 2.5 °F {Temperature difference)
a = 10.0 inch (wWidth)
b = 20.0 inch (Length)
t = 0.5 inch (Thickness)

The thermal field is

—
]

3
T, (cos la’f-) (cos —T{;x) (ZTZ) ,

anc

e ¥y 3.
160.0(cos ]0) (cos 20) z” °F

C. Theory

The plate was solved using a minimum energy solution. The net moments, {MN}, in the plate

are equal to the sum of the elastic moments, {Me}’ and the thermal moments, {Mt}'
M} o= Mg, M
where the thermal moment is
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1
= ' .T.‘l l'l
M} aTy D(1+\)){;} cos == cos , (2)
3
and D = ———E—t—-z—
12{1-v°)
and Ty = 6T°/5t is the effective thermal gradient.
The elastic moment is defined by the curvaturés, X, with the equation:
Xx o+ WXy
{Me} = D Xy VXy . (3)
Q)
N2 Xyy
Assuming a normal displacement function, W, of
. " cos ATX oo MTY
W D) Won €OS 3~ cos—p , (4)
nm
then
2 2
1 v 2 n nmx mm
Xx ° "7 ° 'ZZ"an(E) COS—LL COS—EX ’
ax nm
= 2%y = -17 2y (m)z cos X o5 T (5)
Xy ;;7 L LT Yom\a a STH ,
- zaZN = 2 2 nm nmx _. mmy
Xxy -~ “3xay Eg‘#wnm a_b)Sin 2 SI"Tp
The work done by the thermal load is:
v - ;[{X}T{Mt} a + %[ 0T e, (6)

where A is the surface area. Performing the substitution and integrating results in the energy

expression:
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t 2 2,.2 -] 2
U o= - G.To D(]""\))'ﬂ‘ (a +b ) y R D Z z 1r4ab n2 2 wz
4ab N "7

The static solution exists at a minimum energy:

W . g
W

nm

This results in all but N” equal to zero. The displacement function is therefore:

aTy (1+v)a?b?

Wix,y) = —"2-(:2—:;2)— cos == 2

'

(7)

(8)

(9)

Solving for moments by differentiating W and using equation (3) results in the equations for

element moments:

2, .27
= . . b ha nX T
Mx “To D(1+) [1 _2_2_; " cos == cos -lb .

2, .2
b ™ T
M = al' D(1+v)|:1 - —2-—2—° ha) cos — COS s
0 ac+bc

' 2y &
a.To D(1-v")ab ™ 1y

Mxy = —;-2—1—;2-—— sin Y sin b

D. Results

(10)

(1)

(12)

Figure 2 compares the element forces given by the above equation and the NASTRAN results.

Figure 3 compares the normal displacements. The maximum errors for displacements, constraint

forces, element forces and element stresses are listed in Table 1,
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E. Driver Decks and Sample Bulk Data

Card
No.
0 NASTRAN FILES=UMF
1 ID DEM1111,NASTRAN
2 UMF 1977 11110
3 APP DISPLACEMENT
4 S@L 1,3
5 TIME 9
6 CEND
7 TITLE = SIMPLY SUPPPRTED RECTANGULAR PLATE WITH A THERMAL GRADIENT
8 SUBTITLE = NASTRAN DEM@NSTRATI@N PRPBLEM N@. 1-11-1
9 SPC =1
10 TEMP(LPAD) = 20
11 PUTPUT
12 DISPLACEMENT = ALL
13 SPCF@RCE = ALL
14 ELF@RCE = ALL
15 STRESSES = ALL
16  BEGIN BULK
17  ENDDATA
1 2 3 4 8 6 7 8 9 10
CNGRNT |1 2 THRU 59
CQUAD1 1 101 ] 2 8 7
GRDSET 6
GRID 1 .00 .00 .00
MAT1 1 3.0+45 . .3 1.0 .01 .0
PARAM IRES 1
PQUADT 101 1 .5 1 .0104167 +PQUAD1
+PQUADT | .25 -0.25
SPC1 1 34 6 12 18 24 30 36 +SPC-34
+SPC-34 | 42 48 54 60 66
TEMPP1 | 20 1 0. 5.90?86 2.46161 | -2.46161
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Card

=z
°

—
QCQWOWONONAWN—=O

 p—
N —

PNt et i ek b ek
OWO~NOUT W

NN
W N —

n
&

25

NASTRAN FILES=UMF

10 DEM1112,NASTRAN
UMF 1977 11120
APP DISPLACEMENT
TIME 9

SPL 1,3

DIAG 14

ALTER 1

PARAM  //C,N,N@P/N,N,TRUE=-1 $

INPUT,  ,,,GEPM4,/G1,62,,64,/C,N,3/C,N,1 §  QUAD! ELEMENT
EQUIV  G1,GE@M1/TRUE / G2,GE@M2/TRUE / G4,GEPM4/TRUE $
ENDALTER

CEND

TITLE = SIMPLY-SUPP@RTED RECTANGULAR PLATE WITH THERMAL GRADIENT
SUBTITLE = NASTRAN DEM@NSTRATI@N PR@BLEM N@. 1-11-2

SPC = 5010
TEMP(LPAD) = 20
QUTPUT

DISPLACEMENT = ALL
SPCF@RCE = ALL
ELFPRCE = ALL
STRESSES = ALL

BEGIN BULK
ENDDATA ,

5 10 1.0 . 1.0 € 0.0 0.0

421 125 53 34 .0 0
1 2 3 4 5 6 7 10

MATT |1 3.0+5 3 . |10 .01 .0
PQUADT | 101 1 s ¥ | .0104167 +PQUADI
+PQUADT | .25 -0.25
TEMPPT | 20 1 .0 5.90786 | 2.46161 | -2.46161
ENDDATA
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Figure 1. Simply-supported rectangular plate with a thermal gradient.

1.11-4 (9/1/70)



Table 1.

Comparison of analytical and NASTRAN results.

MAX IMUM MAXIMUM PER CENT
CATEGORY ANALYTICAL DIFFERENCE ERROR
Displacement 6.2898 x 10'1 -1.5464 x 10'3 -0.25
Constraint Force 150.0 -.9594 -0.65
Element Mom., M | 14770 x 102 -1.1767 -0.80
Element Stress 7.764618 x 103 -90.33275 -1.16
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RIGID FORMAT No. 1 (APP HEAT), Heat Conduction Analysis

Linear Steady State Heat Conduction Through a Washer
Using Solid Elements (1-12-1)

Linear Steady State Heat Conduction Through a Washer
Using Ring Elements (1-12-2)

A. Description

This problem illustrates the capability of NASTRAN to solve heat conduction problems. The
washer, shown in Figure 1, has a radial heat conduction with the temperature specified at the out-
side and a film heat transfer condition at the inner edge. Due to symmetry about the axis and the

assumption of negligible axial gradients, the temperature depends only upon the radius.

8. Input
The first NASTRAN model is shown in Figure 2. The solid elements (HEXA1, HEXA2, WEDGE and

TETRA) and bouﬁdary condition element (HBDY, type AREA4) are used. The conductivity of the material
is specified on a MAT4 card. Temperatures are specified at the outer boundary with SPC cards.
Punched temperature output is placed on TEMP bulk data cards suitable for static analysis.

Another varjation of the problem is shown in Figure 3. Solid of revolution elements (TRIARG
and TRAPRG) and boundary condition element (HBDY, type REV) are used. The conductivity of the
material and the convective film coefficient are specified on a MAT4 card. The CHBDY card references
a scalar point at which the ambient temperature is specified using an SPC card. An SPCI1 card is

used to constrain the temperature to zero degrees at gridpoints on the outer surface.

C. Theory

The mathematical theory for the continuum is simple, and can be solved in closed form. The

differential equation is

|

] Uy _
3 drks) =0 . (1)

The boundary conditions are

U
k= HU, -V atr=r, , (2)
and ar a 1
u=10 atr=r, . (3)
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The solution is
HU,
uir) = 7,1+ Han(ry7ryy 2h(re/n)

288.516 in(2/r)

H

D. Results

A comparison with the NASTRAN results is shown in Table 1.

Table 1. Comparison of Theoretical and NASTRAN Temperatures for Heat Conduction in a Washer.

Theoretical NASTRAN Temperatures NASTRAN Temperatures
r(radius) Temperatures (So]idsg* (Rings)*
1.0 199.984 202.396 199.932
1.1 172.486 173.904 172.448
1.2 147.381 148.833 147.355
1.3 124.288 124.783 124.269
1.4 102.906 102.852 102.894
1.5 83.001 82.913 82.992
1.6 64.380 64.306 64.375
1.7 46.889 46.832 46.886
1.8 30.398 30.356 30.397
1.9 14.799 14.773 14.798
2.0 0.000 ‘ 0.000 0.000

*These are the average temperatures at a radius.
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E. Driver Decks and Sample Bulk Data

Card
No.

OO RWN O

10
1
12
13
14
15
16
17
18
19

NASTRAN FILES=UMF

ID DEM1121,NASTRAN
UMF 1977 11210
TIME 1

APP HEAT

SQL 1,1

CEND

TITLE = LINEAR STEADY STATE HEAT CPNDUCTI@N THRQUGH A WASHER
SUBTITLE = NASTRAN DEM@NSTRATIPN PR@BLEM N@. 1-12-1
LABEL = SPLID ELEMENTS,SURFACE FILM HEAT TRANSFER

QLPAD = ALL

SPCF@RCES = ALL

THERMAL (PRINT,PUNCH) = ALL
ELFPRCE = ALL

SUBCASE 123

LABEL = TEMPERATURE SPECIFIED AT QUTER BPUNDARY

SPC = 351
LPAD = 251
BEGIN BULK
ENDDATA
1 2 3 4 9 10
BODY 701 702 AREA4 1 12 112 101
CHEXAT (1 200 1 2 13 12 101 102 +50L1
+SPL1 113 112
CHEXA2 |2 200 2 3 14 13 102 103 +SpL2
+SPL2 114 113
CARD2C 1N 0 .0 .0 .0 .0 .0 100.0 +CARD111T
+C@RD111|100.0 .0 .0
CTETRA |3 200 104 114 3 103
CWEDGE |8 200 4 5 15 104 105 115
GRDSET 111
GRID 1 111 1.0 .0 .0
MAT4 200 1.0
PARAM IRES 1
PHBDY 702
QBOY1 251 288.5 701
SEQGP 12 1.1 13 2.1 14 3.1 15 4.1
SPC 35 N 1 .0 22 1 .0
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Card

No.
0  NASTRAN FILES=UMF
1 1D DEM1122 ,NASTRAN
2 UMF 1977 11220
3 APP HEAT
4 SQL 1,0
5 TIME 10
6 CEND

7 TITLE = LINEAR STEADY STATE C@NDITI@N THRAUGH A WASHER
8 SUBTITLE = NASTRAN DEM@NSTRATIPN PRPBLEM N@. 1-12-2

9  LABEL = RING ELEMENTS, FILM HEAT TRANSFER

10 QUTPUT

11 PLPAD = ALL

12 SPCFPRCE = ALL

13 THERMAL (PRINT,PUNCH) = ALL

14 ELFQRCE = ALL

15 SPC = 350
16  BEGIN BULK
17 ENDDATA
] 2 3 4 5 6 7 8 9 10
CHBODY 14 100 REV 1 12 +HBDY14
+HBOY14 |23 23
CTRAPRG |7 4 5 16 15 .0 200
GRID ] 1.0 .0 .0
MAT4 200 1.0 -
PHBDY 100 300
SEQGP 12 1.1 13 2.1 14 3.1 15 4.1
SPC 352 23 488.5
SPC1 351 ] N 22 B
SPCADD | 350 351 352 -
SPEINT |23
TEMPO | 201 .0
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Film heat transfer,

film coefficient H = ]'2 488.5 Section to be modeled

ambient temperature Ua

Conductivity
k =1.0

= 0.0
Temoerature
Soecified

Figure 1. Washer Analyzed in Heat Conduction Demonstration Problem
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HBDY 701

Figure 2.

122

Notation

H1 is a hexahedron, ID
T4 is a tetrahedron, ID
W9 is a wedge, ID

6 is a grid point, ID

Elements and Grid Points
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._/lr 2.0

T TRIARG elements
Q TRAPRG elements
Ua = 488.5 at left end
Ua = 0.0 at right end

Figure 3. Section of a pipe, modeled with ring elements
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RIGID FORMAT No. 1, Static Analysis

Thermal and Pressure Loads on a Long Pipe Using Linear Isoparametric Elements (1-13-1)
Thermal and Pressure Loads on a Long Pipe Using Quadratic Isoparametric Elements {(1-13-2)
Thermal and Pressure Loads on a Long Pipe Using Cubic Isoparametric Elements (1-13-3)

A. Description

These problems demonstrate the use of the linear, quadratic and éubic isoparametric solid
elements, IHEX!, IHEX2 and IHEX3, respectively. A long pipe, assumed to be in a state of plane
strain, is subjected to an internal pressure and a thermal gradient in the radial direction. The
structure modeled is shown in Figure 1. The finite element NASTRAN models for each of the elements

are shown in Figures 2, 3 and 4.

B. Input
1. Parameters:
Tinner = a = 4 in. {radius to the inner surface)
Touter = b = 5 in. (radius to the outer surface)
E = 30.x10° psi (Young's Modulus)
v=0.3 (Poisson's Ratio)
a=1.428 x 107° (thermal expansion coefficient)
. )

p=17. X —_ mass density

7.535 x 107+ 12 — (mass d )

in

p =10 psi ‘ {inner surface pressure)
Ti = 100.0°F (inner surface temperature)
To = 0.0°F (outer surface temperature)

2. Boundary Conditions:

ug = 0 at all points on the right side

ug = 0 at all points on the left side

u, = 0 at all points on the bottom surface
u, = 0 at all points on the top surface
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c.

3.

Loads:
Subcase 1,

p =10 psi (internal pressure)

Subcase 2,
(T.-T.)
_ i 0 by _ 100 5 . ,
r 1n(£) 1n(r) = Tr(7.2% ln(r) , where r is any radius.
a b
Theory e §;4
1.  Subcase 1
The normal stresses due to the pressure load (Reference 24) are obtained by
g = .- p , _pa® (1)
r (b*-a?) r2  (b%-a?)
ap2’ o2
9 = ab__ b, _Pa (2)
(b‘-azf' 2 (b2-a?)
. zw«'g: - -
and g, = v —pa__ . (3)
cw.n {bAral) o s ' .
where r is the radius and all shearing stresses are zero.
The displacement in the radial direction is
- 2 22
u, = (1 2v%(1+v) . —ba + (lzv) % pa?b , (4)
(b2-a2) (b2-a?)
and all other displacements are zero.
2. Subcase 2

The stresses in the radial and tangential directions due to the thermal load
{Reference 24) are given by

akT, [ 2 2
= ——————'| - ] (‘b') - 2 (1-'b—') ] (E)] » 5
Op 2(]-\))]"(-2-) L iy (b2-a?) r2 M (5)
aET, ] 2 2
- i -1 () - —2— 0+ -"-]. 6
and Ue mg)‘ ) n I") (b2-a2) ( r‘2) n (a) (6)
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The stress in the axial direction is obtained via the procedure contained in the
reference as

ofT
-———-J__E_ 2aly b b
= - ] =\ . 2 -I D . 7
°z 2(]-\))][\(;) [\’ (b2-a2) n(a) n(r)] (7)

A1l shearing stresses are zero.
The displacement in the radial direction is

T
1+ v i 1 a?b?
u,_ = a - =] ——— 1In(
r Y T { r [Z(b‘-a’)

oo

)]

+ 7 [ 212 + 1+ (1-20) ( 1- (bfi’) 1n(§—)>] } . (8)

Results

Representative displacements and stresses for the finite element results com-
pared to theoretical predictions are plotted in Figures 5 and 6. Note that five
IHEX] elements were used along the radial thickness whereas one element was used for
each of the IHEX2 and IHEX3 cases. Two values for the stress occur at the boundary

of two adjacent IHEX1 elements resulting in a sawtooth pattern.

1.13-3 (3/1/76)



THIS PAGE HAS BEEN LEFT BLANK INTENTIONALLY.

1.13-3a (12/31/77)



P

f\

E. Driver Decks and Sample Bulk Data

Card

NASTRAN FILES=UMF

ID DEM1131 ,NASTRAN
UMF 1977 11310
APP DISPLACEMENT
SaL 1,0

TIME 5

CEND

TITLE = LPADS BN A LONG PIPE USING LINEAR ISPPARAMETRIC ELEMENTS
SUBTITLE = NASTRAN DEMBNSTRATI@N PR@BLEM N@. 1-13-1

DISP = ALL

STRESS = ALL

SPC = 100

SUBCASE 1

LABEL = PRESSURE L@AD
LBAD = 400

SUBCASE 2

LABEL = THERMAL LPAD
TEMP(L@AD) = 500

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10
CIHEXT |1 200 1 2 20 18 7 8 +HEX1-1
+HEX1-1 [ 26 25
CNGRNT |1 6 n 16 21 26 31 36
CARD2C |1 0 .0 .0 0 .0 .0 100.0 +CARD2-1
+CPRD2-11 100.0 .0 .0
GRDSET 1 1 456
GRID 1 4.0 -14.0
MAT1 300 3.+7 .3 7.535-4 11.428-5 | .0
PIHEX 200 300 4 4.5 10.0
PLPAD3 | 400 -10.0 1 1 25 21 7 3
SPCY 100 2 1 1 THRU 18
TEMP 500 1 100.0 7 100.0 13 100.0
TEMPD 500 .0
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Card
No.

o

—
QWOoo~N OB W —

11
12
13
14
15
16
17

19

NASTRAN FILES=UMF
DEM1132,NASTRAN
11320

ID
UMF
ApP
SeL
TIME
CEND

1977

DISPLACEMENT

1,0
5

TITLE = LOADS ON A LONG PIPE USING QUADRATIC ISPPARAMETRIC ELEMENTS
SUBTITLE = NASTRAN DEMPNSTRATIQN PRPBLEM N@. 1-73-2

DISP = ALL
STRESS = ALL

SPC = 200
SUBCASE 1

LABEL = PRESSURE L@AD
LPAD = 400

SUBCASE 2

LABEL = THERMAL LPAD

TEMP(LPAD) = 500

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10
CIHEX2 |1 200 1 2 3 10 15 14 +HEX-1
+HEX-1 113 9 4 5 17 16 6 7 +HEX-11
+HEX-11 |8 12 20 19 18 n
CNGRNT |1 2 :
CpRD2C {10 0 .0 0 0 .0 0 100.0 +CRD-1
+CRD-1 1100.0 .0 .0
GRDSET 10 10 456
GRID ] 4.0 -14.0 .0
MATY 300 3.47 .3 7.535-4 11.428-5 | .0
PIHEX 200 300 4
PLAAD3 | 400 -10.0 1 13 6 2 25 18
SPC1 200 2 1 THRU 8 :
TEMP 500 1 100.0 4 100.0 6 100.0
TEMPD 500 .0
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Card

No.

—
OWOw~ O PRWMN O

N
12
13
14
15
16
17
18
19

NASTRAN FILES=UMF

10 DEM1133,NASTRAN
UMF 1977 11330
App DISPLACEMENT
SQL 1,0

TIME 3

CEND

TITLE = LPADS AN A LONG PIPE USING CUBIC ISPPARAMETRIC ELEMENTS

SUBTITLE = NASTRAN DEM@NSTRATI@N PR@BLEM N@.. 1-13-3

DISPLACEMENT = ALL
STRESS = ALL

SPC = 200

SUBCASE 1

LABEL = PRESSURE LPAD
LPAD = 80

SUBCASE 2

LABEL = THERMAL LPAD
TEMP(L@AD) = 90

BEGIN BULK
ENDDATA

1 2 3 4 5 : 6 7 8 9 10
CIHEX3 [10 ° 60 1 2 3 4 5 6 +HEX-31
+HEX-31 |7 8 9 10, n 12 13 14 +HEX-32
cgrD2C |17 0 .0 0 0 .0 .0 50.0 +COR1
+CR1  {50.0 0 .0 :
GRDSET m o . m 456
GRID 1 4.0 00 .0
MAT1 70 3.47 3 7.535-4 [1.428-5 [.0
PIHEX |60 70 4
PLPAD3 |80 -10.0 {10 30 1
SPC1 200 2 1 2 . 3 4 13 14 L SPC-A2
+SPC-A2 |17 18 21 22 23 24 7 8 +SPC-B2
TEMP 90 1 100.0 |12, 100.0 | 100.0
TEMPD {90 .0 |

1.13-3d (12/31/77)




Figure 1. Long pipe with pressure and thermal loads.
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Figure 2. Model of section using forty IHEX] elements.
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Figure 3. Model of section using two IHEX2 elements.
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Figure 4.

Model of section using one THEX3 element.
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Displacement, inches
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(a) Radial deflections, pressure load.
4.5x10°3
4.0
— Theoretical
O IHEX1
@ [HEX2
3.5 4 THEX3
3.0 1 1 1 L
4.0 4.2 4.4 4.6 4.8 5.0

Radius, inches

(b) Radial deflections, thermal load.

Figure 5. Deflection comparisons.
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RIGID FORMAT No. 8, Frequency Response Analysis - Direct Formulation

Frequency Response of a 10x10 Plate (8-1-1)
Frequency Response of a 20x20 Plate (8-1-2)
Frequency Response of a 10x10 Plate (INPUT, 8-1-3)
Frequency Response of a 20x20 Plate (INPUT, 8-1-4)

A. Description

This problem illustrates the use of the direct method of determining structural response to
steady-state sinusoidal loads. The applied load is given in terms of complex numbers which reflect
the amplitudes and phases at each selected frequency. The steady-state response of the structure at
each frequency is calculated in terms of complex numbers which reflect the magnitudes and phases of

the results. Both configurations are duplicated via the INPUT module to generate the QUAD1 elements.

The particular model for this analysis is a square plate composed of guadrilateral plate
elements as shown in Figure 1. The exterior edges are supported on hinged supports and symmetric
boundaries are used along x = 0 and y = 0. The applied load is sinusoidally distributed over the
panel and increases with respect to frequency. Although the applied load excites only the first
mode, the direct formulation algorithm does not use this shortcut and soives the problem as though

the load were completely general.

B. Input

1. Parameters:

a=b=10 - length and width of quarter model
t=2.0 - thickness
E=3.0x 107 - Young's Modulus
v = 0.3 - Poisson's Ratio
u = 13.55715 - nonstructural mass per area
2. Loads:

The frequency dependent pressure function is:

P(x,y,f) F(f) cos %é cos %ﬁ . 1)

10. + 0.3f . (2)

where F(f)

o<}

J1=1(3/1/776)



3. Constraints:

Only vertical motions and bending rotations are allowed. The exterior edges are hinged

supports. The interior edges are planes of symmetry. This implies:

along x = 0, ey =0
along y = 0, ex =0
along x = a, u, =8, = 0
Ue
along y = b, u, = ey =0
all points, u, = uy =0, = 0

C. Theory . o

A
R iy

The excitation of the plate is orthogonal to the theoretical first mode. An explanation of
DR

the equations are given in Reference 8. The equations of response are: IR
) "7f”';ij
! _,,’,'“ g
u (f) = Fif) ; A ¢
(2m)2u(f3 - £2) R

where f1 is the first natural frequency (10 cps).

S
[ I P

R

D. Results

- on

The following table gives the theoretical and NASTRAN results: i EEEA

Frequency uz,] X 104
cps Theory | 10x10 NASTRAN |20x20 NASTRAN
0 1.868 1.874 1.869
8 6.435 6.49 6.45
9 12.489 12.69 12.53
10 o -824.92 ~ -3284.4
1 -11.833 -11.67 -11.79

8.1-2 (12/31/77)



E.

Driver Decks and Sample Bulk Data

Card
No.

OO~ aANLWN—~O

NASTRAN FILES=UMF

1D DEM8011,NASTRAN
UMF 1977 80110
App DISPLACEMENT
SpL 8,1

TIME 12

CEND

TITLE = FREQUENCY RESPANSE @F A 10X10 PLATE

SUBTITLE = NASTRAN DEMPNSTRATI@N PRPBLEM N@. 8-1-1

SPC = 37
OCL@AD = 8
FREQUENCY = 8
PUTPUT
SET 1 = 1,4,7,11 45,55, 78,88, 111,114,117,121
DISPLACEMENT(S@RT2,PHASE) = 1
SPCFARCE(SART2,PHASE) = 1
BEGIN BULK
ENDDATA
1 2 3 4 5 6 8 9 10
CNGRNT [1 2 THRU 109
CQUADY |1 23 1 2 13 12 .00
DAREA * |37 1 3 2.500000/ OE-01
FREQ 8 0.0 8.0 9.0 10.0 1.
GRDSET 126
GRID 1 .0 .0 .0
MAT1 8 3.0+7 .300
PQUADY |23 8 .6666667 13.55715
RLPAD] |8 37 1
SPC1 37 4 1 2 3 4 5 6 +41001H
+41001H |7 8 9 10 n
TABLEDT |1 +T1
+T1 .0 10.0 100.0 |40.0 ENDT

3.1-2a (12/31777)




Card

5

) i md d d i ad
ONONPAWN=OW~ U E W —~O

NASTRAN FILES=UMF

1D DEM8012 ,NASTRAN
UMF 1977 80120 . . ) . .
APP DISPLACEMENT R U
SgL 8,1 . .
TIME 30
CEND
i »': E ' - - 5 y = H
TITLE = FREQUENCY RESPONSE @F A 20X20 PLATE - .- ‘ ' o o
SUBTITLE = NASTRAN DEMONSTRATI@N PR@BLEM N@. 8-1-2 .
SPC = 37 &
DLPAD = 8 ‘ .
FREQUENCY = 8 T L e R o
pUTPUT SRR it -2 8 '-
SET 1 =1,7,13,21, 169,189, 295,315, 421,427,433,441 I e 1 RN g B
DISPLACEMENT(SPRT2,PHASE) = 1 N.ug 210
SPCFPRCE(S@PRT2,PHASE) = 1 AT»
BEGIN BULK
ENDDATA W , i .
1 2 3 4 5 6" 7 8 9 10 :
CNGRNT |1 2 THRU 419
CQUADT _ [1 I LI N - T £ N I N
DAREA *7J37. . . [T o fi o S E ;12500000 0E50T = T
FREQ 8 - 0.0 8.0 . 9.0 - 10.0 11.0 , 3 R
GRDSET i \ 126 . a: 3
GRID"::. |} 0 L0 0. artords st
MATT |8 3.047 -300 - aload
PQUADT |23 | . e 6666667 13.65735] 1
RLOADT |8 37 B L A I SR IS
SPCT: 37 4 1 2 3 4 5 6 ; +41001H
|+41001H |7 8 9. __wpiel A e - 13- - 18- —|sal00H |
TABLED |1 T
+T1 .0 2.5 100.0 10.0 ENDT

8.1-2b (12/31/77)
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—t —
[ )

— ot b
N & w

NASTRAN FILES=UMF

ID DEMB013,NASTRAN
UMF 1977 80130
APP DISPLACEMENT
SpL 8,1

DIAG 14

ALTER 1

PARABM  //C,N,N@P/V,N,TRUE=-1 $
INPOT,  ,,,,/61,62,,64,/C,N,3/C,N,1 §

EQUIV G1,GEQM1/TRUE / G2,GE@M2/TRUE / G4 ,GEPM4/TRUE §
ENDALTER
TIME 12
CEND
TITLE = FREQUENCY RESPONSE OF A 10X10 PLATE
SUBTITLE = NASTRAN DEMPNSTRATI@N PRPBLEM Np. 8-1-3

SPC = 10010

DLRAD = 8

FREQUENCY = 8
PUTPUT

SET 1 = 1,4,7,11 45,55, 78,88, 111,114,117,121

DISPLACEMENT (S@RT2,PHASE) = 1

SPCFPRCE(SPRT2,PHASE) = 1
BEGIN BULK
ENDDATA

10 10 1.0 1.0 126 0.0 0.0
4 5 35 34 0 0

1 2 3 4 5 6 7 8 9 10
DAREA * | 37 1 3 2.500000{0E-01
FREQ 8 0.0 8.0 9.0 10.0 11.0
MATY 8 3.0¢7 .300
PQUAD1 | 101 8 .6666667 13.5575
RLPADT |8 37 1
TABLEDT 1 M
+T1 .0 10.0 100.0 40.0 ENDT

8.1-2c (12/31/77)




Card

=
Q

— o —md
N—~0OWHONOUEWN—=O

[0 YT Y S R [ S )
OWR~NOAU AW

NN
WA =

n N
(5,0

NASTRAN FILES=UMF

1D DEM8014,NASTRAN
UMF 1977 80140
APP DISPLACEMENT
SpL 8,1

DIAG 14

ALTER 1

PARAM //C,N,N@P/V N, TRUE=-1 §

INPUT,  ,,,,/61,62,,G4,/C,N,3/C,N,1 §

EQUIV G1,GEPM1/TRUE / G2,GEPM2/TRUE / G4,GE@M4/TRUE $
ENDALTER

TIME 30

CEND

TITLE = FREQUENCY RESPONSE @F A 20X20 PLATE
SUBTITLE = NASTRAN DEMPNSTRATIPN PR@BLEM N@. 8-1-4
SPC = 20020

DL@AD = 8
FREQUENCY = 8
QUTPUT

SET 1 =1,7,13,21, 169,189, 295,315, 421,427,433,44]
DISPLACEMENT(S@RT2 ,PHASE) = 1
SPCFARCE(SPRTZ,PHASE) = 1
BEGIN BULK ‘ -
ENDDATA

20 20 0.5 0.5 126 0.0 0.0
4 5 35 34

1 2 3 4 5 6 7

10

DAREA * |37 1 3
FREQ 8 2.0 8.0 9.0 10.0 11.0
MAT] 8 3.0+7 .300.
PQUADT |101 8 .6666667
RLPAD1 |8 37 1

TABLEDT |1
+T1 .0 2.5 100.0 10.0 - ENDT

2.500000

0E-01

-

13.55715

P TR

-

1+

8.1-2d (12/31/77)
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Figure 1. 10 x 10 or 20 x 20 Plate, quarter model.
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RIGID FORMAT No. 9, Transient Analysis - Direct Formulation
Transient Analysis with Direct Matrix Input (9-1-1)

A. Description

This problem demonstrates the capability of NASTRAN to perform transient analysis on a system
having nonsymmetric stiffness, damping and mass matrices. The problem also illustrates the use of
time step changes, selection of printout intervals, application of loads, initial conditions, and

a simple curve plot package.

The matrices and loads used are actually the product of a transformation matrix and diagonal
matrices. The resulting answers are easily calculated while the input matrices are of general

form. The matrix equation solved is
(M}(ar + [BICay + [KJ{u} = (P{t)} . (1)

The problem is actually four disjoint single degree of freedom problems which have been

transformed to a general matrix problem. Figure 1 illustrates the problems schematically.

The resulting diagonal matrices are premultiplied by the matrix:

[x] = . (2)

The answers for the disjoint problem above will be the same as for the general matrix problem

since the general case:
xI(m 200 + [B 2@ + [k D} = [XIPY (3)
has the same results as the disjoint case:

[MO]{U} + [so]{a} + [Ko]{u} = {p} . (4)

9.1-1 (3/1/76)



Input

1. The actual matrix input is:

[ -
20 -1.5 0 0
-10 3.0 -4 0
M] =
0 -1.5 8 0
0 0.0 -4 0
— —
0 -15 0 0
0 30 -24 0
(8] =
0 -15 28 -2
0 0 -24 4
S e
2000 0 0 ﬂ
-1000 0 -100 0
(k] =
0 0 200 -20
L_.O . 0 -100 49__
2. The initial conditions are:
Ujg = 0 Uyg = 10.0
Uy = 0 Uy = 0.5
U, = 0 Uy, = 0
U3 = -10.0 U3 = 0
3. At t =1.0 a step load is applied to each point. The Toad on the uncoupled problems is:
0
1.5
Po = 4.0
20

9.1-2



The transformed load is:

-1.5

-1.0
(P = DegE =g

36.0

C. Theory

The results are responses of single degree of freedom systems. Equations are given in

Reference 12, Chapter 9.

0<t<1.0, 4t = 005

Ujg = sin ot Uyg = 10 cos 104
uy = 0.05(1 - e710F) Uy, = 0.5e710t
ug = 0 g = 0

uy = -l0e710t i3 = Tlooe” 10t

t>1.0 , At = 015

u]o = sin 10t

upp = 0.05(1 - &0 v g (e - 1.1 4 en10(ERT)y
g * 008 {1 - & Fcosa(e1) + § sina(e1)1)

uy o+ -10e70t L L 10(e1)

D. Resulﬁs

Figures 2 through 5 are tracings of the NASTRAN plots of the functions. The deviations of the
NASTRAN results and the theoretical response are due to the selection of time steps. For instance
point 11 has a time constant equal to two time steps. The initial error in velocity due to the first

step causes the displacement error to accumulate. Using a smaller time step has resulted in much

better results.

k\\yf 9.1-3 (3/1/70)



E.

Driver Decks and Sample Bulk Data

NASTRAN FILES=(UMF,PLT2)

1D DEM9011,NASTRAN
UMF 1977 90110
ApP DISPLACEMENT
SGL i 9’]

TIME 5

CEND

! !
TITLE = TRANSIENT ANALYSIS WITH DIRECT MATRIX INPUT
SUBTITLE = NASTRAMN DEMBNSTRATI@N PR@BLEM N@. 9-1-1
TSTEP = 320 - < :
IC = 32
DLRAD = 32
K2PP=KCPMP
M2PP=MCOMP
B2PP=BCAMP
guTPUT
SVEL® = ALL
DISP(SPRT2) = ALL
PLAAD(SPRT2) = ALL
PLATID = NASTRAN DEM@NSTRATI@N PR@BLEM N@. 9-1-1

PUTPUT(XYQUT)
PLATTER = SC
CAMERA = 3
SKIP BETWEEN FRAMES = 1
TCURVE = * * * * EPPRINT DISPLACEMENT(INCHES) * * * * * * &
XTITLE = TIME (SEC@NDS)
$

YVALUE PRINT SKIP
XDIVISIPNS = 25
XVALUE PRINT SKIP
s*************
YGRID LINES = YES
XGRID LINES = YES
YDIVISI@NS = 22

1

1
* * FULL FRAME PLPTS * % % * % % % % »

*

$
YTITLE = EPRINT 10 DISPLACEMENT *INCH*
éYPLET DISP / 10(T1)

YDIVISIBNS = 20
YTITLE = EPQINT 11 DISPLACEMENT *INCH*
éYPLGT DISP / 11(T1)

YTITLE = EPQINT 12 DISPLACEMENT *INCH*
§YPL¢T DISP / 12(T1)

YTITLE = EPRINT 13 DISPLACEMENT *INCH*
XYE%%T_DISP /7 13(T1)
BEGIN BULK .
ENDDATA

9.1-3a (12/31/77)



1 2 4 ] 6 8 10
DAREA 1 10 -1.5 N -1.0
DELAY 1 10 1.0 1N 1.0
oMIG BCoMP 0 1 1 2
EPPINT |10 1 12 13
TABLED] |1 +T
+T1 -1.0 .0 .0 0 .00 1.0 100.0 1.0 +T2
TIC 32 10 0 10.
TL@AD1 {32 1 1 1
TSTEP 32 200 .005 10 +S1
+S1 100 .015 5

9.1-3b (12/31/77)
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Displacement, Uo

0.99

0.81

0.63

0.45

0.27

0.09

-0.09

-0.27

-0.45

-0.63

-0.81

-0.99

e NASTRAN
© Calculated

| l ] | ] I ] 1 I [ ] 1

0

0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 2.20 2.40

Time (seconds)

Figure 2, Point 10, displacement.
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Displacement, Uy

0.180

0.160

0.140

0.120

0.100

0.080

0.060

0.040

0.020

e NASTRAN
® Calculated

] | A

I ] | | ] | ] ! ]

0 0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 2.20 2.40

Time (seconds)

Figure 3. Point 11, displacement.
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(0

Displacement, Uyy

0.044

0.0%0
0.036
0.032
0.028
0.024
0.020
0.016
0.012
0.008

0.004

®

= NASTRAN
© calculated

| 1 1 | ] 1 ] ] ] | |

0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60 1.80 2.00 2.20 2.40

Time (seconds)

Figure 4. Point 12, displacement.
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Displacement, “]3'1

1.0

-1.2

-3.6

%

] L | 1 ] L ] |

e NAS TRAN
© Calculated

[ ] L1

0.20 0.40 0.60 0.80 1.00 1.20 1.40 1.60
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Figure 5. Point 13, displacement.
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' RIGID FORMAT No. 9, Transient Analysis - Direct Formulation

Transient Analyisis of a 1000 Cell String, Traveling Wave Problem (9-2-1)
Transient Analysis of a 1000 Cell String, Traveling Wave Problem (INPUT, 9-2-2)

A. Description

This problem illustrates the ability of NASTRAN to perform time integration studies using
the structural matrices directly. At each time step the applied loads, the structural matrices,
and the previous displacements are used to calculate a new set of displacements, velocities, aﬁ;
accelerations. Initial displacements and velocities are also allowed for all unconstrained coor-

dinates. The INPUT module is used to generate the scalar springs and masses.

The structural model consists of a 1000 cell string under constant tension modeled by scalar
elements. The string is given an initial condition at one end consisting of a tFiangu]ar shaped
set of initial displacements. The wave will then travel along the string, retaining its initial

shape. The ends of the string are fixed causing the wave to reflect with a sign reversal.
Figure 1 illustrates the problem and the scalar element model for each finite increment of

. length.

3. | Input

- 1. Parameters:

. I _ 7 .
ki ol il _]0 - scalar spring rates
my = pax = 10 - scalar masses
{ —_

N =°7000" " - number of cells

where
T is the tension

Ax is thevincremental‘1ength

p is the mass. per unit length

9.2-1 (3/1/76)



C. Theory

e -

2. Loads:

The initial displacements are;

u = 2 Uy ® 1.8

u; = 4 Uy = 1.6

Uy = .6 ;‘
u; = OT 1 > Z}W

U T 2.0 Uyy = 0.0 ;

>~

As shown in Reference 11, Chapter 6, the wave velocity ¢ is,
\/r_ +1000 po1nts/un1t time ... c22.:401)

The initial displacement may be divided into two waves, traveling in oppos1te directTons.

[
"
Y]
o
pe)

The first wave travels outward; the second wave travels toward the fixed support and‘ref1étts with

a sign change.

. Results

[}

The theoretical and NASTRAN results are compared in Figure 2, when both waves have traveled

th‘ir complete width.

9.2-2
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E.

Card
No.

—0

Driver Decks and Sample Bulk Data

NASTRAN FILES=UMF
1D DEM9021 ,NASTRAN
UMF 1977 90210
TIME 16
APP DISP
SpL 9,1
CEND
TITLE = TRANSIENT ANALYSIS @F A 1000 CELL STRING
SUBTITLE = NASTRAN DEMANSTRATIPN PRPBLEM N@. 9-2-1
LABEL = TRAVELING WAVE PR@BLEM
TSTEP = 9
IC=9
uUTPUT
SET 1 = 2,4,5,6,10,12,14,16,18,20,22,24,26,28,30,40,50, 100,200,500
DISPLACEMENT = 1
VELQCITY = 1
BEGIN BULK
ENDDATA
1 2 3 4 5 6 10
CELAS3 |1 101 0 2 2 101
CMASS3  [40002 301 2 0
PELAS 101 1.0+7 10.0
PMASS 301 10.000
TIC 9 2 .2
TSTEP - |9 50 .5-3 1 )

9.2-2a (12/3V/77)




Card

No.
0 NASTRAN FILES=UMF
1 1D DEM9022 ,NASTRAN
2 UMF 1977 90220
3 ALTER 1
4 PARAM //C,N,N@P/V N, TRUE=-T §
5 INPUT, ,,,./.G2,,,/C,N,5 $
6 EQUIV G2,GEQM2/TRUE §
7 ENDALTER
8 TIME 16
9 APP DISP
10 SPL 9,1
1 DIAG 14
12 CEND

13 TITLE = TRANSIENT ANALYSIS @F A 1000 CELL STRING
14 SUBTITLE = NASTRAN DEMPNSTRATI@N PRQBLEM N@. 9-2-2
15 LABEL = TRAVELING WAVE PR@BLEM

16 TSTEP = 9
17 IC=9
18 QUTPUT

19 SET 1 = 2,4,5,6,10,12,14,16,18,20,22,24,26,28,30,40,50, 100,200,500
20 DISPLACEMENT = 1

21 VEL@CITY = 1
22 BEGIN BULK
23 ENDDATA
24 1000 1.0E7 0.0 10.0
1 2 3 4 5 6 7
TIC 9 2 .2
TSTEP |9 50 53 [ -

9.2-2b (12/31/77)
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Figure 1. Representations of dynamic string.
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Deflection

2.0

S «—== Theoretical
©  NASTRAN
X\ ——
t = 0.021
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Point Number

Figure 2. Traveling Wave on string.
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RIGID FORMAT No. 9, Transient Analysis - Direct Formulation
Transient Analysis of a Fluid-Filled Elastic Cylinder (9-3-1)

A. Description

The fluid-filled shell, used for analysis of the third harmonic, in Demonstration Problem

No. 7-2-1 is subjected to a step change in external pressure at t = 0 of the form

1

- (0 M2
P = p,sin=~ cos né

R S

The fﬁuidfié assumed fncompressible in order to obtain an analytical solution with reasonable

effort. The harmonic used is n = 3.

> x R (S

In addition to the cards of Demonstration Prob1em No. 7-2-1, DAREA, PRESPT.’TLGADZ. and TSTEP
cards are also used. Selected displacements and ﬁressures are p1otted aghinst time.

+
h
L
.
!
i

8. Input! N
The fﬁnite element model is shown in Figures 1 and 2. Parameters used are:
t
i
B lamrmie s o T . {Bulk modulus of fluid - incompressible) -
pe = 1.8x 1072 1b-sec2/’in4 (Fluid mass density)
-2 2,. 8
o = 6.0x10 1b-sec™/in (Structure mass density)
E = 1.6 x 10° 1b/1n2 (Young's modulus for structure)
G = 6.0 x 10° 1bsin? (Shear modulus for structure)
a = 10.0 inch (Radfus of cylinder)
£ = 10.0 inch (Length of cylinder)
h = 0.01 inch (Thickness of cylinder wall)
Py = 2.0 (Pressure load coefficient)

9.3 (12/31/77)



C. Theory

The theory was derived with the aid of Reference 16 as in Demonstration Problem No. 7-2-1.

Since the fluid is incompressible, it acts on the structure 1ike a pure mass.

bending stiffness, the equation of force on the structure is:

2
ps=(m+mf)ﬁ+-}a—£— ,
Y4
where:

P is the loading pressure on the structure (positive outward).
m= psh is the mass per area of the structure.
¢ is the apparent mass of the fluid.

w is the normal displacement (positive outward)_

The function F is defined by the equation,

2

4 Eh 3w
vF = 2y
Y

Neglecting the

4itre )

HEL LA SR

(1)

(2)

The spatial functions_of pressure, displacement, and function F may be written in the form:

Ps = Py sin %%~ cos né ,
= nz

woE W sin T cos n¢ ,

F = Fosin %% cos né

where Po> %o» and Fo are variables with respect to time only.

Substituting Equations 3 into Equation 2 we obtain:

Eh Ys

0
[1 + (]2
Substituting Equations 3 and 4 into Equation 1 we obtain:

9.3-2 (12/31/77)
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p. = (m+m)w + Eh w . (5)
o f’ o az[l . ($§ Zj? 0

The incompressible fluid is described by the differential equation:
vp =0 . (6)

Applying the appropriate boundary conditions to Equation 6 results in the pressure distribu-

tion:
a nz ar
p P, sin ) cos(n¢) In( 2 ) . (7)

where In s the modified Bessel function of the first kind and P, s an undetermined variable. The
balance of pressure and }low at the boundary of the fluid, with né structural effects, is described

by the equations:

o = =P I, (%) , « (8)
( . oii = - 2 .
R R f ar rea N

Substituting Equatfons 3 and 7 into Equation 9 results in:

o - _I ) E

A B &) LI (10)
Eliminating Pr with Equatfons 8 and 10 gives the expression for apparent mass, me:

P = I (%) - = mew : (”‘)

fao
In(m) 7

Substituting the expression for me from Equation 11 into Equation 5 results in a simple single

degree of freedom system. When the applied loading pressure is a step function at t = o,
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Po ur4

wos (1 - cos wt) sin—~ cos nd , (12)
where
o =K ,
My
and
k:._Eh..___—z . a
2 nL
a[1+(ﬁ
and -
ma
2 In(if)
Mot meme = g+ e T T ma
xnCTT)
D. Results

A transient analysis was performed for the case n = 3 on the model and various dispiacenents
and pressures were output versus time up to one second. The theoretical frequency i§ calculated to
be 1.580 Hertz and the period is 0.633 seconds. The displacements at two points onpthe structure
(Point 91 is located at ¢ = 0, z = 5.0; Point 94 is located at ¢ = 18°, 2z = 5.0) are plotted

versus time in Figure 3.

The maximum error for the first full cycle occurs at the end of the cycle. The ratfo of'the
error to maximum displacement is 4.75%. Changes in the time step used in the transient integration
algorithm did not affect the accuracy to any great extent. The most probable causes for error were
the mesh size of the model and the method used to apply the distributed Toad. The applied load was
calculated by multiplying the pressure value at the point by an associated area. Tﬁe "consistent
method" of assuming a cubic polynomial displacement and integrating would eliminate the éxtraneous
response of higher modes. The method chosen in this probiem, however, is typical of actual

applications.
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Driver Decks and Sample Bulk Data

NASTRAN FILES=(UMF,PLT2)

1D DEM9031,NASTRAN
UMF 1977 90310
AppP DISPLACEMENT
SpL 9,3

TIME 30

CEND

TITLE = TRANSIENT ANALYSIS @F A FLUID-FILLED ELASTIC CYLINDER.
SUBTITLE = NASTRAN DEMPNSTRATIQN PRABLEM N@. 9-3-1
LABEL = THIRD HARMPNIC ANALYSIS.
TSTEP = 10
@LPAD = 10
SPC = 3
AXISYMMETRIC = FLUID
PUTPUT
HARMONICS = 3
SET 100 = 10,11, 26,27,42.43, 58,59, 74,75, 81 THRU 96,
106,107, 122,123, 138,139, 154,155, 170,171
DISPLACEMENT = 100
PLATID = NASTRAN DEM@NSTRATI@N PRPBLEM N@. 9-3-1

PUTPUT(XYPLOT)
XPLATTER = SC 4020
XTGRID = YES
YTGRID = YES
- XBGRID = YES
YBGRID = YES
- XDIVISIONS = 10
XTITLE = ‘ TIME (SEC@NDS)
YTTITLE = R DISP -INCHES-
; YBTITLE = R DISP -INCHES-

TCURVE = PL@TTED *TPP GRID 91(Z=5,A=0), *BPTTPM GRID 110(Z=5,A=18)
XYPL@T DISP  /91(T1,), 110(,T1)

TCURVE = PL@TTED GRID(A=0,18) *TPP - 59,62(Z=7) *BRTTAM 123,126(Z=3)
XYPLPT DISP  /59(T1,), 62(T1,), 123(,T1),126(,T1)

YTTITLE = PRESSURE * B/ INCH*
YBTITLE = PRESSURE *LB/INCH*
TCURVE = PLATTED PRESPT (Z=5,A=0) *TPP 5301(R=3) *B@TTPM 5801(R=8)
XYPL@T DISP /5301(T1,), 5801(,T1)
TCURVE = PLQTTED PRESPT (R=5,A=0,Z=3,5,7)*T@P 3501,5501 *B@T 7501,5501
" XYPL@T DISP /550%(T1,T1), 3501(T1,), 7501(,T1)
YTITLE = R DISP - INCH-
TCURVE = PLATTED DISP AT MIDP@INT(Z=5.), ANGLE = 0.0 and 18.0 DEGREES.
XYPL@T DISP / 91(T1), 110(T1)
YTITLE = HARMPNIC PRESSURE
TCURVE = PL@TTED RINGFL (R=5,Z=5) * 85
XYPLAT DISP / 4000085 (T1)

$
BEGIN BULK
ENDDATA
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i 2 3 4 5 6 7 8 9 10
AXIF 1 .0 1.8-2 .00 Ng +AXIF
+AXIF 3
BDYLIST 10 26 42 58 74 90 106 +BDY-1
+80Y-1 [122 138 154 170
CFLUIDZ | 1001 17 1 1 17
CFLUID4 |1002 18 2 1 ¢ 17
CerRD2C N .0 .0 .0 .0 .0 1.0 +CARD2C
+CPRD2C 1.0 .0 .0 .0
CQUADT [1011 1 27 28 12 1
DAREA 1 27 1 .32345 |28 1 .61525
FLSYM 12 S A
FSLIST AXIS 1 2 3 4 5 6 +FSL-1
+FSL-1 |7 8 9 10
GRIDB 1 0.0 1 4 10
MATY 2 1.6+5 6.0+4 6.0-2 :

PQUADT |1 2 .0 2 8.3333-8 +PQUADI1
+PQUADT |.C .005 1

PRESPT |21 1501 +0.0

RINGFL |1} 1.00000 10.5000 |2 2.00000 10.0000

sPCl 3 126 1 12 13 14 15 16 .

TLPADZ2 |10 1 .0 1.0 .0 .0

TSTEP 10 50 .02 2
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RIGID FORMAT No. 9 (APP HEAT), Linear Transient Heat Transfer Analysis
Plate with Suddenly Applied Flux and Edge Temperature {9-4-1)

A. Description

The time history of the temperature in a long thin plate initially at zero degrees is analyzed
using NASTRAN's transient heat analysis capability. At time t=0 a heat flux is applied on one sur-
face of the plate and simultaneously the temperature along the edges is increased. These tempera-
tures are maintained at a value by using a large heat flux through a good conductor to ground. The
problem is one dimensional since it is assumed that no temperature variation exists along the length
or through the thickness. Since the plate is symmetric about the center plane, only one half of the

plate is modeled.

8. Input
The plate is shown in Figure 1 and the idealized NASTRAN model, shown in Figure 2, is repre-

sented by fiVe ROD elements going from the centerplane to the edge. The conductor-ground arrange-
ment is modeled by an ELAS2 element and an SPC card referenced in Case Control. The injected heat
flux at the edge is specified using DAREA and TL@AD2 cards which are referenced in Case Control
through a DLPAD card. The surface heat flux is specified on a QBDY! card and references the TLPAD?
card. The time step intervals at which the solution is generated are given on the TSTEP card. The
initial temperature conditions are specified on the TEMPD card and referenced in Case Control by an

IC card. The heat capacity and conductivity are given on the MAT4 card.

C. Theory

The analytic solution is

n
0.5 [1 S én—l}y (2n+1)* tcos(2n+1)nx/2] .
T a=0

T(x,t) = (1)

50. [(’I—x S {‘TJTET -(2n41)? cos(2n+1)1rx/2]

¥ n=0

D. Results

A comparison of theoretical and NASTRAN results is given in Table 1.
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E. Driver Decks and Sample Bulk Data

Card
No.

WO o~ AN EHEWN—O

19
20

NASTRAN FILES=UMF
ID DEM9041 ,NASTRAN
UMF 1977 50410
APP HEAT
SPL 9,1
TIME 10
CEND
TITLE = LINEAR TRANSIENT HEAT ANALYSIS @F A PLATE
SUBTITLE = NASTRAN DEM@NSTRATI@N PRPBLEM Np. 9-4-1
TEMP(MATERIAL) = 60
SPC = 21
IC = 60
DLPAD = 70
TSTEP = 80
SET 21 = 21
QUTPUT
THERMAL = ALL
OLPAD = ALL
SPCF = 21
BEGIN BULK_
ENDDATA
1 2 3 4 5 6 7 10
CELAS2 {28 3.0+8 20 1 21 1
CHBDY 3 2 LINE 10 12
CR@AD 11 1 10 12 13 1 12 14
DAREA 70 20 0 1.5+8
GRID 10 .0 .0 .0
MAT4 1 1.0 2.4674
PHBDY 2 1.0
PROD 1 1 1.0
QBOY? 70 1-0.0 31 33 35 37 39
SPC 21 21 4
TEMPD 60 .0
TLAADZ |70 70 0 .0 100.0
TSTEP 80 100 .05 2
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Table 1. Theoretical and NASTRAN temperatures.
GRID(X)
10(0.) 12(.2) 14(.4) 16(.6) 18(.8) 20(1.)

Theory* 0. 0. 0. 0. 0. 0.
=0

NASTRAN 0. 0. 0. 0. 0. 0.

Theory* 31.282 30.222 26.952 21.204 12.562 .500
=

NASTRAN 30.641 29.612 26.433 20.826 12.362 .500

Theory* 43.430 41.776 36.780 28.344 16.316 .500
=2

NASTRAN 43,117 41.478 36.527 28.160 16.218 .500

Theory* 47.916 46.026 40.396 30.97 17.696 .500
=3

NASTRAN 47.755 45.890 40.280 30.887 17.652 .500
= o Theory 50.500 48.500 42.500 32.500 18.500 .500
= 0 term only.
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Figure 1. Long thin plate.
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/—Cem;er plane of symmetry
1 ‘ Q=100.0 power/area
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Q=1.5x10
RE.
= X

8
K=3.0x10
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1.0 in

Grid points
—— R@D elements
HBDY elements

0

A~ ELAS2 element

Figure 2. Idealized NASTRAN model.
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RIGID FORMAT No. 10, Complex Eigenvalue Analysis - Modal Formulation
Rocket Guidance and Control Problem (10-1-1)

A. Description

This problem, although a simplified model, contains all of the elements used in a linear
control system analysis. The flexible structure, shown in Figure 1, consists of three sections:
two sections are constructed of structural finite elements; the third section is formulated in
terms of its modal coordinates. A sensor is located at an é?b%trary‘pointhén thé'structure and
connected to a structural point with mu1tipgint‘gonstraints. The measured attitude and position
of the sensor pPint is used to generate é contro]vvoltage for the gimbal angle of the thrust
nozzle. The noézig.;ontﬁbl is in itself a servomechanism consisting of an amplifier, a motor,
and a position/ang_!glqé}fyAfeédback_cogtrali'TThe nozz1e prodq;es‘a force_gn the strﬁcture due
to its mass and the angle of thrust. The motion of any point on the struﬁture is dependent on

the elastic motions, free-body motions, and large angle effects due to free-body rotation.
SRR

The guidance and control system is shown in block diagram form in Figure 2. The definitions
for the variables and coefficients along with values for the coefficients are given in Table 1.
The use of the Transfer Function data card (TF) allows the direct definition of the various rela-

tions as shown in Figure 2. -

B. Theory

1. A section of the structure is. defined by its modal coordinates by using a modification
of the method given in the NASTRAN .Theoretical Manual. The algorithm is given as

follows:

Define Eys i=1,n modal deflections scalar points

u. - grid point components used as nonredundant supports for modal
test. These may or may not be connected to the rest of the
structure.

Uuo - grid point components to be connected to the remaining
structure (not u. points)

X;» 1 =1, n - rigid body component degrees of freedom for the nonzero modes

19
The relations between these variables are defined by using multipoint constraints with

the following relationships:

10.1-1 (3/1/76)



a) {ucd = [ogydlg;r+ [0 Jud (1

where ¢ci is the angular deflection of point u. for mode 1. Dcr is the deflection of

point ue when the structure is rigid and point up is given a unit deflection.

b) x} = KTy = [61tu) (2)
i i r r >

where [Ki] is a diagonal matrix. Each term Ki' the modal stiffness, is defined as:

'_‘if"'i“? o (w0 (3)

where m; is the modal mass and w; is the natural frequency in radians per second. [H]

is determined by the forces on the support points due to each nonzero eigenvector:
P = -; He & (wj #0) . (4)

c) Scalar masses and springs are connected to each modal coordinate as shown by

Figure 3(a).

d) The structure to be added in this problem consists of a simply supported uniform
beam as shown in Figure 3(b). The support points, u., are Y16 and Yig° The additional

degree of freedom to be connected is u 816 Four modes are used in the test

c -
problem. The following data is used to define and connect the modal coordinates of this
substructure.

The mode shapes are

¢n(x) = sin 5%5 . (5)

The modal frequencies, masses, and stiffness in terms of normal beam terminology are

2.2 .
. hom El i -~ ‘
wn = _22— 'D—K ’ (n = ]) 21 3’ 4) ' (6)
M = E%& ’ (7)
4 4
and Ky = 9—§;§L . (8)

The forces of support for each mode are
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P 16) = - EITI’ 3 . (9)
! L- =7
3
and P (19) = J(-1)PEIr 3 . (10)
n Y )) 3 n

The motion 616 is defined by multipoint constraints:
= 1 nm
6 = TV e Pl e an

The free-body components of the modes are defined, using multipoint constraints, as:

X1 F} 1-
x2 1 2
. _( 283\ (e ? ]7 6
3 TEl I . (12)
3 ]3 ar
X 1
* 7 1]

2. The mass of the nozzle would normally be included with the structural modeling. How-
ever, to demonstrate the flexibility of the Transfer Function data, it is modeled as part of

the guidance system as shown in Figure 4(a).

Defining the angle of thrust, y, to be measured relative to the deformed structure, the

forces which result are

- 2 .o ‘e LT}
T = (InO + xn mi)(Y + ]) = mn xn .y] ? (]3)
and o= myp=xym F+8)-F v . (14)

Using the thrust force, F_, as a constant, the transfer functions are

n’
2. 2 2 .
ps"y - T+ "o - xmsy =0 (15)
m % i - (xym 2 4 Foy - xpm ? § = 0 ’ (16)
and (0)ey + T = 0 s (7
where I = +x%m - 500 . (18)
n no n n
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3. The large angle motion must be included in the analysis since it contributes to the
linear terms. The equations of motion of the structure are formed relative to a coordinate
system parallel to the body. As shown in Figure 4(b), the accelerations are coupled when the

body rotates.

Since the axial acceleration, X, is constant throughout the body, the vertical acceler-

ation at any point, to the first order, is

Yabs = Yrel t X8 T Ype1 Yy - (19)

An extra degree of freedom Yo is added to the problem and coupled by the equations:

n
-

my s n & s ‘ (20)
and Yabs = Yrel tY¥g o (21)

4. The center of gravity (point 101) and the sensor location (point 100) are rigidly con-
nected to the nearest structural point with multipoint constraints. For instance the

sensor point is located a distance of 4.91 from point 8 as shown in Figure 4(c).

It is desired to leave point 101 as an independent variable point. Therefore point 8

is defined in terms of point 101 by the equations:
yg = Vo1 * 49180 - (22)
and bg = 8101 . (23)

C. Results

A comparison of the NASTRAN complex roots and those derived by a conventional analysis
described below are given in Table 2. The resulting eigenvectors were substituted into the
equations of motion to check their validity. The equations of motion for a polynomial solution
may be written in terms of the rigid body motions of the center of gravity plus the modal dis-

placements. The equations of motion using Laplace transforms are

2
m®yeg = Fplep+y) (24)

2
and Is ecg = -Fn Xy Y . (25)
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The inertia forces of the nozzle on the structure may be ignored.

The motion of the nozzle, as explained in section B2, is

S2 . S2 szmnxn
(B_ + 15 + 1)Y 2 (a+ bs)ys + (c + ds)eS iy 91 + —BTy] s (26)
where v is defined as the relative angle between the nozzle and the structure.

The flexible motions at the sensor point, Ys and es, may be defined in terms of the modal

coefficients and the rigid motions of the center of gravity:

Ys

Yeg * %2%g T L 00,0 5 (27)

: = [§] '
and 6 o 1.”100,1' . (28)

The motions of the nozzle point, in terms of the modal and center of gravity motions are

6, = 8 +Z¢].£. . (29)

and ) VI T Yeq - % 8 + 14 . & } (30)

The modal displacements are due primarily to the vertical component of the nozzle force. Their

equation of motion is

mi(s2 + w$)£1 = FY , (31)
where
%,i is the deflection of point j for mode i ,
%,i is the rotation of point j for mode i s
m, is the modal mass of mode i s
Wy is the natural frequeﬁcy of mode i s
and £. is the modal displacement of mode i

Using two flexible modes the characteristic matrix of the problem is given in Figure 5. The

-determinant of the matrix forms a polynomial of order 10. The roots of this polynomial were

10.1-5



obtained by a standard computer library routine and are presented in Table 2 as the analytical

results. The rigid body solution is also presented.

The differences between the two sets of answers js due to the differences in models. The
NASTRAN model produces errors due to the finite difference approximation and the number of modes
chosen to model the third stage. The polynomial solution produces errors due to the approxima-

tions used in the equations of motion as applied to control system problems.

As a further check the first eigenvalue (A = -1.41) was substituted into the matrix given in
Figure 5 and the matrix was normalized by dividing each row by its diagonal value. The NASTRAN
eigenvector was multiplied by the matrix, resulting in an error vector which theoretically should
be zero. Dividing each term in the error vector by its corresponding term in the eigenvector

resulted in very small error ratios.
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Driver Decks and Sample Bulk Data

NASTRAN FILES=UMF

ID

UMF

TIME

APP

SpL

DIAG
ALTER
MATGPR
ENDALTER
CEND

DEM10011,NASTRAN

1977 100110
5

DISPLACEMENT
10,1

14

103 §

GPLD,USETD,SILD,PHIA // C,N,H / C,N,A $

TITLE = CPMPLEX EIGENVALUE ANALYSIS @QF A RACKET CONTRAL SYSTEM
SUBTITLE = NASTRAN DEMPNSTRATI@N PR@BLEM N@. 10-1-1
LABEL = FLEXIBLE STRUCTURE CASE

MPC = 101

METH@D = 2
TFL = 20

CMETH@D = 11

QUTPUT

SET 1 = 1,100,101,1010 THRU 1090
SVECT@R(SORT1,PHASE) = ALL

DISPLACEMENT (SPRT1,PHASE) = 1

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10 _
BARQR .0 10.0 .0 1
CBAR 1 10 ] 2
CELAS4 {1001 2.0261+7/1001 1002 32.417+7| 1002
CMASS4 {2001 2.5+#3  |1001 2001 2002 2.5+3  |1002 2002
coNM2 101 1 3333.333
EIGC 1 DET MAX +EC
+EC -2.0 -1.0 -2.0 10.0 10.0 6 6
EIGP 1 .0 .0 2
EIGR 1 INV .0 1.0 1 2 2 +E1
+E1 MASS
EPAINT {1010 101 1030 1040 1050 1060 1070 1080
GRDSET 1345
GRID 1 .0 .0 .0
MAT] ] 10.4+6 |4.0+6
MPC 3 16 6 -1.0 1001 .0628318 +161
+161 1002 .1256637/1003 . +162
MPCADD |[101 100 3 1884935
PARAM  |GRDPNT {101
PBAR 10 1 4.0+2 |6.0+4 |6.0+4
SEQGP | 100 10.5 101 7.5
SPAINT | 1001 1002 1003 1004 2001 2002 2003 2004
SUPPRT | 101 2 101 6
TF 20 1 2 .0 .0 50.0 +T6
+Th 1 6 .0 .0 -150.0 +T61

10.1-6a (12/31/77)
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Extra Point

Number

1010
101
1020
1021
1030
1040
1050
1060
1070
1080

Parameters

K

Table 1.

value
1.0
500
1414
3.0
500.0
4.25x10°
50
100.0
1.0
.16
.28
15.0
7.0
8.5x10

Variables and Parameters

Description

Voltage describing y

Voltage describing §

Control voltage foy y (Input)

Control voltage for g (Input)

Attitude error function

Nozzle position error

Voltage for Nozzle servo

Torque for Nozzle servo

Nozzle Thrust angle relative to structure

Position increment due to attitude

Description
Servo amplifier gain
Servo gain
Nozzle angular velocity feedback
Distance from nozzle C.G. to Gimbal axis
Inertia of Nozzle about gimbal axis
Thrust of Nozzle
Nozzle mass
Overall voltage-to-angle ratio
Overall voltage to postton ratio
Position feedback coefficient
Velocity feedback coefficient
Angle feedback coefficient
Angular velocity feedback coefficient

Mass of structure
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Table 2. Comparison of Complex Roots for NASTRAN Modeling vs. Simplified Polynomial Expansion

10.1-8 (6/1/72)

Rigid Body Model 2 Flexible Modes Model
) NASTRAN POLYNOMIAL NASTRAN ‘ POLYNOMIAL
;.§4O +-, 8211 -.522 + ,802i -.507 + 819 -.494 = 8011
-1.68 £ Qi -1.74 = 0i -1.41 ¢ 0Oi -1.46 + 0Oi
+.751 * 5.961 - +.776 + 5,981 | _+.520 + 3.82 +.522 + 3.83i




Uses Structural
Elements

Note:

Uses Modal
Coordinates

Sensors

Masses are uniformly
distributed in each
section,

Figure 1. Rocket structural model.
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RIGID FORMAT No. 10 (APP AERP), Aeroelastic Analysis
Aeroelastic Flutter Analysis of a 15° Swept Wing (10-2-1)

A. Description

This problem illustrates the use of the aerocelastic analysis to determine flutter frequencies
and mode shapes for an untapered wing having 15° sweep and an aspect ratio of 5.34 as shown in

Figure 1.

B. Input
Bulk data cards used include CAER@1, PAER@1, SPLINEZ2, SET1, AER@, MKALRQ1, FLUTTER, and FLFACT

as illustrated in User's Manual Section 1.11.

C. Theory
Reference 22 specifies the reduced frequency k = .1314 (p.17), frequency ratio w/wu = 0.5

(p.35) and torsion frequency w, = 1488 (p.17).

The flutter velocity is found from

REFC X w_ x w_
2 ¢ w,
Ve 7 - 5980 in/sec, (1)

where REFC is the reference length input on the AER@ bulk data card.
The flutter freguency is found from

&3]
W X —
Qa W

a
f=—=121H
2m z (2)

D. Results

The results obtained are compared with both theoretical results using the modified strip
analysis method and with experimental results. The flutter velocity is in good agreement. (See
Figure 2.)

Frequencies are automatically output while mode shapes used in the modal formulation are
obtained using an ALTER to the Rigid Format following the Real Eigenvalue Analysis Module.

Mode shapes for all points in the model may be obtained by checkpointing the problem using the

Normal Mode Analysis (Rigid Format 3) and subsequently restarting using the Aercelastic Analysis.
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E. Driver Decks and Sample Bulk Data

Card
No.
0 NASTRAN FILES=UMF
1 1D DEM10021 ,NASTRAN
2 UMF 1977 100210
3 APP AERD
4 SPL 10,0
5 TIME 10
6 DIAG 14
7 ALTER 94 $
8 MATGPR  GPL,USET,SIL,PHIA//C,N,FE/C,N,A S
9 ENDALTER §
10 DIAG 18
1 CEND
12 TITLE = AERPELASTIC FLUTTER ANALYSIS @F A FIFTEEN DEGREE SWEPT WING
13 SUBTITLE = NASTRAN DEMPNSTRATION PR@BLEM N@. 10-2-1
14 LABEL = K VALUES .200(*) .167(0) .143(1) .125(2) .111(3) .100(4)
15 ECHP = BQTH
16 SPC = 1
17 METH@D = 10
18 CMETHRD = 20
19 FMETH@D = 30
20 AUTPUT{XYQUT)
21 XTITLE = VEL@CITY
22 YTTITLE = DAMPLING (G)
23 YBTITLE = FREQUENCY (F)
24 TCURVE = V-G AND V-F DATA PBINTS
25 CURVELINESYMBOL = -1
26 XYPAPERPLQT VG / 1(G,F) 2(G,F) 3(G,F) 4(G,F) 5(G,F) 6(G,F)
27 BEGIN BULK
28 ENDDATA )
1 2 3 4 5 6 7 8 9 10
AERQ 0 1.3+4 2.0706 ]1.145-7
CAER® 101 1 1 6 4 1 +CA101
+CATO1 -1. -.26795 10.0 2.0706 |-1. 5.45205 |0.0 2.0706
CBAR 1 1 1 2 0.0 0.0 1. ]
CMASS2 (12 2.8-6 2 5
CARD2R |1 0.0 0.0 0.0 0.0 0.0 1. +C1
+C1 .96593 |-.25882 |0.0 )
EIGC 20 HESS MAX +EC
+EC
EIGR 10 GIV 3 | 6 +ER
+ER MAX
FLFACT |1 .967
FLUTTER |30 K 1 2 3 L 3
GRDSET 1 1 126
GRID 1 0.0 .0 0.0
MAT] 1 10.446 |3.9+6 2.61-4
MKAERQT |.45 +MK
+MK 0.0001 . 2
PAERD] 1
PARAM COUPMASS |1
PARAM LMPDES |3 o i
PBAR 1 1 7.175-2 19.83-6 36.8-6
SET1 100 1 THRU 1
SPC1 1 345 1 )
SPLINE2 |100 101 101 124 100 0.0 1. T +SP
+SP 0.0 0.0
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RIGID FORMAT No. 11, Frequency Response - Modal Analysis

Frequency Response and Random Analysis of a Ten-Cell Beam (11-1-1)

A. Description

This problem demonstrates the frequency response solution of a structure using uncoupled
modal formulation. With modal formulation, the structural degrees of freedom used in the solu-
tion are the uncoupled modal displacements. The solution equations are simple and efficient.

The saving in time, however, is offset by the operations necessary to extract the modes, transform

the loads to medal coordinates, and transform the modal displacements to structural displacements.

This problem also illustrates the various methods of applying frequency response loads.
Loads may be input as complex numbers, with phase lag angles and/or time lag factors. The loads

may be added together for each subcase.

-1 The structure to be solved consists of a beam with simple supports on the end as described

in Figure 1. The parameters selected produce natural frequencies of 50, 200, 450 and 800 cps.

The applied-loads for the three subcases are applied to the center with variations in phase angles,
time lags and input formats. The first two subcases use three loaded points which, in essence,

simulate a load on the center.

Included in the-structural representation is a "general element” representing the first two
cells of the ten-cell beam. The flexibility matrix, [Z], of the element represents the displace-
ments of grid points 2 and 3 when point 1 is fixed. The rigid body matrix, [S], represents the

rigid body motions of points 2 and 3 when point 1 is displaced in the x, z, or ey directions.

The random analysis data consists of a flat power spectral density function (“"white noise")
for the three loading subcases. The first subcase spectral density is connected to the third
subcase spectral density, simulating two interdependent probability functions. The XY-plotter is
used to plot the displacement and acceleration power spectral density function of grid 6 (center
of the beam). The displacement autocorrelation function is also plotted for the same point. All
values are tabulated in the printout. The NASTRAN power spectural density results are compared

against a simplified analytic calculation in Figure 2.

A static analysis restart of the frequency response problem is demonstrated. Gravity and

element enforced deformation loads are used with a change in the single-point constraints.

11.1-1 (3/1/76)



Input

1. Parameters:
L = 20 - length
I] = ,083 - bending inertia
A = 21.18922 - cross. sectional area
E = 10.4x 106 - modulus of elasticity
p = .2523 x 1073 - mass density
M = pAL - total mass
2. Constraints: ]
uy = -ex = ez = 0. - all points
Ug = Yy = Upy G 0 - frequency response
Uy = Uy = Uy T Uy T 0 - static analysis
3. Modal Data:
Interval: 40 < f < 1000 cps
Normalization: Modal Mass = 1.0
Number of modes used in formulation: 4
Modal Damping ratio: g = 4 x 1074 ¢
4. Loads, Frequency Response:

The loading functions for subcase 1 are:

Pz,5

My,s

Pz,G

Pz,7

My,7

50

-100

50 + 100(cos60° + i s1n60°)
\/SE?/G—\_/

50

100

11.1-2 (6/1/72)
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The loading for subcase 2 is:

Pz,S = 50
My,S = -100

P, s = 50+ 100(cos2f® - i sin2f°)
’ S — e ~———
SET 7, © = .005555

Pr7 = 50
“y’7 = 100

The load for subcase 3 is:

P = 2[75 + 501(cos30° - i sin30°)] = 200 + 86.6i

z,6

Note: At f = 30cps the three subcases are nearly identical.

5. Random Analysis Data

The nonzero factors for the three subcases are:

S;p = 50
Sia = S, = 50
13 o 0 < f < 100
S,y = 100
Sy3 = 50
Sy = 0, f>100

The time lags selected for the autocorrelation function calculations are:
Tt = 0.0, 0.001, 0.002, ..... , 0.1

6. Static Loads for Restart
The problem is run first as a frequency response analysis. It is restarted as a static
analysis with the following loads:

Gravity vector: 9, = 32.2

Element Deformation: $10 = 0.089045 (expansion)

11.1-3



Theory

1.

and

and

The theoretical eigenvalue data, according to Reference 8 1is

2.2

£ a —5—1—-\/5%- = 50, 200, 450, 800 ... (natural frequencies) , (1)
n 2
{2nm)2

m, = 1.0 {modal mass) , (2)

% '% 2
_ . o nmX nmx) . {nmx
¢n(x) = [£ pA sin T dx} sin(—z—) WV/;T 51n(—z—> (mode shape) . (3)

The theoretical frequency response at the center point is essential]y the response of

the first mode which is

Lor6 P50 o e ‘
“6(“) = J (j = degree of freedom number).(4)
m](w% - w?+ igmw])

At the first natural frequency of 50 cps, the response will be nearly equal to the
response of the first mode. The response at the center point for the three subcases

are-

. ug - 94.764 + 41.0331 (Subcases 1 and 3)  (5)

(50-f2%) + if

R - S bl

2 _ 23.691(3 + 2cos2f - 2i sin2f)
6

(Subcase 2) (6)
(50 - £2) + if o

The random analysis is explained in Reference 15. The power spectré] respbnse coeffic-

ients for the three subcases are given by the matrix:

0.5 0 _ 0.5
[Sz] = 100 0 1.0 0 . (7)
0.5 0 0.5

If {Hj} is the vector of the responses of a point, j, to the three loading cases, the

power spectral response, S., is

J’

Sj = tﬁS}T[S]{Hj} [ﬁs is the complex conjugate) . (8}
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= 2 i A Rk ]2
or S 10000.5[Hy 412 + 0.5(Ry; Hyg + Fyg Hyo) + [Hys|? + 0.5[Hy |21 L ra)

Since H]j = H3j’ then:
- 2 12
Sj = 200|H]j| + IOO]szl . (10)

The mean square response in obtained by integrating the power spectral density over the

frequency. In this particular case the frequency increments are uniform and the mean

square response is simply

B« Jolsy(fin) - Sjle00e (11)

The analytic solution for the displacement spectral density response of the center point

due to the first mode is:

s.(f) - 20000.066x10%) +100(.5613x10%)(13 + 12c0s2f) _ 2.852x10 + .6735x108cos2f
J

.2
. [(502 - £2)2 + f2] (f* - 4999f2 + 50“) (12)

The mean devia;ipn,loj. is

~
o

. E1 -
Uj = V T - f » (]3)

n 0o

where fn and fo are the upper and lower frequency limits.

The results of the static analysis restart are

a) The gravity load produces normal displacements (in the z direction) and element

moments as follows:

uz(x) = §§g¥~(z’ - 2ox? + x¥) (14)
and Myx) = 202 (k2 - gx) . (15)
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b.

and

Results

The response at the center point

- 810
Fx = AE 3
F
X
Ux -EX

The element deformation produces the following axial forces and displacements:

(x < 18}

for Subcases 1 and 3 are

ug (one mode)

ug (NASTRAN)

30
50

.0413 @ 23.42°
.0646 @ 22.34°
2,066 @ 293.42°

.0429 @ 22.9°
.0668 @ 21.8°
2.074 @ 281.5°

The response at the center point

for Subcase 2 is

ug (one mode)

Ug (NASTRAN)

30
50

.047 @ 0°
.0646 @ -22.34°
1.565 @ 233.4°

.049 @ 0°
.0668 @ -23.97°

1.577 @ 223.0°

The results from Equation 12 are compared with the NASTRAN results in Figure 2.

13 can be checked by summing the

NASTRAN results.

2

In numerical terms, the displacements of the center point (x = 20 are
Theoretical NASTRAN
-2 o oan=2
Ug = 4.452 x 10 4,435 x 10
Uy = 4.155 x 1070 4121 x 1074
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The element forces at the center of the beam are:

Theoretical NASTRAN
F. = -.9811 x 108 -.9848 x 10°
x5
M6 = -8.607 -8.607
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E. Driver Decks and Sample Bulk Data

Card
No.

= OQWONIOTDNAEWN—D

R b ot ot od od ok e ok amd
COWRNOEEWN

YN N NN
VN BN —

WWh NN
— O WO~

W W ww
NONMEsEWN

S bww
—Owmw

42

NASTRAN FILES=(UMF,PLT2,NPTP)

) DEMY1011,NASTRAN
UMF 1977 110110
CHKPNT  YES

APP DISPLACEMENT
SpL 11,3

DIAG 14

TIME 6

ALTER 112 $

MATPRN  PHIA,,,,// $
ENDALTER

CEND

MAXLINES = 50000
TITLE = FREQUENCY RESP@NSE AND RANDPM ANALYSIS @F A 10 CELL BEAM
SUBTITLE = NASTRAN DEM@NSTRATI@N PRPBLEM N@. 11-1-1

SPC = 11

METH@D = 2

FREQUENCY = 508

RANDQM = 11

SDAMPING = 11
QuTPUT

SET 2 = 5,10

SET 6 =6

SET 10 = 6,11

DISP(SPRT2,PHASE) = 10
ACCELER(S@RT2 ,PHASE) = 10

PLBAD = 6
ELFPRCE(S@RT2,PHASE) = 2
SUBCASE 1
LABEL = THREE PRINTS LPADED WITH TWp SETS
DLPAD = 506
SUBCASE 2
LABEL = ONE PPINT LPADED WITH TWp SETS AND TIME DELAYS
DLOAD = 507
SUBCASE 3
LABEL = PNE PPINT LPADED WITH TW@ TABULAR LPADS
DL@AD = 510
$*****************************i***
;
PLPTID = NASTRAN PRPBLEM N@. 11-1-1
PUTPUT (XYRUT)
PLATTER = SC
CAMERA = 3
SKIP BETWEEN FRAMES = 1
XGRID LINE = YES
YGRID LINE = YES
ATITLE = FREQUENCY (HERTZ)
YTITLE =S

TCURVE = P@WER SPECTRAL DENSITY @F PPINT 6 DISPLACEMENT
XYPL@T ,XYPRINT DISP PSDF / 6(T3)

TCURVE = PPWER SPECTRAL DENSITY @F P@INT 6 ACCELERATI@N
XYPL@T ACCELERATION PSDF / 6(T3)

XTITLE = TIME LAG (SEC@NDS)

N.-7b (12/31/77)



Card

No.

57
58
59
60
61

YTITLE = R
TCURVE = AUTPCPRRELATION FUNCTI@N F@R P@INT 6 DISPLACEMENT
XYPL@T,XYPRINT DISP AUTR / 6(T3)

BEGIN BULK
ENDDATA
1 2 3 4 5 6 7 8 9 10
CBAR |3 1 3 4 20. .0 1. 1
conm* |11 1 5.34604- |3 M
*M] .0
DAREA |2 5 5 -100.
DELAY 1 6 3 .5555-2
DLPAD  |506 1 1. 5 1. 6
DPHASE |1 6 3 30.
EIGR |2 INV 0.0 [1000.0 |3 5 +E6
+E6 MASS
FREQ {508 .0 5.0 40
GENEL  [1100 2 1 2 3 2 5 +1
+1 3 1 3 3 3 5 ' 2
GROSET 246
GRID |1 .0 .0 .0
MATI |1 10.4+6 [4.+6 .2523-3
PARAM  |GROPNT |0
PARAM  |LMPDES |4
PBAR |1 1 21.18922{.083  |.083
RANDPS |11 1 1 .5 1
RANDTI |11 100 .0 iy R
RLGADI |s101  |s10 5101 .
RLPAD2 |5 2 1 -
SPC 1 1 13 n 13 B
TABDMP1 (11 e | SDAMP
+DAMP .0 .0 50.0  |.02 ENDT
TABLEDI |1 +TAUU
+TAWU .0 1. 100. 1. ENDT
TABRND1 (11 +TR
+TR -1.0 .0 .0 100.0 |100.0 [100.0 {100.0 |.0 +TR2
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Card

=
o
.

P R o e R e e ]
ONNNHBWN—=OOEN NHBWNN—O

~ 19

20

2

NASTRAN FILES=@PTP

1D DM11011A,RESTART
APP DISPLACEMENT

spL 1,9

DIAG 14

TIME 5

CEND

TITLE = 10 CELL BEAM  RESTART WITH ENFPRCED DEF@RMATI@N, GRAVITY LPAD

SUBTITLE = NASTRAN DEM@NSTRATION PR@BLEM N@. 11-1-1A
LABEL = RIGID FORMAT SWITCH FROM 11 TO 1

SPC = 1
DEF@RM = 1102

LPAD = 1101
PUTPUT
ECHY = B@TH
DISPLACEMENTS = ALL
PLPAD = ALL
ELFARCE = ALL
BEGIN BULK
1 2 3 4 5 6 10
DEFPRM |1102 10 .089045
GRAV  [1101 32.2  |0.0 0.0 0.0
ENDDATA
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RIGID FORMAT No. 11, Frequency Response Analysis - Modal Formulation

Frequency Response of a 500-Cell String (11-2-1)
Frequency Response of a 500-Cell String (INPUT, 11-2-2)

A. Description

This problem illustrates the solution of a large frequency response problem using modal coordi-
nates. When large numbers of frequency steps are used, or the problem is very large, the relative
efficiency of the modal formulation is more attractive than the direct formulation. The structural
model consists of scalar points, springs, and masses which simulate the transverse motions of a
string under tension, T, with a mass per Tength of u. The model and its finite element representa-
tion is shown in Figure 1. A duplicate model is obtained via the INPUT module to generate the scalar

springs and masses.

Selected scalar point displacements and scalar element forces are plotted versus frequency.
The magnitude and phase of the displacements are plotted separately, each on one-half of the
plotter frame. The magnitude plots for the selected points are all drawn on a whole plotter frame

for comparisons. The center spring element has the magnitude of its internal force plotted versus

frequency.
B. Imput

1. Parameters:

m, 10 - mass

1

K1 = 107 - spring rate
N = 500 - number of cells
where
T -
Ki = x mi = pAX
2. Loads
The load on each point is:
P(w) = axp, = 10n3
i X

where Py is the load per length of string.
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c.

The steady state frequency response is desired from .1 to 10 cycles per second in 15

logrithmic increments.

3. Real Eigenvalue Data

Method: FEER

Center of neighborhood:

10.5

Normalization: maximum deflection

Number of modes used in formulation: 20

Theory

The analysis of the string is given in Reference 11, Chapter 6. The response, gn’ of mode

number n is given by the equation:

F’ =
n

z P(x) sin(ﬂ%i) dx

[gz usinz(ﬂ%é) dx] [wﬁ - wz]

3

1

o /Ks
where Wy the natural frequencies, are ﬂ% El for the theoretical continuous string.

For a uniform Load:

) 2p 2 2P.N 4 2
. (nmX _ X _ i . 10'm
g P(x) sin —E—) dx = — = — = - s
L Nm .,
. 2/nmx BT . i 3
and [ sin (MX)gx = 2 = - = 25x10
The displacement of the center point is:
2 _ . nm = - -
u(é‘) = z En sin 2 E] 53 + ‘55 57 ...

D.

Results

At f = 0.1, the response due to 20 modes is:

u($)

U251

.97895 (Theory)

.97888 (NASTRAN)

11.2-2 (12/31/77)
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E. Driver Decks and Sample Bulk Data

Card
No.

N et et b o d it d it b
CLOUONOUHBWN—0OWm NN O

WWNNMNMNN NN NN
—OWONOUIHWN —

£2WWWwWw W Wwww
QOUONTLTBWN

bbb
OWO~NOYN W —

(S, NS, N3,
W —

54
55
56

NASTRAN FILES=(UMF,PLT2)

10 DEM11021 ,NASTRAN
UMF 1977 110210
ApP DISPLACEMENT
TIME 26

SpL 1,1

CEND

TITLE = FREQUENCY RESPONSE @F A 500 CELL STRING
SUBTITLE = NASTRAN DEMPNSTRATI@N PRPBLEM NP. 11-2-1

puTP

PLOT
QuTP
PLAT

CURVE LINE AND SYMBQLS =1
XL@G = YES
YTLOG = YES
XTGRID = YES
XBGRID = YES
YTGRID = YES
YBGRID = YES
XTITLE = FREQUENCY (HERTZ)
YTTITLE = MAGNITUDE *INCH*
YBTITLE = PHASE *DEGREE™*
g * Kk * Kk k Kk Kk k * %k X * k Kk k k k k X * *F * *k ¥ * %
$
TCURVE = % %k % * * * SPﬂINT 5 ] * & * * k Kk X
XYPL@T DISP /  S5I1(TIRM,T1TP)
TCURVE = * * * * * % SPAINT 101 * * * * %%
XYPL@T DISP / 10T{TIRM,T1IP)
TCURVE = * * * * * % SPRINT ] 5§71 * % % & & %
XYPLQT DISP / 151(TIRM,T1IP)
TCURVE = * * * * * % SPRINT 2 01 * * % % & %
XYPL@AT DISP / 201(TIRM,T1IP)
TCURVE = * * * * % % SPRINT 251 * * % & * «
XYPL@AT DISP / 251(TIRM,T1IP)
g * % * % * * * ¥ * * * * * * *x * * K
$
YLBG = YES
YTITLE = MAGNITUDE *INCH*
XGRID LINES = YES
YGRID LINES = YES

TC

METH@D = 10

FREQ = 1

DLRAD = 11

ut

SET 1 = 51, 101, 151, 201, 251, 301, 351, 401, 451

non

SET 2 = 1 THRU 5
DISPLACEMENT( PHASE ,S@RT2) = 1
SDISPLACEMENT (PHASE ,S@RT2) = 2
ID = NASTRAN DEM@NSTRATION PR@BLEM N@. 11-2-1
UT(XYQUT)
TER = SC
CAMERA = 3

SKIP BETWEEN FRAMES = 1

URVE = kK k * Kk &

XYPLQT DISP / 51(3), 101(3), 151(3}, 201(3), 251(3)
YLRG = N@

YT

TCURVE

ITLE

REAL PART *PQUNDS*
* % % % % x *  FPRCE IN STRING ELEMENT 251

11.2-2a (12/31/77)
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Card

No.

57
58
59
60

XYPLAT, XYPRINT ELFPRCE RESP@NSE / 251(2)

$
BEGIN BULK

ENDDATA
1 2 3 4 5 6 8 10
CELAS3 |1 101 0 2 2 101 2 3
CMASS3 | 40002 301 2 0
DAREA 1 2 1.0 3 1.0
EIGR 10 FEER 10.5 20 +FEER
+FEER MAX
FREQ2 N B 10.0 15
PARAM LMPDES (20
PELAS 101 1.047
PMASS 301 10.000
RLAADT [N 1 1
TABLED] |1 *T1
*T1 . -10.0 310.0227 (67 100.0 310.0227 67 *T2
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Card

No.

0  NASTRAN FILES=(UMF,PLT2)

1 1D DEM11022 ,NASTRAN

2 UMF 1977 110220

3 ALTER 1

4  PARAM  //C,N,NPP/V,N,TRUE=-1%

5 INPUT’ ,,,,/,GZ,,,/C,N,S s

6  EQUIV  G2,GEPM2/TRUE $

7 ENDALTER

8  APP DISPLACEMENT

9  TIME 26

10 spL 11,1

N DIAG 14

12 CEND

13 TITLE = FREQUENCY RESP@NSE @F A 500 CELL STRING
14 SUBTITLE = NASTRAN DEM@NSTRATIPN PR@BLEM N@. 11-2-2
15 METHED = 10

16 FREQ = 11

17 DLPAD = 1
18 guTeuT

19 SET 1 = 51, 101, 151, 201, 251, 301, 351, 401, 451
20 SET 2 = 1 THRU §
21 DISPLACEMENT (PHASE ,S@RT2) = 1
22 SDISPLACEMENT (PHASE ,S@RT2) = 2
23 PLPTID = NASTRAN DEMPNSTRATIPN PRPBLEM NP. 11-2-2

24 QUTPUT(XYQUT)
25 PLATTER = SC

26 CAMERA = 3

27 SKIP BETWEEN FRAMES = 1

28 CURVE LINE AND SYMBALS = 1

29 XL@G = YES

30 YTLPG = YES

31 XTGRID = YES

32 XBGRID = YES

33 YTGRID = YES

34 YBGRID = YES

35 XTITLE = FREQUENCY (HERTZ)
36 YTTITLE = MAGNITUDE *INCH*

gg YBTITLE = PHASE *DEGREE*

39 [ R A I I R 2 R 2 S S S R S S S SO Y
40

4 s TCURVE = * * * * % *+ SPAINT 5 1 hok ok ok ok ok ok ok ok k ok kok ok kK
42 XYPL@T DISP / S51(TIRM,T1IP)

43 TCURVE = * * * * * *+ SPAINT 1 0 1 * ok kok ok ok kR Kk kK
44 XYPL@T DISP / 101(TIRM,T1IP)

45 TCURVE = * * * * * * SPRINT 1 5 1 d Nk ok ok ok kh ok kK
46 XYPL@T DISP / 151(TIRM,T11P)

47 TCURVE = * * * % * « SPAINT 2 9 1 * ok k h ok ok ok ok ok kk

48 XYPLAT DISP / 201(TIRM,T1IP)

49 TCURVE = * * & & * % SPBINT 2 51 * k Xk k k k k *k %k Kk *

g? XYPLQAT DISP / 251(TIRM,TT1IP)

52 §* * * *k Kk x X kx K Kk k K kK * Kk * Kk * *k X *k * X *k % *
53§

54 YLPG = YES

55 YTITLE = MAGNITUDE *INCH*

56 XGRID LINES = YES
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Card

No.
57 YGRID LINES = YES
58 TCURVE = * * * * *» SUPERPPSITI@N @F SP@INT 51, 101, 151, 201, 251 * *
59 XYPL@AT DISP / 51(3), 101(3), 151(3), 201(3), 251(3)
60 YLAG = NO
61 YTITLE = REAL PART *PQUNDS*
62 TCURVE = * * * = % » *  FORCE IN STRING ELEMENT 251  * * ok ok ok ok kK
63 éYPLOT, XYPRINT ELF@RCE RESP@NSE / 251(2)
64
65 BEGIN BULK
66 ENDDATA
67 500 1.0€7 0.0 10.0 0.0
1 -2 3 4 5 6 7 8 9 10
EAEEA }1 2 1.0 3 1.0
IGR 0 FEER 10.5 20 +FEER
+FEER MAX ' FEE
FREQ2 n N 10.0 15
PARAM LMBDES |20
RLAADT 11 1 1
TABLED1 |1 ‘ I L1
*T1 -10.0 310.0227|67 100.0 310.0227|67 *T2
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RIGID FORMAT No. 11 (APP AER@), Aeroelastic Response

Jet Transport Wing Dynamic Analysis, Frequency Response (11-3-1)

Jet Transport Wing Dynamic Analysis. Transient Response (11-3-2)

A. Description

This example illustrates the use of the aeroelastic response analysis to perform frequency,
random, and transient response calculations for a structure excited by aerodynamic loadings. This

problem is also discussed in Section 1.11.5 of the User's Manual.

The structural model represents a wing and aileron configuration as shown in Figure 1. For
this demonstration problem, the aileron is locked and the fuselage to which the wing is attached
is a rigid body represented by grid point 11. Only out-of-plane motions are retained in the model.
The wing is modeled with GENEL data defining the flexibility matrix, [Z], and a free-body.matrix,
[S]. The aileron also is modeled as a rigid body with the hinge line at point 8. The vertical

flap deflection at point 12 is defined by an MPC equation.

The aerodynamic model consists of 42 doublet lattice aerodynamic boxes, forming one coupled
group as shown in Figure 2. Three CAER@1 aerodynamic elements are used to define the areas of
uniform mesh on the wing. The aerodynamic degrees of freedom, implicitly defined by the CAERP

data, are coupled to the structure with surface splines defined on SPLINE2 data cards.

B. Input

Two separate analyses are performed with this structural model. Problem 11-3-1 performs a
frequency response analysis for a smooth gust shape and generates spectral density output plots
for a random gust magnitude. Problem 11-3-2 produces a transient response solution using a

Fourier transform of the frequency response solution.

1. Parameters:

V = 5183.2 (Airstream velocity)
M=0.62 (Airstream mach number)
o =1.1468 x 1077 (Air density)

g = 0.06 (Structural damping)

2. Constraints:

ey = OZ =0 Grid 11 (No tuselage isolation)
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U, =u = @z =0 A1l Grids

X y
0, = @y =0 A1l Grids except 11 and 12
3. Loads:

Problem 11-3-1, Frequency Response Analysis

vy - §%?Q (1 - cos 2nt) (t<1) Gust Velocity

Problem 11-3-2, Transient Analysis

v { 8360 t <

1.0 .
9 1.0 ’ Gust Velocity

-16720 t >

C. Theory
No theoretical results are available to confirm the NASTRAN results.

0. Results

Shown in Figures 3 and 4 are plots of the fuselage plunge and aileron displacement as
real and imaginary functions of frequency for Problem 11-3-1. Shown in Figures 5 and 6 are
the same quantities obtained from Problem 11-3-2 results. For this case the data are plotted

versus time.
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E. Driver Decks and Sample Bulk Data

Card
No.

VR wWN Lo

OO0~

10
1
12
13
14
15
16
17
18
19
20
21

22
23
24
25
26
27
28
29
30
31

32

34
35

37
33
39
10
41
42
43
44
45
46
47
48
49
50
51
52

54
55
56
57

NASTRAN FILES=UMF

1D DEM11031,NASTRAN
UMF 1977 110310
APP AERP

SoL 11,0

TIME 3

CEND

TITLE = JET TRANSP@ART WING DYNAMIC ANALYSIS
SUBTITLE = NASTRAN DEM@NSTRATI@N PR@BLEM N@. 11-3-1
LABEL = SYMMETRIC RESPPNSE , STIFF AILER@N

ECHQ = BPTH
$ M@DEL DESCRIPTIPN JET TRANSPPRT WING EXAMPLE
$ SYMMETRIC RESPPNSE TP A RAND@M
g GUST WITH A STIFF AILERPN
" SPC = 14 § SYM , N@ PITCH
MPC = 1
METH@D = 10 $ GIVENS
SDMAP = 2000
FREQ = 40
RAND@M = 1031 $ EMPIRICAL PSDF
gUTPUT
$ SPLUTIPN RANDPM ANALYSIS USING
$ DPUBLET-LATTICE METHPD AER@DYNAMICS
g AT MACH. N@. @F .62
SET1=1,2,12%
SET2=1, 9 THRU 12 , 1040
SET 3 = 1N
SET 4 = 1001, 1022 , 1023 , 1040 , 1041 §
SDISP(IMAG) = 1
DISP(IMAG) = 2
SPCF(IMAG) = 3
AERPF = 4
SUBCASE 1
LABEL = RAND@M GUST AMALYSIS
; GUST = 3002
$ PRODUCES XY PAPER PLPTS @F MPDAL AND GRID PPINT DISPLACEMENTS
g AND WING R@@T BENDING M@MENTS
PUTPUT{XYRUT) $ FREQ RESP PACKAGE (CPMPLEX NUMBERS)

CURVELINESYMBOL = 1

XTITLE = FREQUENCY(HERTZ) JET TRANSP@RT , FREQUENCY RESPONSE
YTITLE = M@PDAL DEFLECTIPN

TCURVE = FIRST M@DE (PLUNGE)

XYPAPERPLAT  SDISP /  1(TIRM) , T(T1IP)

TCURVE = SECOND MPDE (WING BENDING)
XYPAPERPL@AT  SDISP /  2(TIRM) , 2(T1IP)
TCURVE = TWELFTH MPDE (AILERON)

XYPAPERPL@T  SDISP / 12(T1RM) , 12(T1IP)
YTITLE = PHYSICAL DEFLECTI@N

TCURVE = WING ( 3/4 CHPRD , 1/4 CHPRD , STA 458 )
XYPAPERPL@T  DISP / 10(T3RM) , 10(T3IP) , 9(T3RM) , 9(T3IP)
TCURVE = FUSELAGE PLUNGE

XYPAPERPLAT  DISP / T11(T3RM) , 11(T3IP)
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Card

No.

58
59
60
61
62
63
64
65
66
67
68
69
70
A
72
73
74
75

TCURVE = AILER@N DEFLECTI@N

XYPAPERPLAT  DISP / 12(R2RM) , 12(R2IP)
TCURVE = AER@DYNAMIC BPX NEAR TIP , PITCH
XYPAPERPL@T  DISP / 1040(R2RM) , 1040(R2IP)
TCURVE = WING RPQT BENDING MOMENT

YTITLE = RATATIONAL CPNSTRAINTS
XYPAPERPLAT  SPCF / 11(R3RM) , 11(R3IP)
$  RAND@M ANALYSIS PUTPUT REQUESTS

» PSDF , GUST L@AD

XTITLE = FREQUENCY (HERTZ) JET TRANSPPRT , RANDPM ANALYSIS
TCURVE = POWER SPECTRAL DENSITY FUNCTI@N

YTITLE = FUSELAGE PLUNGE (1173)

XYPAPERPLAT  DISP PSDF / 11(T3)

YTITLE = WING TIP DISPLACEMENT (9T3) » PSOF , GUST LPAD

XYPAPERPL@T  DISP PSDF /] 9(T3)
YTITLE = WING RPPT BENDING MEMENT (11R3) , PSDF , GUST LPAD
XYPAPERPLAT SPCF PSDF / 11(R3)

BEGIN BULK
ENDDATA

1 2 3 4 5 6 7 8 g 10
AEFACT |1 0.0 .09 21 .33 35 56 .66 ¥AED
+AE] .74
AERD |1 8360. |131.232 |1.1468-7 SYM
CAERD1 |1001 1000 |0 1 4 1 +CAO1
+CA01  |78.75 0. 0. 225.  |35. 500.  |O. 100.
CELAS2 |3 5142671.112 5 '
CMASSZ |2 13967.2 |12 5
coNMT |1 - - +51
+51 17400. 4.37+7 : +52
CBRDZR |1 0.0 0.0 0.0 0.0 0.0 -1. +C1
+C1 -1. 0. 0.
DAREA [9999 |11 1 1. DUMMY
EIGR |10 GIV 0.0 1.. 12 +EIGR
+EIGR  |MAX e :
FREQ1 |40 0.0 .25 39
GENEL  [432 1 3 2 3 3 3 +01
+01 4 3 5 3 6 3 7 3 +02
GRID |1 20.25 |90. 12456 |
GUST  [3002  |3002  |1.1962-4|0.0 8360. |
MKAERD1 | .62 +MK
+MK .02 0.10  [0.50
MPC 1 12 3 1.0 |8 3 1.5 +PC1
+MPC1 7 3 -0.5 |12 5 33.25
PAERGT {1000 « | - o -
PARAM | GUSTAER| -1
PARAM  |LMPDES |12
PARAM |MACH  |.62
PARAM  |Q 4.00747
PARAM  [WTMASS |.0025907 :
RANDPS  |1031 1 1 1. 1032
RLAAD 3002  [9999 1004
SET1 |14 1 THRU |11
sPC 14 n 45
SPLINET [104 1022|1026  [1039 {15 -
SPLINEZ {101 1001 1001 1021 14 10.0 2. 0. +5P1
#SP1 [-1.0  |-1.0
SUP@RT |11 3
TABDMP1 | 2000 : o +T2000
+T2000 0. .06 10. .06 ENDT ) |
TABLED1 |1004 - ~ #TT004
+T1004 0. 0. .01 1. 10. 1. |ewor
TABRND! {1032 E +001
+001  [0.00  [2.8708+0{0.25 _ |1.2641+0[0.50  [4.7188-1/0.75  |2.3080-1|+002
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Card

No.

AN PRWN—=O

QUTPUT

. YA

NASTRAN FILES=UMF

ID DEM11032,NASTRAN
UMF 1977 110320
ApPpP AERQ

SAL 11,0

TIME 3

CEND

TITLE = JET TRANSPPRT WING DYNAMIC ANALYSIS

SUBTITLE = NASTRAN DEM@NSTRATIPN PREBLEM N@. 11-3-2

LABEL = SYMMETRIC RESPPNSE . SQUARE EDGE GUST . TRANSIENT ANALYSIS
ECH@ = BPTH

$
$ MPDEL DESCRIPTI@N _ JET TRANSP@RT WING EXAMPLE
$ SYMMETRIC RESPPNSE TP A SQUARE
g ) . EDGE GUST WITH A STIFF AILER@N

SPC = 14 § SYM , N@ PITCH

MPC = 1

METH@AD = 10 $ GIVENS

SDAMP = 2000

FREQ = 40

TSTEP = 41

$$85583 TWELVE MPDES AND FPRTY TW@ B@XES AER@ CALC THREE K VALUES
GUST = 1011 § SQUARE
DLPAD .= 9999 $ NEEDED T@ FPRCE APPR@ACH TRANSIENT GUST

SOLUTION TRANSIENT ANALYSIS USING
DPUBLET-LATTICE METHPD AER@DYNAMICS
AT MACH N@. @F 0.62
SET1=1,2,12%
SET2 =1, 9 THRU 12 , 1040
SET3 =1
SDISP = 1
DISP =2
SPCF = 3
$
$ PRPDUCES XY PAPER PLPTS PF MPDAL AND GRID PAINT DISPLACEMENTS
$ AND WING RO@T BENDING MPMENT TIME HISTPRIES
$
QUTPUT(XYPUT)  § TRANSIENT PACKAGE (REAL NUMBERS)

CURVELINES/MBOL = 1
XTITLE = TIME(SECPNDS) JET TRANSPORT . SQUARE GUST
. _TCURVE = FIRST MODE (PLUNGE)
YTITLE = M@DAL DEFLECTI@N
XYPAPERPLAT SDISP /  1(T1)
TCURVE = SECPND M@DE (WING BENDING)
XYPAPERPLRT SDISP /  2(T)
TCURVE = TWELFTH MPODE (AILERON)
XYPAPERPLAT SDISP / 12(M)
YTITLE = PHYSICAL DEFLECTIQN
- TCURVE = WING ( 3/4 CHPRD , 1/4 CHPRD , STA 458 )
XYPAPERPLAT DISP / 10(T3) , 9(T3)
TCURVE = FUSELAGE PLUNGE
XYPAPERPLAT DISP / 11(T3)
TCURVE = AILER@N DEFLECTIPN
XYPAPERPLAT DISP / 12(R2)
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Card

58
59
60
61
62
63
64

TCURVE = AERPDYNAMIC B@X NEAR TIP , PITCH

XYPAPERPLAT DISP / 1040(R2)
YTITLE = RATATIPNAL CANSTRAINTS

TCURVE = WING RP@T BENDING M@MENT

XYPAPERPLAT SPCF / 11(R3)

BEGIN BULK
ENDDATA

1 2 3 4 5 6 7 8 9 10
AEFACT |1 0.0 .09 .21 .33 .45 .56 .66 +AE1
+AE1 .74
AERP 1 8360. 131.232 §1.1468-7(1 SYM
CAER@1 {1001 1000 0 1 4 1 +CAR1
+CAQ1 78.75 0. 0. 225. 35. 500. 0. 100.
CELASZ2 |3 5142671.112 5
CMASSZ |2 13967.2 |12 5
CONM1 1 n +51
+51 17400. 4.3747 +52
CORDZR |1 0.0 0.0 0.0 0.0 0.0 -1. +C1
+C1 -1. 0. 0.
DAREA 1001 12 5 5142671.
EIGR 10 GIV 0.0 1. 12 +EIGR
+EIGR MAX
FREQT 40 0.0 .25 39 ’
GENEL 432 1 3 2 3 3 3 +01
+01 4 3 5 3 6 3 7 3 +02
GRID 1 20.25 90. 12456
GUST 1011 1000 1. 0.0 8360.
MKAER@1 |.62 +MK
+MK .02 0.10 0.50 .
MPC 1 12 3 -1.0 8 3 1.5 +MPC1
+MPC1 7 3 -0.5 12 5 33.25
PAER®T 1000
PARAM GUSTAERP| -1
PARAM IFTM 0
PARAM LMPDES |12
PARAM MACH .62
PARAM Q 4.00747
PARAM WTMASS | .0025507 .
SET1 14 1 THRU = |11
SPC 14 1A 45
SPLINEY |104 1022 1026 1039 15
SPLINEZ 101 1001 1001 1021 14 0.0 2. 0. +SP1
+SP1 -1.0 -1.0
SUPPRT |11 3
TABDMPT | 2000 +72000
+72000 |0. .06 10. .06 - ENDT
TABLED1 | 1003 +T1003
+T1003 |0. 1. 1. 1 1. -1. 2. -1. +T1003A
TLPADT | 1000 1001 : i3 ) o o
TSTEP 41 40 A 1
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Figure 1. Structural definition of the transport wing.
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Aerodynamic element model.
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Fuselange Plunge x 107 in.
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A

0.0 2.0 4.0 6.0 8.0
Frequency (Hertz)
Figure 3. Fuselage plunge versus frequency at grid point 11,
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Figure 4.
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Aileron displacement versus frequency at grid point 12.
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Fuselage plunge x 103 in.
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Figure 5. Fuselage plunge versus time at grid point 11.
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Figure 6. Aileron displacement versus time at grid point 12.
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RIGID FORMAT No. 12, Transient Analysis - Modal Formulation

Transient Analysis of a Free One Hundred Cell Beam (12-1-1)

A. Description

The problem demonstrates the transient analysis of a free-bod; using the integration algorithm
for uncoupled modal formulations. The model is a hundred-cell beam with a very large mass attached
to one end as shown in Figure 1. Modal damping is included as a function of natural frequency. It
does not affect the free-body {zero frequency) modes. The omitted coordinate feature was used to

reduce the analysis set of displacements to correspond to eleven grid points.

Both structure plots and curve plots are requested. The types are as follows:
1. Stereoscopic structure plots of the deformed strdcture are drawn for a specified time

step. N

u", . <
2. Orthographic projections of the deformed structure are plotted. However, two variations

are plotted on each frame. The bottom reqvon of the frame shows the deformed shape and
the top region shows vectors at every tenth grid point wh1c« are proportional to the z-

displacement at each specified time step

—_—— ~ . o Fi - — - -

3. Curve p]ots and pr1ntout of d1sp1acement versus time and of drceleration versus time
are requesteda_‘ . - }:

. ' . . ! ,~(
When a structure is used without additiorfal transfer functions or di:;ct matrix 1nputs, the

(ll

transient analysis solves exact equations for the uncoupled modes. The only errdrs will be in

>the discarded modes and the straight fine approximation of the loads between time steps The

speed of this solution is offset by the fact .that the eigenvalue calculation is re1at1vely costly

and the transformation of the vectors to and from modal coordinates could be time consum1ng

The mass and inertia on point (1) were selected to be much larger than values of thé beam.

The answers will therefore approximate a beam with a fixed end.
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B. Input

1. Parameters
Beam:
2 = 20 (Length)
I = .083 (Bending inertia)
A = 1.0 (Cross sectional are;) r
E = 10.4 x 108 (Modulus of elasticity) ;j
o = .2523 x 1073 (Mass density) -

Lumped Mass:

122.] = 1666.66

2. Damping:

T
The damping coefficient for each mode is a function of the natural frequency. The

function is:

3. Load: e : Do Ten
= 100 sin(2r-60t)
S
4, Real Eigenvalue Data |
Method: Inverse Power
"Region of Interest: 0 < f < iOOQ q

Normalization: Mass
D. Results

The NASTRAN results are compared in Figure 2 to the analytic results which use one modeT The
modal mass may be calculated using the formula for the mode shape given in Reference 8. The modal

displacement is a single degree of freedom response with a closed form solution.
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D. Driver Decks and Sample Bulk Data

Card
No.

CON SNBWN o

NASTRAN FILES=(UMF,PLT2)

ID DEM12017,NASTRAN
UMF 1977 120110
App DISPLACEMENT

SpL 12,3

TIME 10

CEND

TITLE = TRANSIENT ANALYSIS @F A FREE PNE HUNDRED CELL BEAM
SUBTITLE = NASTRAN DEM@NSTRATIPN PR@BLEM N@. 12-1-1

DLPAD = 516
SDAMP = 15
TSTEP = 516
METHRD = 2
PUTPUT X
SET 1 =1, 26, 51, 75, 100
SET 2 =1, 26, 76
DISPLACEMENT = 2
STRESS = 1
PLATID = NASTRAN DEMPNSTRATI@N PR@EBLEM N@. 12-1-1
BUTPUT(PLDT) )
PLATTER SC “
CAMERA 3

SET 1 INCLUDE BAR,
EXCLUDE GRID POINTS 1,2,3,4,5,6,7,8,9,10,12,13,14,15,16,17,18,
19,20,22,23,24,25,26,27,28,29;30,32,33,34,35,36,37,38,39,40,
42,43,44,45,46,47,48,49,50,52,53,54,55,56,57,58,59,60,62,63,
64,65,66,67,68,69,70,72,73,74,75,75,77,78,79,80,82,83,84,85,
86,87,88,89,90,92,93,94,95,96,97,98,99,100
MAXIMUM DEFPRMATION 2.0 .
STEREP PRPJECTIPN S :
FIND SCALE, @RIGIN 100, VANTAGE PPINT, SET 1
PTITLE = PAPER CPPY @F STEREPSCOPIC PRPJECTIPN @F DEFPRMATI@NS
PLAT TRANSIENT DEF@RMATIQN 1, TIME 0.012, 0.013,
MAXIMUM DEFPRMATI@N 0.76, SET 1, PRIGIN 100, SHAPE
PRTHPGRAPHIC PROJECTIPN
FIND SCALE, PRIGIN 1, REGI@N 0.0,0.0,1.0,0.5
FIND SCALE, QRIGIN 2, REGIPN 0.0,0.5,1.0,1.0
PTITLE = DEFLECTIPNS @F BARS WITH VECT@RS
PLAT TRANSIENT DEFPRMATI@N 1, TIME .012, .01s,
MAXIMUM DEF@RMATI@N 1.0
SET 1, PRIGIN 1, SHAPE ,
SET 1, PRIGIN 2, VECTPR Z

$
PUTPUT (XYPUT) B R 3 : L.
PLATTER = SC
CAMERA =3 ~ .
SKIP BETWEEN FRAMES = 1
YGRID LINES = YES. - -
XGRID LINES = YES
YDIVISI@NS = 10
XDIVISIONS = 10
XVALUE PRINT SKIP
YVALUE PRINT SKIP

1
1

XTITLE = TIME (SECENDS)
YTITLE = DISP * INCH *
TCURVE = * * * * + * x G p 1D 51 kX ok kR X Kk ok ok ok Kk

iZ.l-Za (12/31/77)



Card

No.

57 XYPL@T,XYPRINT,DISP RESP / 51(T3)

58 TCURVE-_-******* GRID ]O‘I *****t*******
59 XYPLOT ,XYPRINT,DISP RESP / 101(73)

60 YTITLE = ACCELERATION

6] TCURVE:******* GRID 5] ***********t**
62 XYPL@T ,XYPRINT ,ACCE RESP / 51{(T3)

63 TCURVE:******* GRlD 101*************

64 XYPL@T,XYPRINT ,ACCE RESP / 101(T3)
65 BEGIN BULK

66  ENDDATA

1 2 3 4 5 6 7 8 9 10
BARPR 10.0 0 0.0 |1
CBAR 1 17 1 2
CONM2 |20 1 10.0 +M1
M1 1666.66
DAREA |1 101 3 100.
EIGR 2 INV .0 1500. |5 6 PEG
+EG MASS
GRDSET 1246
GRID 1 .00 .00 .00
MAT1 1 ... . [10.4+6 [4.+6 .2523-3 +MATI
SMATT  {TT1ATT {111 ,
gMIT1 |53 2 3 4 5 6 7 . |8 +100
+100 9 10 12 13 14 15 16 2 17 +200
PARAM  |GRDPNT |0 R
PARAM  |LMPDES; |6
PBAR 17 .l 1..... |.083_.._1.083 o . +PBAR
+PBAR 111111 [T ) i ‘ Lo
SUPPRT ~ [T Ui [3 (R |- TR S BT '
TABOMP1 [15  .l. ... SRR | A ‘ +TD11
+TD11 |10, .01 100. A 3000. |1 ‘|enot -
TLPADZ (516  =etb—-- BN A . |60a
TSTEP (516 104 |.001388 |1
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Figure 1. 100 cell free beam.
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RIGID FORMAT No. 13, Normal Modes with Differential Stiffness
Normal Modes of a 100-Cell Beam with Differential Stiffness (13-1-1)

A. Description

This problem illustrates the effects of differential stiffness on the solution for the normal
modes of a beam under axial compression.

The natural frequencies of the beam are affected by this load as shown in Reference 23. The
loading specified here is one half of the Euler value for compression Suck]ing which decreases the

unloaded natural frequency, w, proportional to .

/. 2
[Tr2 El - ] s |
L7 :

The structural mode) illustrated in Figure 1 is a uniform 100 cell béam hinged at both ends.

H
3

where F is the applied load.

8. Input

1. Parameters:

= 2.0 (cross sectional area)
0.667 (bending inertia)
10.4x10% (modulus of elasticity) E

100.0  (length) ; ' ~
2.0x10~* (mass dénsity) ‘ : .o

A
I
E
L
p

2. Constraints: ' ' : ;

u, =8, = Oy = 0 (all points) Vo b i

u, = 0 {point 101) i T

ux = uy =0 (point ]) ' i
3. Loads: - f 4

FiO],X = 3,423.17

B = 1.0 (default load factor) .
C. Theory
The theoretical natural frequency for the first mode is given by
1/
1 n2El z
fs [437\—27 (57 -F)] Hertz , ()

For this loading of one half the Euler buckling value, the theoretical value is 14.6269 Hertz

for the bending mode.

13.1-T ("12/31/74)



D. Results

The natural frequency computed using NASTRAN is 14.62325 Hertz.

E. Driver Decks and Sample Bulk Data

Card
No.
NASTRAN FILES=UMF
1D DEM13011,NASTRAN
UMF 1977 130110
APP DISPLACEMENT
SOL 13,0
TIME 6
CEND

TITLE = NPRMAL MPDES ANALYSIS WITH DIFFERENTIAL STIFFNESS
SUBTITLE = NASTRAN DEMBNSTRATIN PRPBLEM N@. 13-1-1
SPC = 2
SET 1 = 11,21,31,41,51,61,71,81,91
DISPLACEMENT = 1
ELFPRCE = 1
SUBCASE 20
LABEL = STATICS SPLUTIPN.
LPAD = 100 :
BLPAD = ALL =
SUBCASE 40
LABEL = SECEND PRDER STATICS SPLUTIPN.
DSCPEFFICIENT = DEFAULT
SUBCASE 80

[ R I R i R S R S S
CQVWONONHWN—=OOVOO~ oMW D

21 LABEL = NPRMAL MPDES WITH DIFFERENTIAL STIFFNESS EFFECTS
22 METH@D = 101
23 BEGIN BULK
24 ENDDATA
1 2 3 4 5 6 7 8 9 10
BARPR .0 1. .0 1
CBAR 1 1 1 2
EIGR 101 INV .0 200.0 3 3 3 1.-4 +EIG1
+E161 MAX
FBRCET |100 101 3423.17 1101 1
GRDSET 345
GRID 1 .0
MAT1 22 10.4E6 3 2.0E-4
PBAR 1 22 2.0 .666667 |.666667
seC 2 1 12 .0 101 2 .0
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RIGID FORMAT No. 14, Static Analysis with Cyclic Symmetry
Circular Plate Using Cyclic Symmetry (14-1-1)

A. Description

A constant thickness circular plate with six radial stiffeners and a central hole, shown in
Figure 1, is analyzed using dihedral symmetry. The plate is subjected to a uniform pressure load
applied over a 60° segment of the plate.

The finite element model is shown in Figure 2. The stringers are 60° apart but only 30° of the
structure needs to be modeled when using the dihedral symmetry option. There are 12 subcases since
these are 2 half segments in a 60° segment and only one loading condition. The CYJPIN bulk data
card defines those points in the middle of the segment (SIDE 2) and those points on the boundary

between segments (SIDE 1).

8. Input

1. Parameters:

Ro = 1,0 (outside radius)

Ri = .14 (inside radius)
t = .0 (plate thickness)
a = .06 (height and width of stiffeners)

E

10.6x10° (modulus of elasticity)
v = .325 (Poisson's ratio)

2. Boundary Conditions:
Ur = Ue = Bz = 0 (all points)
Uz x er =0 (along r = 1.0)

3. Applied loads:

l

Pressure = 200.0 between 8 = 60° and 120°
4, Cyclic symmetry parameters:

CTYPE = DRL

KMAX = 2

NSEGS = 6

NLRAD =1

14.1-1 (12/31/74)



C. Results

The structure can be analyzed using rotational symmetry or dihedral symmetry described here

and the results will be identical.

The results for the normal displacements are given in Table 1 for r = 0.46.
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D. Driver Decks and Sample Bulk Data

Card
No.

PN et ot et b b d b b
CWOWRNOUMEBWN—O WV NN HB W —=O

PPN N
NOYO W —

WWWWWWwWwWwrRN
NOOMAWN—0O W

£wWww
O wm

o
N —t

NASTRAN
ID

UMF
APP

SpL
TIME
CEND

FILES=UMF

DEM14011,NASTRAN

1977

DISPLACEMENT

14,0
5

140110

TITLE = STATIC ANALYSIS @F A CIRCULAR PLATE
SUBTITLE = NASTRAN DEMPNSTRATIPN PR@BLEM N@. 14-1-1

LABEL = DIHEDRAL CYCLIC SYMMETRY

SPC = 10
pUTPUT

1

PLAAD = ALL

DISP = A
SPCF = A
SUBCASE
LABEL
SUBCASE
LABEL
SUBCASE
LABEL
LPAD

LL

LL

1

= SEGMENT
2

= SEGMENT
3

= SEGMENT
= 102

SUBCASE 4

LABEL
LPAD

SUBCASE
LABEL
SUBCASE
LABEL
SUBCASE
LABEL
SUBCASE
LABEL
SUBCASE
LABEL
SUBCASE
LABEL
SUBCASE
LABEL
SUBCASE
LABEL
BEGIN BU
ENDDATA

= SEGMENT
= 102

5

= SEGMENT

= SEGMENT
= SEGMENT
= SEGMENT
= SEGMENT
= SEGMENT
1
= SEGMENT
12

= SEGMENT
LK

RIGHT
LEFT
RIGHT

LEFT

RIGHT
LEFT
RIGHT
LEFT
RIGHT
LEFT
RIGHT
LEFT
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1 2 3 5 6 7 9 10
CBAR 1 1 10 20 .0 .0 1. 1
CNGRNT |10 N
CprRD2C |1 0 .0 .0 .0 .0 .0 1. +C1
+C1 1. .0 .0
CQuAD2 |10 1 10 n 21 20
CYJPIN 1 c 10 20 30 40 50 60 CYC SYM
CYJPIN |2 C 12 22 32 42 52 62 CYC SYM
GRDSET 1 1
GRID 10 1.0 .0 .0
MAT1 1 10.6 +6 .325 2.59 -4 |12.9 -6
PARAM CTYPE DRL CYC SYM
PARAM KMAX 2 CYC SYM
PARAM NLPAD 1 CYC SYM
PARAM NSEGS 6 CYC SYM
PBAR 1 1 1.8 -3 (5.4 -7 (5.4 -7 |[1.0 -6 +PB1
+PB1 .0 .03 .03 .0 .03 .03 .03 -.03
PLPAD2 |102 200. 10 20 30 40 50
SPCI 110 12346 10 11 12
SPCADD |101 110 112
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Table 1.

Displacements of circular plate under pressure load at r

DIHEDRAL
METHOD
] Yalue
Subcase Grid
0 1 30 1.365
15 1 3 1.379
30 1 32
2 32
45 2 31 1.412
60 2 30
3 30 1.430
75 3 31 1.464
90 3 32 -
't 32 1.484
105 4 31
120 4 30
5 30 1.430
135 5 k) 1.412
150 5 32
6 3?2 1.396
165 6 3 1.379
180 6 30
7 30 1.365
195 7 31 1.359
210 7 32
8 32 1.354
225 8 3 1.349
240 8 30
. 9 30 1.345
255 9 3 1.344
270 9 32
10 32 1.345
285 10 31 1.344
300 10 30
n 30 1.345
315 n 31 1.349
330 n 32
12 32 1.354
345 12 k) 1.359
360 12 30 1.365

14.1-3 (12/31/74)
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Figure 1. Circular plate with stiffeners.
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RIGID FORMAT No. 15, Normal Modes Analysis Using Cyclic Symmetry
Modal Analysis of a Circular Plate Using Cyclic Symmetry (15-1-1)

A. Description

The natural frequencies of a constant thickness circular plate with six radial stiffeners and
a central hole are obtained using the rotational symmetry option. The structure, shown in Figure
1, is simply supported at the outer circumference.

The finite element model is shown in Figure 2 representing only sixty degrees of the plate.
Note that since the stiffeners are on the symmetry boundary, only 1/2 of the actual properties

are used. The bulk data cards demonstrated are the CYJPIN and PARAM.

B. Input
1. Parameters:
Ro = 1,0 (outside radius)
R1 = 14 (inside radius)
t = .0 (ptate thickness)
a = .06 (height and width of stiffeners)
E =10.6x10° (modulus of elasticity)
v = ,325 (Poisson's ratio)
p = 2.59x10~* (mass density of plate and stiffeners)

2. Boundary conditions:

U, * ug =8, = 0 (all points)

u, = er =0 {along r = 1.0)

3. Eigenvalue extraction data:

Method: Inverse power

Region of interest: 0.0 < f < 8000
Number of desired roots: 3
Normalization: maximum

4. Cyclic symmetry parameters:

CTYPE RPT
KINDEX 2
NSEGS 6

15.1-1  (12/31/74)



C. Results
Solutions can be obtained using the dihedral symmetry or rotational symmetry described here.

Results are accurate to approximately six significant figures.

Table 1. Natural Frequencies

Mode Frequency (H,)
1 4288.2
2 4288.2
3 6844.3
4 6844.3
5 11524.3
6 A 11524.3
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0.

Card

O P WY —

10
11
12
13
14
15

Driver Decks and Sample Bulk Data

I0
UMF
APP
SPL
TIME
CEND

DEM15011 ,NASTRAN

1977 150110
DISPLACEMENT
15,3

3

TITLE = NQRMAL M@DES ANALYSIS @F A CIRCULAR PLATE
SUBTITLE = NASTRAN DEMPNSTRATIPN PR@BLEM N@. 15-1-1
LABEL = R@TATIPNAL CYCLIC SYMMETRY

SPC = 101
METHPD =
QUTPUT

VECTPR =

1
ALL

BEGIN BULK

ENDDATA
1

10

CBAR
CNGRNT
CARD2C
+C1
CQUAD2
CYJQIN
CYJQIN
EIGR
+E1G]
GRDSET
GRID
MAT
PARAM
PARAM
PARAM
PBAR
+PB1 -
PQUAD2
sPC
SPCADD

1

1

1

1. .0
10

1

2

1
MAX

10
1 10.6 +6
CTYPE
KINDEX |2
NSEGS 6
1 1
.0 .03
1 1
110
101 - 110

10

10
10
14

1.0

1.8 -3

.03
.01
10
1z

20
.0

1
20
24
12000.0

21
30
34

.0
2.59 -4

5.4 -7

14

20
40
44

12.9 -6

1.0 -6
.03

50
54

.03

60
64

.03

+1

CYC SYM
CYC SYM
+E1G]

CYC SYM
CYC SYM
CYC SYM
+PB1

15.1-2b (12/31/77)
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Figure 1. Circular plate with stiffeners.



Figure 2. Finite element model.
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